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2.REFER TO PARTITION TYPES FOR DETERMINING DOOR THROAT SIZE WIDTHS.

3.NEW INTERIOR DOORS SHALL MATCH TYPE AND FINISH AS THOSE ON THE 3RD FLOOR MEMIC SPACES.

4.ALL WOOD DOORS SHALL BE MANUFACTURED IN ACCORDANCE WITH ARCHITECTURAL WOODWORK INSTITUTE STANDARDS, PREMIUM GRADE, CONFORMING TO

SECTION 1300 ARCHITECTURAL FLUSH DOORS, LATEST EDITION.

5.DOOR HARDWARE SHALL MATCH MEMIC EXISTING SPACE ON THE 3RD FLOOR. THE GENERAL CONTRACTOR AND THE DOOR HARDWARE SUPPLIER ARE RESPONSIBLE
FOR PROVIDING BUILDING STANDARD CORES THAT TIE INTO THE BUILDING LOCKING/KEYING SYSTEM. COORDINATE KEYING SCHEDULE WITH MEMIC.

6.EXPOSED HARDWARE FINISHES SHALL BE US26D - BRUSHED CHROME.

7.ALL GLAZING IN DOORS, SIDELITES, AND PARTITIONS SHALL BE SAFETY TYPE TEMPERED CLEAR GLASS. ALL REQUIRED LABELING SHALL BE CONSISTENTLY LOCATED AT
THE BOTTOM RIGHT CORNER OF EACH PANE. THE GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATION.

&.DIMENSIONS SHOWN ARE NOMINAL, REFER TO MANUFACTURER FOR ACTUAL SIZES.

9.THE OWNER SHALL COORDINATE CARD ACCESS SYSTEM AT ELEVATORS FOR ARRIVALS TO THE FOURTH FLOOR (TENANT-ONLY ACCESS).
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