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XHAUST FAN INFORMATION — 44573
A WEIGHT
UNIT | TAG FAN UNIT MODEL # CFM ESP. RPM HP. |BHP.| @ | VOLT | FLA (LBS.) SONES |
NO. »
1 NCA24HPF A 3850 | 2250 | 1129 | 3000 [24550] 1 | 230 | 170 300 21
OPTIONS
FAN
UNIT | TAG OPTION (@ty. - Descr)
NO.
: 1 - Grease Box
1 - Hinge Kit (HD)- Ships Loose for Curb Supplied by Others
'AN ACCESSORIES
FAN EXHAUST SUPPLY
UNIT | TAG
NO. GREASE|GRAVITY | WALL SIDE GRAVITY | MOTORIZED | WALL
CUP | DAMPER |MOUNT |DISCHARGE| DAMPER | DAMPER |MOUNT
1 YES
FAN_SOUND INFORMATION
FAN
uNIT| MOTOR | RPM | Lwa |sones| pea | DISTANCE | ncrave 1 |OCTAVE 2|OCTAVE 3|OCTAVE 4 [OCTAVE S [OCTAVE 6 | OCTAVE 7 | OCTAVE 8
ND.
1 Exhaust 1129 839 21 72.4 S 76.1 835 90 788 735 705 66.6 62.9
FAN 4HPFA - EXH T _F;
EEATURES:
43 3/8 |
~ ROOF MOUNTED FANS
= RESTAURANT MODEL
= UL70S AND UL762
=~ AMCA SOUND AND AIR CERTIFIED
~ WIRING FROM MOTOR TO DISCONNECT SWITCH
[ ~ WEATHERPRODF DISCONNECT
= HIGH HEAT OPERATION 300°F (149°C)
~ GREASE CLASSIFICATION TESTING
3
37 12 NORMAL TEMPERATURE TEST
— 30 S/8 EXHAUST FAN MUST OPERATE CONTINUOUSLY
T WHILE EXHAUSTING AIR AT 300°F (149°C)
l I I | [ l UNTIL ALL FAN PARTS HAVE REACHED
THERMAL EQUILIBRIUM, AND WITHOUT ANY
DETERIORATING EFFECTS TO THE FAN WHICH
EASE DRAIN WOULD CAUSE UNSAFE OPERATION.
ABNORMAL FLARE-UP TEST
r N L J EXHAUST FAN MUST OPERATE CONTINUDUSLY
WHILE EXHAUSTING BURNING GREASE VAPORS
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DUCTWORK BETWEEN
EXHAUST RISER ON HOOD
AND FAN (BY OTHERS)

AT 600°F (316°C) FOR A PERIOD OF

15 MINUTES WITHOUT THE FAN BECOMING
DAMAGED TO ANY EXTENT THAT COULD CAUSE
AN UNSAFE CONDITION.

OPTIONS
GREASE BOX

HINGE KIT (HD>- SHIPS LOOSE FOR CURB SUPPLIED BY OTHERS




