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GENERAL NOTES


DEMOLITION:


1. REMOVE ALL NON-STRUCTURAL


WALLS AS  SHOWN.


2. REMOVE ALL ELEVATOR


EQUIPMENT.


3. FLOOR AND CEILNG FINISHES IN NEW APARTMENTS


TO BE DETERMINED BY OWNER. 1 HOUR RATED CEILING


BETWEEN FIRST LEVEL AND SECOND (APARTMENTS)


LEVEL.


4. 1 HOUR CEILING BETWEEN BASEMENT AND FIRST LEVEL.


5. ALL EXISTING PANELING ON BOTH SIDES OF


STAIR 200 ENCLOSURE TO BE REMOVED EXPOSING


EXISTING PLASTER, APPLY F1 FINISH OVER PLASTER.


6. ALL EXISTING OPENINGS TO STAIR 200 TO BE


INFILLED, F1.


7.  DIMENSIONS ARE FOR NEW PARTITIONS AND OPENINGS


ONLY. OVERALL APARTMENT DIMENSIONS ARE TO BE FIELD


VERIFIED. CONTRACTOR TO NOTIFY THE ARCHITECT OF ANY DISCREPANCIES


BEFORE STARTING WORK.


8. SEE A-6.1 FOR DOOR SCHEDULE AND HISTORIC DOOR PANELS.


9. ALL LIGHTING FIXTURES BY OWNER.


10. CONTRACTOR TO COORDINATE ELEVATOR INSTALLATION WITH


STRUCTURAL ENGINEER, ELECTRICAL ENGINEER AND ELEVATOR PROVIDER.


11. HVAC, PLUMBING, FIRE PROTECTION PLANS BY OWNER.


12. APPARTMENT APPLIANCE SCHEDULE TO BE COORDINATED BY OWNER


WITH ELECTRICAL ENGINEER.
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103

provide 12 mailboxes


new rated wall and


door


provide pipe handrails both

sides. see A-7.0 detail


repair existing railings


as required


f1


f1


remove existing ceiling


see structural drawings.


provide 1 hr rated ceilng


type F2


proposed new


elevator shaft


F2.3

F2.3


F2.3


remove existing ceiling


see structural drawings.


provide 1 hr rated ceilng


type F2


remove existing ceiling


see structural drawings.


provide 1 hr rated ceilng


type F2


f1 f1


new storefront system


bays A, B, C, D


new storefront system


bay E


new 1 hr partition


F2.3


lower floor for at grade


elevator egress


field verify


1


A-5.0


1


A-5.0


see A-5.1


2


A-5.3


similar


slope up


granite curb


pt 2x4 blkg


tile over membrane,

by owner


7'-1 1 3/8"

field verify


accessible entry: field verify

sidewalk elevation with finish floor

elevation before fabrication. max.

pitch of the foyer up to the door

shall be 1 :48


up!

max pitch !

1 :48


granite curb, presumed

to be flush with sidewalk.

field verfy


provide ada approved

threshold


tile over membrane,

by owner


2'-0" min.


finish by owner


provide 4"x4" aluminum

mesh infill
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1 ,469.9747 Sq ft
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