T ceiling

caulk @ 5 points

3 5/8" or 6" metal channel

3 5/8" or 6" metal studs

1/2" gypsum board
3" batt insul.as required

base

3 5/8" or 6" metal channel

caulk both sides
floor

7
S

7
s

existing brick exterior wall

3" batt insulation, foil faced,
vapour barrier - ext wall only

3 5/8" metal studs @ 16" oc

6 mil vapor barier,
all seams taped

172" gwb

INTERIOR PARTITION

MASONRY WALL

NOT RATED

i

L provide sound attenuation in all new walls

1 HOUR RATED WOOD PARTITION

existing floor

I e e e

provide 6" sound
attenuation underside
of deck

\ \— resilient channels
5/8" fire gyp

1 HOUR RATED CEILING ASSEMBLY

X Note:

Not all conditions detailed below can be achieved
where existing stairs are to be retained. See plans.

21/4"MIN

Il

2-10" MAX

%1 -0
c—

CODE COMPLIANT STAIR
DETAILS

2=1-0

6-8" clear headroom

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

Date:

03/05/15

11/2" pipe rail, typ.

%H”

note: interior railing
of asstair fiight shall be

continious
‘Q
railing ends shall return

to the wall at fop and bottom

1x poplar mop bd. typ

existing door opening

N

5/8" fire gyp, jambs and head of opening

~

15/8" mti studs @ 16" oc
apt side

3/4" fire gyp. both sides w/ fire rated caulk
il

existing plaster
patch as needed

mineral wool batts, fill cavity

1

- existing plaster

patch as needed

Z

~

/

historic door panel trim and casing

hall side

3 1 HOUR RATED INFILL (Nonbearing)

5/8"(15.9mm)Fire-Shield Gypsum Wallboard or 5/8"
uL U309

(15.9mm)Fire-Shield MR Board nailed both sides

GA  WP3510

2x4(38 mm x 89 mm)studs,24"0.c.(610 mm).

[ hollow metal frame

batt insul. ~\

ceiling

sealant

mtl. channel

2layers
gyproc firguard ¢
1/2" gypsum board

mtl. stud

2layers
gyproc firguard ¢
1/2" gypsum board

2layers
gyproc firguard ¢
1/2" gypsum board

batt insul

mtl studs, see below

2 HOUR RATED METAL PARTITION
(6", 35/8", 2 1/2" mtl. studs, see drawings)

2.1

FIRE TEST DESIGN U412
sTC: 53
SOUND TEST : NGC 2385

2.

f2

38 NGC 2404 UL Ls01
STC: APPROX. 50

5/8"(12.7mm)Fire-Shield C Gypsum Wallboard

UL 496

attached resilient channels 16" oc over existing floor joists

WA

2layers 1/2" exterior gyp sheathing
6'insulation
2x 6 fire proofed wood stud wall @ 16" oc

& mil vapor barrier,
all seams taped, as required

2layers 5/8" fire gwb

2 HOUR RATED LOAD BEARING WALL

FIRETEST:  DESIGN U349 similar

/7

2.3

YaY YAYeYavavaYivaveYi

8" cmu walll

2"insulation - ext wall only

21/2" metal studs @ 16" oc
or mtl strapping, see drawings

6 mil vapor barrier,
all seams taped

1/2" fire gwb

2 HOUR RATED LOAD BEARING WALL

FIRETEST:  DESIGN U914 similar

James Sterling AIA
Architect

142 High Street
Portland, Maine
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