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1. REMOVE EXISTING METAL FIRE ESCAPE, BAY WINDOW AND ROOF
CANOPY. REMOVE DEBRIS FROM SITE. FILL ALL HOLES WITH HISTORIC
MORTAR (SEE NOTE 7 BELOW). NEW BRICK SHALL BE APPROVED BY THE
CITY HISTORIC PRESERVATION PRIOR TO ORDERING OR INSTALLATION.

2. REMOVE EXISTING BRICK CHIMNEY PROJECTION AND RE-TOOTH WALL
BRICK TO MATCH.

3. REMOVE EXISTING IRON BARS FROM (E)WINDOWS.

4. REMOVE EXISTING EXTERIOR PIPING, VENTS ETC IF NOT NEEDED.
CONFIRM WITH MEP DWGS.
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o 5. CLEAN PAINT FROM EXISTING GRANITE WINDOW HEADS AND SILLS AND \\\\%\
RESTORE TO ORIGINAL NATURAL COLOR. RN
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6. NEW GRANITE SILLS SHALL MATCH EXISTING COLOR AND SIZES. USE Sx; H.
APPROVED HISTORIC MORTAR (SEE NOTE 7 BELOW). 2, LEASURE
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REPAIR EXISTING BRICK WALL AS NEEDED AND SEAL WEATHERTIGHT. I,,”; ' (‘\<\\\\
e — ALL EXISTING GRANITE LINTELS | ~NEW EXHAUST CAREFULLY REMOVE, SALVAGE, CLEAN AND REUSE EXISTING BRICKS. || Oy
EXISTING (V|F) RISER—REFER ANY NEW VISIBLE BRICKS SHALL BE SUBMITTED & APPROVED BY CITY
/CHIMNEYS T0 CLEAN AND RESTORE OR | TO MECH DWGS HISTORIC PRESERVATION DEPARTMENT PRIOR TO INSTALLATION. NEW
REMAIN - EXTERIOR BRICK SHALL MATCH EXISTING IN COLOR, SIZE AND GROUT
REPLACE EXISTING ; / L REPLACE
METAL FASClA\ P TYP. | AN JOINT TYPES
o / / \ a) MORTAR JOINTS SHALL HAVE A SLIGHTLY RAKED JOINT (55") TO =
REMOVE EXISTING METAL FIRE S 7 i \ MAINTAIN THE HISTORIC VALUE AND STILL REMAIN STRUCTURAL. O
ESCAPE (VIF) AND REPAIR WITH yammmr ; FLUSH, CONCAVE JOINTING CAN MAKE THE APPEARANCE OF A LARGER, %
HISTORIC MORTAR(NOTE 7/A8). (TYP)\ ] e ] ] MORE UNATTRACTIVE THICKNESS AND SHOULD BE AVOIDED. g
REMOVE EXISTING WINDOW/FRAME & S~ ] b) MATCHING EXISTING MORTAR COLOR WILL BE MORE DIFFICULT. WE % N
GRANITE SILLS. CUT BRICK FOR NEW \\\ / 1 \ RECOMMEND A SIMPLE FIELD TEST OF THE MORTAR. BURN AWAY THE n|=
DOOR OPENING. INSTALL NEW EXTERIOR T~ e | |Unit A0 BINDERS AND LOOK AT THE SAND. IF YOU CAN'T MATCH THE COLOR, USE ) =
DOOR. TYP. FOR 3 S EMENE.] = g e R e e— A LITTLE LIGHT BUFF MORTAR COLOR IN THE MIX. THE WEATHER <|&
\\ ‘ R — H— ' T \\ TEMPERATURES AND DRYING TIMES WILL CAUSE LIGHTER OR DARKER % al
. ] | 4 COLORS. WARM WEATHER TOOLING, MORTAR SHALL BE MISTED %
i : “u.‘! '\‘ ) CONSTANTLY. ALL NEW VISIBLE BRICKS, GRANITE TYPES/COLORS AND <C %
w\_r{_ A Lo e U1 H o , MORTAR JOINT TYPE & COLOR SHALL BE SUBMITTED/DISCUSSED WITH =4
bkl HE S TSI it o= CITY HISTORICAL PRESERVATION DEPARTMENT FOR APPROVALS PRIOR | A
4TH FLOOR CORRDOR e R RPN Dl eleeletetetetetetatetetetotetototototels [S08otototolod ] \ N TO ANY DEMOLITION, ORDERING OR INSTALLATION. x| Q)Y
EL 1350 =11 A ! T o P
‘ STEEL /I_\ \? c) PRIOR TO CONSTRUCTION OF NEW BRICK VENEER, CONTRACTOR wsS|onlo
S 3 = B\ = COLUMNS T 7 SHALL PROVIDE MOCK UP REPRESENTING BRICK TYPES AND MORTAR SRS
 ESSSNOR e : =3 ey TYP. —/ a EXISTING COLOR. CITY HISTORICAL PRESERVATION SHALL APPROVE. =D ||
LAf--LLis —i T — ] — I 0|0 ez
. 4,/in e = dli : A% \ — i \ 8. EXISTING WINDOW AND DOOR MASONRY OPENINGS SHALL BE INFILLED
W Lt ﬁ %o T PER DETAIL 4 / DRAWING A11 WITH RECESS AT (E)BRICK FACE AROUND AEEEE
L nll‘l' = | NEW PTD. STEEI/_ GUARDS } :Unit 2o ENTIRE PERIMETER. = & é Ll
: o DETAIL 1/A22 TYP. Py AT
~ N e = S (S 9. NEW MASONRY OPENING AND REPAIR OF (E)MASONRY SHALL Ol |~ |eofo
A ] { EXISTING INCORPORATE CLEAN,REUSED BRICK RE-TOOTHED AT ALL EXPOSED <
:' - SURFACES, TYP. MORTAR SHALL BE TYPE N AND APPROVED BY CITY HP (L AN[M
| i INTI LAND ] GRANITE SILLS
i AND US PARK SERVICE PRIOR TO INSTALLATION. EXPOSED CUT BRICKS (|
dl T [
KK ﬁ{-:'::::t:p** E=o ._,‘_T;T_T_T_T_f?d i — ARE NOT ACCEPTABLE. '
SRD FLOOR CORRIDOR Y i i o] | ) N_—
PARK ST PARKING AREA ENTRANCE EL 120'-5" | 1 [
(EXlSTlNG PHOTOS) EXISTING BRICK —— | I_] Unit 203 HPU
a ] Upitr207
— = - =Py R
A STEEL o B A Unit 204 HPU NEW COMM. KITCHEN EXHAUST DUCT — MECH. ENGINEER
i CHANNEL L : | /- | CONFIRM CLEARANCE TO NEW ROOF (REFER TO MECH DWGS)
o PTD, TYP. S| || | | : - S—
T Siss it i = REMOVE (E)WOOD CANOPY
| sl { o n A NiAN & SUPPORT BRACKETS RESTAURANT B/JOISTS
| iRt EL 111'=10"
2ND FLOOR APT et A — — = I
’ ) | IKISHXX XX X XRDE —_— )
EL 110'—6 i = : STAR - Top of | A / | EXIST. 2nd FLOOR
2 EFLLOPORQ,C?TB'DOR X — TS [T | e o Root (1P =R \ 2 | STAIR LANDING
B EXISTING BRICK 2" T 7 % /ROOF Unit 202 HPU ~ ) \ EL 110°=6" (VIF) S
ARCH. Ty & ] L C , | _~REMOVE EXISTING % ©
S S A / / L‘* [N | T' _/\// BRICK CHIMNEY % z 3
— ; 4 ‘ ‘ ~ 6 -
GC PROVIDE {[[ 1l STEEL 1/ —=——REMQVE Bzrsw«%x/\/\w LT ks/eamk | 3 —~ -
o PERMANENT CLOSURE 1| CBEAM /| I=STEEL BAY WINDOW BEHIND. hd A 2 d L] o = 5 25
n OF (E)DH wiNDOwsHL_ || [PMa39/ L Ll PTD|/ Jf COLUMN INFILL PER DETAIL 4/A11-/ Ml sthi o = < o
- =l = it o | i i 7N . ]
) H N‘W’ ! I ' B —
> \ N e B Q_BLK ~ DROPPED CEILING { ) | NEW STAIR ol g9 =
NEW DOOR IN \ ~ Jf o INEw T | | SEE STAIR M~ 7 | UP TO ~ T = ~ L =z
EXISTING MASONRY L I\ BRICK ! BN S ¢ o 2nd FLOOR =5 B - S
OPENING (VIF) = | ARCH 1 i | ‘; L 21 8| W x I
. Apt|{ Apt [ Apt ) N — '\ % . | © < =
1ST FLOOR (ELEV LOBBY) ¥ MMM IEaTE : | Y e Ve . Tl Y W5
rAr ] I . : o N o
EL 100°-0" (REF) | NEW GRADE AptH AptH Aot At Apt F=c_ | — Il — | L Y -5 Z
NEW SRADE Pt Dt Apt) Aot A l N A | ! : NEW_STAIR LANDING > Z
A — — — — N ) ”
(VIF) Com ' GRADE EL VARIES FL 986" (VIF) <
606 y | | HEEEE—— L —
COMMERCIAL R e R i inle
LANDING | : | ' | L - 7 \ P v RESTAURANT FLOOR Lt O
R — | GRADE tq -CRADE NEW EXTERIOR EL 956" (VIF) T~
8'—0” - 1 EL 9511 LANDING & STAIR T
. NEW GRANITE - — EL95'=37 \ew BRICK || (VIF) = =
o STEP. VERIFY - ToD
.- VARIES. OIF) NEW GRADE anas METER VENEER = VERTICAL WOOD GC CONFIRM LOCATION OF CONCRETE o O
— GC VERIFY MIN. METER » P10 WALLS IN BASEMENT TO MAINTAIN > W0
. SOUTH -
HEIGHT ABOVE GRADE CLEVATOR| “GC VERIFY GRADE LEVEL 1 i MINIMUM STAIR/CORRIDOR EGRESS
REMOVE WITH DOOR THRESHOLD CLEARANCES.
604 (E)CHIMNEY LOBBY ———
COMMERCIAL PROJECTION.| . ~" [RSMNT| o 7
(E) BSMNT FLOOR ' NOTES 7 & oA BOMNTJ L —— —+ BSMNT EL 87'—6”
EL 876"
3 -2
HVAC REVISIONS — ENGINEER VERIFY LAYOUTS
ELEVATION B gg&%VE (E)SURFACE MTD. CONDUITS, |
1/4” = 1'=0" WIRING, VENTS, ETC. (NOTE 7/A8) ’ SHWARTZ BUILDING RENOVATIONS
SOUTH
600—-604 CONGRESS STREET

PORTLAND, MAINE
| EXTERIOR ELEVATION B




