" (V.LF.)
8" (V.LF.)
1n
24" (V.IF.
EXISTING 8” CMU WALL BELOW 25" (VIF)
WINDOW FILLED SOLID A | INSTALL CONT 2x12 P.T. LEDGER. FASTEN TO
W/CONCRETE (V.L.F.) (TYP.) B (E) BRICK WALL OR NEW CONCRETE WALL
. CAP W/ 8"¢ x 6" EMBED HDG HILTI HIT—HY
EXISTING 2" TERRA ——— n
COTTA (VAF) (TYP) 200 ADHESIVE ANCHORS @ 12" 0.C. (TYP.)
\ 2" THICK APA RATED SUB—FLOOR SHEATHING
EXISTING BRICK SIDEWALK T~ FASTENED W/CONSTRUCTION ADHESIVE AND
(V.LF.) (TYP.) 10d RING SHANK NAILS @ 6” O.C. AT PANEL
EDGES AND 6” 0.C. INTERMEDIATE (TYP.)
T/ (E) GRANITE = |
T/ (E) CMU WALL (V.LF.) ! \ Q
- C
= EXISTING CONCRETE = .
< FOUNDATION (V.LF.) - <
N — —
N
! EXISTING GRANITE
- (V.LF.) (TYP.)
AN
T/ (E) STONE & L \
FOUNDATION (V.LF.)
= 2x12 JOISTS @ 16" 0.C. (TYP.)
L
= INSTALL SIMPSON LUS210 HANGERS
S (SKEWED AS REQUIERD) (TYP.)
\ CONSTRUCT 2x6 @ 16" 0.C. P.T. BEARING WALL
\\/w\-\/\/\\ (PLUS ADD’L 2x6 STUD BENEATH EACH JOIST) W/
- 2—2x6 P.T. TOP PLATES (LAP 4'—0" MIN. AT
SPLICES AND FASTEN TOGETHER W/ 2-16d NAILS
1'=4" (V.LF.) @ 12" 0.C.,, PLUS 1-2x6 P.T. BOTTOM PLATE (TYP.)
NOTE: SEE SECTION 4/52.1
SECTION 5 FOR ADDITIONAL CONSTRUCTION

1 1/2" — -1|_0||

w NOTES
/0\

EXISTING 8" CMU WALL FILLED SOLID W/CONCRETE (V.I.F.) (TYP.)

INSTALL 8"¢ x 6" EMBED HDG HILTI HIT—HY 70 ADHESIVE
ANCHORS @ 16” 0.C. (TYP.)

INSTALL CONT. SOLID P.T. SHIM (TYP.)

T/ (E) GRANITE =

EXISTING BRICK
WALL (V.I.F.)

EXISTING STONE
FOUNDATION (V.L.F.)

1A

~

—

INSTALL (2) LAYERS OF %" x 1'—2" P.T. PLYWOOD BLOCKING. NOTCH
AS REQUIRED TO FIT TIGHT BETWEEN JOISTS. FASTEN BLOCKING TO

JOISTS W/ AND FASTEN BLOCKING TO (E) BRICK WALL W/ %" x 6"
EMBED HDG HILTI HIT-HY 70 ADHESIVE ANCHORS @ 16" 0.C. (TYP.)

6” 0.C. AT PANEL EDGES AND 6" O.C. INTERMEDIATE (TYP.)

§" THICK APA RATED SUB—FLOOR SHEATHING FASTENED
N / W/CONSTRUCTION ADHESIVE AND 10d RING SHANK NALLS @

F (E) SHEATHING TO BE REMOVED (TYP.)

1"=2” (V.I.F.)

/

I
INSTALL 2x8 LEVELING JOISTS SISTERED TO (E) 2%"x10%” JOISTS @
18" 0.C.. FASTEN LEVELING JOISTS TO (E) JOISTS W/ (2)12 GA x4”
LONG HDG WOOD SCREWS @ 12" 0.C. STAGGERED (TYP.)
EXISTING 2%"x10%" JOISTS @ 18" 0.C. (V..F.) TO REMAIN. G.C. SHALL

CONFIRM CONDITION OF JOIST DETERIORATION, INCLUDING THE PORTION
EMBEDDED IN THE EXISTING WALL. REPORT EXISTING CONDITIONS TO
\/\/\‘\/\/\~ ENGINEER OF RECORD FOR EVALUATION AND POTENTIAL RE-DESIGN. (TYP.)

CONFIRM OR CONSTRUCT 2x6 @ 18" 0.C. (V.L.F.) P.T. BEARING WALL
(CONFIRM STUDS BENEATH EXISTING JOISTS OR INSTALL ADD’L) W/ 2-2x6
P.T. TOP PLATES (LAP 4'-0" MIN. AT SPLICES AND FASTEN TOGETHER
W/ 2-16d NAILS @ 12" 0.C., PLUS 1-2x6 P.T. BOTTOM PLATE (TYP.)

NOTE: SEE SECTION 4/S2.1
SECTION m FOR ADDITIONAL CONSTRUCTION

1 1/2|| = 10" S’] O NOTES

A\

INSTALL SOLID 2x8 P.T. BLOCKING ON FLAT (AT ANCHORS) BETWEEN JOISTS
AS SHOWN. FIT TIGHT BEWEEN JOISTS AND FASTEN TO THE UNDERSIDE OF
FLOOR SHEATHING W/ CONT. CONSTRUCTION ADHESIVE AND FASTEN TO JOISTS
W/ 3-12GA x 8" LONG HDG WOOD SCREWS AT EACH END (TYP.)

TOP OF DOOR THRESHOLD BEYOND (ARCH/G.C. V.L.F.)
7 THICK APA RATED SUB-FLOOR SHEATHING FASTENED
W/CONSTRUCTION ADHESIVE AND 10d RING SHANK NAILS

@ 6" 0.C. AT PANEL EDGES AND 6" 0.C. INTERMEDIATE
(TYP.)

f (E) SHEATHING TO BE REMOVED (TYP.)

T/ (E) CMU WALL (V.LF

EXISTING BRICK

LL- _____
= SIDEWALK ((\_/rlYgg 2

~— . — e !
N [ — N

(‘w EXISTING GRANITE

- (V.LF.) (TYP.)

T/ (E) STONE

17 (V.I.F.)

— EXISTING 2%"x10%" JOISTS @ 18"

0.C. (V.LF.) TO REMAIN (TYP.)

INSTALL ADD’L 1%4"x14” LVL REINFORCING JOIST FASTENED TO (E)
JOIST W/(2) 12 GA x 5" LONG HDG WOOD SCREWS @ 12" 0O.C.
STAGGERED IN LEIU OF 2x8 LEVELING JOISTS SHOWN IN SECTION
6/S2.2 (TYP. ON BOTH SIDES OF EXIST. C.M.U. WALL ABOVE)

INSTALL 2x8 P.T. SOLID BLOCKING (NOTCHED AS SHOWN) @ 16" O.C. IN FIRST (2) JOIST

BAYS. FASTEN BLOCKING TO JOISTS W/3—12GA x 6" LONG WOOD SCREWS AT BOTH END (TYP.)

8"¢ x 6” EMBED HDG HILTI HIT-HY 200 ADHESIVE ANCHORS @ 12" 0.C. (TYP.)

FOUNDATION (V.I.F.)
EXISTING CONCRETE
FOUNDATION (V.LF.) 7
EXISTING STONE
FOUNDATION (V.L.F.) A
| h\/\/\‘
] FASTEN (E) 2%°x10%” JOIST TO (E) CONCRETE WALL CAP (THRU P.T. SHIM) W/

CONSTRUCT 2x6 P.T. @ 16” 0.C. BEARING WALL W/ 2—2x6 P.T. TOP PLATES (LAP 4'—0" MIN.
AT SPLICES AND FASTEN TOGETHER W/ 2—16d NAILS @ 12" 0.C., PLUS 1-2x6 P.T. BOTTOM
PLATE (TYP.)

11/2" = 10"

SECTION /7
NG

NOTE: SEE SECTION 4/S2.1 &
4A/S2.1 FOR ADDITIONAL

CONSTRUCTION NOTES

O\
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