
1 1/2" = 1'-0"

SECTION
1 1/2" = 1'-0"

SECTION

1 1/2" = 1'-0"

SECTION

S2.2

AutoCAD SHX Text
INSTALL CONT 2x12 P.T. LEDGER. FASTEN TO (E) BRICK WALL OR NEW CONCRETE WALL CAP W/  "  x 6" EMBED HDG HILTI HIT-HY 58"  x 6" EMBED HDG HILTI HIT-HY200 ADHESIVE ANCHORS @ 12" O.C. (TYP.)

AutoCAD SHX Text
2x12 JOISTS @ 16" O.C. (TYP.)

AutoCAD SHX Text
CONSTRUCT 2x6 @ 16" O.C. P.T. BEARING WALL (PLUS ADD'L 2x6 STUD BENEATH EACH JOIST) W/ 2-2x6 P.T. TOP PLATES (LAP 4'-0" MIN. AT SPLICES AND FASTEN TOGETHER W/ 2-16d NAILS @ 12" O.C., PLUS 1-2x6 P.T. BOTTOM PLATE (TYP.)

AutoCAD SHX Text
34" THICK APA RATED SUB-FLOOR SHEATHING FASTENED W/CONSTRUCTION ADHESIVE AND 10d RING SHANK NAILS @ 6" O.C. AT PANEL EDGES AND 6" O.C. INTERMEDIATE (TYP.)

AutoCAD SHX Text
INSTALL SIMPSON LUS210 HANGERS (SKEWED AS REQUIERD) (TYP.)

AutoCAD SHX Text
S1.0

AutoCAD SHX Text
5

AutoCAD SHX Text
NOTE: SEE SECTION 4/S2.1 FOR ADDITIONAL CONSTRUCTION NOTES

AutoCAD SHX Text
EXISTING 8" CMU WALL BELOW WINDOW FILLED SOLID W/CONCRETE (V.I.F.) (TYP.)

AutoCAD SHX Text
EXISTING GRANITE (V.I.F.) (TYP.)

AutoCAD SHX Text
T/ (E) GRANITE =  T/ (E) CMU WALL (V.I.F.)

AutoCAD SHX Text
T/ (E) STONE  FOUNDATION (V.I.F.)

AutoCAD SHX Text
EXISTING 2" TERRA COTTA (V.I.F.) (TYP.)

AutoCAD SHX Text
EXISTING BRICK SIDEWALK (V.I.F.) (TYP.)

AutoCAD SHX Text
 

AutoCAD SHX Text
C

AutoCAD SHX Text
(E) SHEATHING TO BE REMOVED (TYP.)

AutoCAD SHX Text
EXISTING STONE FOUNDATION (V.I.F.)

AutoCAD SHX Text
EXISTING 2 "x10 " JOISTS @ 18" O.C. (V.I.F.) TO REMAIN. G.C. SHALL 34"x10 " JOISTS @ 18" O.C. (V.I.F.) TO REMAIN. G.C. SHALL 12" JOISTS @ 18" O.C. (V.I.F.) TO REMAIN. G.C. SHALL CONFIRM CONDITION OF JOIST DETERIORATION, INCLUDING THE PORTION EMBEDDED IN THE EXISTING WALL. REPORT EXISTING CONDITIONS TO ENGINEER OF RECORD FOR EVALUATION AND POTENTIAL RE-DESIGN. (TYP.)

AutoCAD SHX Text
INSTALL 2x8 LEVELING JOISTS SISTERED TO (E) 2 "x10 " JOISTS @ 34"x10 " JOISTS @ 12" JOISTS @ 18" O.C.. FASTEN LEVELING JOISTS TO (E) JOISTS W/ (2)12 GA x4" LONG HDG WOOD SCREWS @ 12" O.C. STAGGERED (TYP.)

AutoCAD SHX Text
34" THICK APA RATED SUB-FLOOR SHEATHING FASTENED W/CONSTRUCTION ADHESIVE AND 10d RING SHANK NAILS @ 6" O.C. AT PANEL EDGES AND 6" O.C. INTERMEDIATE (TYP.)

AutoCAD SHX Text
INSTALL (2) LAYERS OF  " x 1'-2" P.T. PLYWOOD BLOCKING. NOTCH 34" x 1'-2" P.T. PLYWOOD BLOCKING. NOTCH AS REQUIRED TO FIT TIGHT BETWEEN JOISTS. FASTEN BLOCKING TO JOISTS W/ AND FASTEN BLOCKING TO (E) BRICK WALL W/  " x 6" 58" x 6" EMBED HDG HILTI HIT-HY 70 ADHESIVE ANCHORS @ 16" O.C. (TYP.)

AutoCAD SHX Text
CONFIRM OR CONSTRUCT 2x6 @ 18" O.C. (V.I.F.) P.T. BEARING WALL (CONFIRM STUDS BENEATH EXISTING JOISTS OR INSTALL ADD'L) W/ 2-2x6 P.T. TOP PLATES (LAP 4'-0" MIN. AT SPLICES AND FASTEN TOGETHER W/ 2-16d NAILS @ 12" O.C., PLUS 1-2x6 P.T. BOTTOM PLATE (TYP.)

AutoCAD SHX Text
EXISTING BRICK WALL (V.I.F.)

AutoCAD SHX Text
S1.0

AutoCAD SHX Text
6

AutoCAD SHX Text
NOTE: SEE SECTION 4/S2.1 FOR ADDITIONAL CONSTRUCTION NOTES

AutoCAD SHX Text
 

AutoCAD SHX Text
C

AutoCAD SHX Text
EXISTING GRANITE (V.I.F.) (TYP.)

AutoCAD SHX Text
EXISTING STONE FOUNDATION (V.I.F.)

AutoCAD SHX Text
CONSTRUCT 2x6 P.T. @ 16" O.C. BEARING WALL W/ 2-2x6 P.T. TOP PLATES (LAP 4'-0" MIN. AT SPLICES AND FASTEN TOGETHER W/ 2-16d NAILS @ 12" O.C., PLUS 1-2x6 P.T. BOTTOM PLATE (TYP.)

AutoCAD SHX Text
34" THICK APA RATED SUB-FLOOR SHEATHING FASTENED W/CONSTRUCTION ADHESIVE AND 10d RING SHANK NAILS @ 6" O.C. AT PANEL EDGES AND 6" O.C. INTERMEDIATE (TYP.)

AutoCAD SHX Text
EXISTING 8" CMU WALL FILLED SOLID W/CONCRETE (V.I.F.) (TYP.)

AutoCAD SHX Text
S1.0

AutoCAD SHX Text
7

AutoCAD SHX Text
T/ (E) GRANITE =  T/ (E) CMU WALL (V.I.F.)

AutoCAD SHX Text
T/ (E) STONE  FOUNDATION (V.I.F.)

AutoCAD SHX Text
NOTE: SEE SECTION 4/S2.1 & 4A/S2.1 FOR ADDITIONAL CONSTRUCTION NOTES

AutoCAD SHX Text
INSTALL SOLID 2x8 P.T. BLOCKING ON FLAT (AT ANCHORS) BETWEEN JOISTS AS SHOWN. FIT TIGHT BEWEEN JOISTS AND FASTEN TO THE UNDERSIDE OF FLOOR SHEATHING W/ CONT. CONSTRUCTION ADHESIVE AND FASTEN TO JOISTS W/ 3-12GA x 8" LONG HDG WOOD SCREWS AT EACH END (TYP.)

AutoCAD SHX Text
INSTALL 2x8 P.T. SOLID BLOCKING (NOTCHED AS SHOWN) @ 16" O.C. IN FIRST (2) JOIST BAYS. FASTEN BLOCKING TO JOISTS W/3-12GA x 6" LONG WOOD SCREWS AT BOTH END (TYP.)

AutoCAD SHX Text
INSTALL  "  x 6" EMBED HDG HILTI HIT-HY 70 ADHESIVE 58"  x 6" EMBED HDG HILTI HIT-HY 70 ADHESIVEANCHORS @ 16" O.C. (TYP.)

AutoCAD SHX Text
(E) SHEATHING TO BE REMOVED (TYP.)

AutoCAD SHX Text
EXISTING 2 "x10 " JOISTS @ 18" 34"x10 " JOISTS @ 18" 12" JOISTS @ 18" O.C. (V.I.F.) TO REMAIN (TYP.)

AutoCAD SHX Text
FASTEN (E) 2 "x10 " JOIST TO (E) CONCRETE WALL CAP (THRU P.T. SHIM) W/ 2 "x10 " JOIST TO (E) CONCRETE WALL CAP (THRU P.T. SHIM) W/ 34"x10 " JOIST TO (E) CONCRETE WALL CAP (THRU P.T. SHIM) W/ 12" JOIST TO (E) CONCRETE WALL CAP (THRU P.T. SHIM) W/  TO (E) CONCRETE WALL CAP (THRU P.T. SHIM) W/ 58"  x 6" EMBED HDG HILTI HIT-HY 200 ADHESIVE ANCHORS @ 12" O.C. (TYP.)

AutoCAD SHX Text
INSTALL CONT. SOLID P.T. SHIM (TYP.)

AutoCAD SHX Text
EXISTING BRICK SIDEWALK (V.I.F.) (TYP.)

AutoCAD SHX Text
TOP OF DOOR THRESHOLD BEYOND (ARCH/G.C. V.I.F.)

AutoCAD SHX Text
INSTALL ADD'L 1 "x14" LVL REINFORCING JOIST FASTENED TO (E) 34"x14" LVL REINFORCING JOIST FASTENED TO (E) JOIST W/(2) 12 GA x 5" LONG HDG WOOD SCREWS @ 12" O.C. STAGGERED IN LEIU OF 2x8 LEVELING JOISTS SHOWN IN SECTION 6/S2.2 (TYP. ON BOTH SIDES OF EXIST. C.M.U. WALL ABOVE)

AutoCAD SHX Text
C

AutoCAD SHX Text
project #:

AutoCAD SHX Text
plot date:

AutoCAD SHX Text
date:

AutoCAD SHX Text
scale:

AutoCAD SHX Text
AS NOTED

AutoCAD SHX Text
checked by:

AutoCAD SHX Text
JHL

AutoCAD SHX Text
drawn by:

AutoCAD SHX Text
RJW, PJM

AutoCAD SHX Text
JHL

AutoCAD SHX Text
SOUTH PORTLAND, MAINE    04106

AutoCAD SHX Text
SIX Q STREET

AutoCAD SHX Text
FAX:   (207) 799-5432

AutoCAD SHX Text
EMAIL: JLEASURE@LL-ENG.COM

AutoCAD SHX Text
ENGINEERING SERVICES, INC.

AutoCAD SHX Text
ENGINEERING SERVICES, INC.

AutoCAD SHX Text
L & L STRUCTURAL

AutoCAD SHX Text
L & L STRUCTURAL

AutoCAD SHX Text
designed by:

AutoCAD SHX Text
THESE DRAWINGS HAVE BEEN DEVELOPED BY L&L STRUCTURAL ENGINEERING SERVICES, INC. FOR THE TITLED SET ONLY. THE DRAWINGS ARE THE SOLE PROPERTY OF L&L ENGINEERING SERVICES, INC. AND THEY SHALL NOT BE USED, LENT, COPIED OR ALTERED WITHOUT THE WRITTEN CONSENT OF L&L STRUCTURAL ENGINEERING SERVICES, INC.

AutoCAD SHX Text
appr'd

AutoCAD SHX Text
description

AutoCAD SHX Text
date

AutoCAD SHX Text
rev.

AutoCAD SHX Text
PHONE: (207) 767-4830

AutoCAD SHX Text
FRAMING SECTIONS AND DETAILS

AutoCAD SHX Text
BUILDING LOCATED AT

AutoCAD SHX Text
602 CONGRESS STREET

AutoCAD SHX Text
PORTLAND, MAINE

AutoCAD SHX Text
2016-211

AutoCAD SHX Text
BUILDING REVIEW

AutoCAD SHX Text
07/07/2017

AutoCAD SHX Text
07/11/2018

AutoCAD SHX Text
JHL

AutoCAD SHX Text
FOR COORD. AND REVIEW

AutoCAD SHX Text
06/06/18

AutoCAD SHX Text
C

AutoCAD SHX Text
JHL

AutoCAD SHX Text
FOR CONSTRUCTION

AutoCAD SHX Text
07/11/18

AutoCAD SHX Text
0


	Sheets and Views
	S2.2


