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PLYWD. SHEATHING. PREPARE SMOOTH MEDIUM GRAY FIBER CEMENT 55
VENT STRIP AS RECOMMENDED SURFACES FOR NEW PANELS PANELS W/ VISIBLE FASTENERS. TYP. FOR M o W
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AND FASCIA OF EXISTING EAVE . n SMOOTH MEDIUM GRAY FIBER CEMENT < o B
| w , Ly TRIM ABOVE WINDOWS W/ UPPER SLOPED e ER
| il TOP TRIM TO MATCH. 2-PIECE EXISTING TRIM. O < 23
i EXISTING EXTERIOR WALL SHALL REMAIN. = - SEE ELEVATIONS. R X
— ALL NEW WINDOWS SHALL REUSE T+ m 5
HARDIE PANEL SOFFIT. SMOOTH W/ EXISTING WOOD HEADERS. PROVIDE 1-2X SMOOTH MEDIUM GRAY FIBER CEMENT CORNER R
COLOR TO MATCH WALL PANELS. VERT. STUD BETWEEN EACH WINDOW TO W PILASTERS PROVIDE TRIM ABOVE TO ALIGN W/ S
INSTALL AS PER MANUF. T——— """ WINDOW TRIM, INCLUDING UPPER SLOPED
| CREATE STUD POCKET
T RECOMMENDATIONS. ALIGN JOINTS TOP TRIM. MATCH PILASTER AND 2-PIECE EXISTING
™ W/ VERT. WALL PANEL JOINTS TRIM DIMENSIONS OF EXISTING PILASTER AND TRIM.
EXISTING FOURTH FLOOR SEE ELEVATIONS.
1/8" GAP W/ SEALANT. TYP. AT FASCIA
AND EXISTING SHEATHING. SEALANT
I TYPE AS RECOMMENDED BY HARDIEPANEL. NEW 90 MIL EPDM ROOF SYSTEM
COLOR TO MATCH SIDING COLOR AS CLOSELY PROVIDE WINDOW SILL PAN FLASHING W/
AS POSSIBLE. SUBMIT SAMPLES FOR APPROVAL EPDM FLASHING AND COUNTER FLASHING / 4
‘ | ; EXISTING INSULATED WALL SYSTEM. AS RECOMMENDED BY ROOFING MANUF. |
| PREPARE EXISTING SHEATHING FOR FOR LOW CONDITION OF WINDOW SILL IN v ]
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I T SMOOTH HARDIE PANEL (FIBER CEMENT)
BN v HORIZONTAL SIDING.INSTALL AS EXISTING BRICK EXTERIOR WALL SHALL __+
| | 2 RECOMMENDED BY MANUFACTURER BE LEFT EXPOSED. TYP. ON 4TH FLOOR
| ‘
- 2 SECTION DETAIL- EXISTING SOFFIT PARTIAL BUILDING SECTION
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| | | POSSIBLE
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o | 1" X 4" (RIPPED AS REQ'D) SMOOTH e ] PILASTER CAP TRIM BEYOND
| | HARDIETRIM ABOVE WINDOW HEAD o ,
| } TRIM. SLOPED INSTALLATION. MITER 1" X 4" (RIPPED AS REQ'D) SMOOTH 2
| | I AT PILASTER CORNERS. HARDIETRIM ABOVE WINDOW HEAD 3
| | TRIM. SLOPED INSTALLATION. MITER 5
I } /1000 | VR aaaaanai o) AT PILASTER CORNERS. g
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| -;» .s> <§“ 1 X 4 P.T. WOOD VERT. FURRING. PILASTER UPPER TRIM BEYOND =
| — S e PROVIDE EQUAL SPACING 2
| 2 g ' BETWEEN VERT. JOINTS, BUT &
] £ S | R DO NOT EXCEED 2'-0" 0.C. SEE 5
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I | 1" X 6" SMOOTH HARDIETRIM HORIZ. 28
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B I ******** 1" X 6" SMOOTH HARDIETRIM HORIZ. i} | AN WINDOW HEAD TRIM. 294
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[ EXISTING INSULATED WALL WINDOW HEAD TRIM. 1/8" GAP W/ SEALANT. SEALANT 280
- SYSTEM. PREPARE =4 " —— TYPEAS RECOMMENDED BY HARDIEPANEL. 9%e
SMOOTH VERT. 1" X 10" HARDIETRIM (FIBER CEMENT) @ EXISTING SHEATHING FOR =l AN COLOR TO MATCH SIDING COLOR AS CLOSELY
CORNER PILASTERS. EXTEND TO TOP OF HORIZ. NEW AIR BARRIER = / VENT STRIP AS RECOMMENDED |- AS POSSIBLE. SUBMIT SAMPLES FOR APPROVAL
WINDOW HEAD TRIM. COLOR TO MATCH PANELS. TYVEK OR EQUAL AIR BARRIER a A BY PANEL MANUF. I METAL Z FLASHING. COLOR TO
INSTALL AS RECOMMENDED BY MANUFACTURER 1 X 4 P.T. WOOD VERT. FURRING. C 1/8" GAP W/ SEALANT AT WINDOW JAMB | MATCH SIDING AS CLOSELY AS
1/16" MIN. THICKNESS EPDM PROVIDE EQUAL SPACING CONDITION. PROVIDE VERT. FURRING | POSSIBLE
STRIP. TYP. @ ALL FURRING BETWEEN VERT. JOINTS, BUT ADJACENT TO WINDOW W/ EPDM COVER. | PILASTER VERT. TRIM BEYOND
1/8" GAP W/ SEALANT. SEALANT DO NOT EXCEED 2'-0" 0.C. SEE METAL Z DRIP FLASHING. COLOR TO | 5
TYPE AS RECOMMENDED BY HARDIEPANEL. ELEVATIONS FOR JOINT LOCATIONS MATCH SIDING AS CLOSELY AS 1X 4 P.T. WOOD VERT. FURRING. .
COLOR TO MATCH SIDING COLOR AS CLOSELY 1" X 6" SMOOTH HARDIETRIM HORIZ \J . POSSIBLE | R e auT 5 © 20
N . < =
AS POSSIBLE. SUBMIT SAMPLES FOR APPROVAL WINDOW HEAD TRIM ABOVE. WRAP VERT. PROVIDE 8" WIDE ICE AND : DOTxVOT :)XCEED J2'-0'?' o.’c.USEE § 2o > 2
SMOOTH HARDIE PANEL (FIBER CEMENT) TRIM AT PILASTER. COLOR TO MATCH SIDING. WATERSHIELD STRIP ON AIR BARRIER. ELEVATIONS FOR JOINT LOCATIONS Ss5R0 8
HORIZONTAL SIDING.INSTALL AS 1" X 4" (RIPPED AS REQ'D) SMOOTH TURN ONTO WINDOW FRAME. TYP. AT | g A o3
RECOMMENDED BY MANUFACTURER HARDIETRIM ABOVE WINDOW HEAD TRIM. OPENING PERIMETER. INSTALL TO | EXISTING INSULATED WALL O o ¢
#10-12 T20W PAN HEAD SCREW. SLOPED INSTALLATION. MITER AT PILASTER SHED WATER | SYSTEM. PREPARE
SPACING AS RECOMMENDED BY CORNERS. COLOR TO MATCH SIDING WINDOW SYSTEM EXISTING SHEATHING FOR
MANUF. OF WALL PANELS NEW AIR BARRIER
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EXISTING INSULATED WALL
1/16" MIN. THICKNESS EPDM SYSTEM. PREPARE o
SMOOTH HARDIE PANEL HORIZONTAL NEW AIR BARRIER o
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