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0 2' 4' 8'


58'-11" +/-

53' +/-

59'-7" +/-

60'-7" +/-

Line of Raised Roof

@ Elev & Stairwell 

Remove Existing Roof Top Condenser

Unit and accessories. Patch Existing Hole

w/ Materials to Match Existing Adjacent Roof


Existing HVAC Units are Old and shall be

Inspected and Approved for Removal and

Reinstallation After New Roof is Installed. G.C.

shall have no liability for ability of reinstalled

equipment to perform as it previously had. Typ.

for all Roof Top Units.


Repoint Entire Exposed Masonry

Chimney from 4th Floor Roof to Cap


Remove Existing Roofing system in its entirety,

including Roof Membrane, Insulation, etc.

down to existing wood decking. Prepare
Surface for New Roof System. Typ. at Lower Roof,

Upper Roof and Elevator/ Stair Tower Roof


.


Provide Flashing and Counter Flashing

For Existing Step in Roof as Recommended

by EPDM Roof Manufacturer.


Provide Flashing and Counter Flashing

For Roof Hatch as Recommended by

EPDM Roof Manufacturer.


Reconstruct new HVAC Piping "Box" for Pipes to Enter

Building.Verify Location With G.C. & HVAC Contractor.

Provide Flashing and Counter Flashing as Recommended

by EPDM Roof Manufacturer.


Remove and Reinstall Existing Gooseneck

Exhaust Hood after Reroofing.

Provide Flashing and Counter Flashing

as Recommended by

EPDM Roof Manufacturer.


Provide Flashing and Counter Flashing

at Existing Brick Chimney as Recommended by


EPDM Roof Manufacturer.


Provide New 90 Mil EPDM roofing System by Carlisle

including Roof Membrane, Insulation and upper and

lower OSB Sheathing. Typ. at Lower Roof,

Upper Roof and Elevator/ Stair Tower Roof


.


Provide New HVAC Unit Support system as

recommended by HVAC Manuf. and Roofing

Manuf. Provide Protection Strips, Flashing,

Counter Flashing, etc.


Replace Existing Roof Drains with New Drains

in Existing Locations. Provide additional

Drains as required by Code or

Recommended by Roofing Manuf.


PVC Roof Drain Leader Size as Required by Code

and Calculated by Roofing Contractor. Extend PVC Rain


Leader Through Existing OPening in Soffit Below and

Along Outside Face of Wall. Anchor to Wall Panel w/


Metal Straps. Color of PVC and Mtl. Strap to Match

Wall Panel. Typ. for 3+/- v.i.f.


New Kitchen Range Thru-Roof Exhaust

Duct. Offset to Existing Soffit and

anchor to soffit w/ Metal Straps.

Extend Duct up 3'-0" Above Upper

Roof. Flashing and Counter Flashing as

Recommended by Roofing Manuf.

Verify Location w/ Architect


Proposed Roof Deck & Stair.

See Sheet A102a .


Roof Below

(-6' approx)


Existing. Elev

Shaft

Below


HVAC Units

For Flrs Below


HVAC Units

For Flrs Below


5th Flr |  Line of Ext Wall 

5th Flr |  Cornice Overhang  - 7.5" 

4th Flr |  Line of Ext Wall


4th Flr |  Cornice Overhang  - 30" approx.


3

A1-3


3

A1-3


3

A1-3


4

A1-3 

4

A1-3


5

A1-3


Roof

to Wall


Roof

Edge


RD


6

A1-3


RD 

RD


RD


RD


RD


sim. 

New Roof Deck Stair 

New Roof Deck


1
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PARAPET / CURB WITH


PRESSURE-SENSITIVE RUSS


(HORIZONTAL) 

4


EPDM 

0


U-12B
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SCALE: 1/4"   =    1'-0"
1

Roof Deck-Proposed 

SCALE: 1'       =    1'-0" 3 
FOURTH & FIFTH FLOOR FASCIA 

SCALE: 1'       =    1 '-0" 4 
CURB DETAIL 

SCALE: 1'       =    1'-0"
5 
DETAIL @ ROOF TO WALL CONNECTION


SCALE: 1'       =    1 '-0"
6 
ROOF DRAIN DETAIL


4" THICK X 5 1/2" P.T. WOOD EDGE


BLOCKING (MULTIPLE LAYERS ARE


EXCEPTABLE). ANCHOR TO WOOD


W/ 1/4" X 8" RSS SCREWS @ 12" O.C.


STAGGERED. ANCHOR TO TOP OF BRICK


WALL W/ 3/8" DIA. X 8" L GALV. EXPANSION


BOLTS @ 12" O.C. SET INTO SOLID BRICK


OR FULLY GROUTED CORES 6" THICK


OUTSIDE FACE OF BRICK AT


FOURTH FLOOR ROOF


OR FACE OF FASCIA AT FIFTH


FLOOR EAVE


4" THICK POLYISOCYANURATE RIGID


INSUL. (R-23) W/ INTEGRAL 1/2" OSB


ON TOP. ADHERE TO EXISTING

NEW LAYER OF 1/2" OSB ON


EXISTING T & G WOOD  DECKING


.
..

FASCIA HT. SHALL BE 6" W/


COLOR TO MATCH SIDING


MATERIAL AS CLOSE AS POSSIBLE


EXTEND EPDM UP WALL 18" OR AS


RECOMMENDED BY ROOFING


MANUF. TURN INTO AND ON


WINDOW PAN FLASHING


ROOF DRAIN MANUFACTURER AS


RECOMMENDED BY ROOFING


MANUF. FOR THIS APPLICATION


6"
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