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Permit Set

May 28, 2015


10'-6"


9'-1" +/- V.I.F. 

58'-11 1/2"


Roof-5th Flr


49'-10 1/2"


Roof-5th Flr


39'-4 1/2"


Roof-5th Flr


Stairwell and Elevator Core 
AC Units


New Stairway Bulkhead


58'-11 1/2"


Roof-5th Flr


49'-10 1/2"


Roof-5th Flr


39'-4 1/2"


Roof-5th Flr


AC Units


New

Stairway

Bulkhead


SCALE: 1/8"   =    1'-0"


North Elevation 

SCALE: 1/8"   =    1'-0"


West Elevation 

Replace All existing 5th Flr Windows

As shown (Red)

Replacement Units:

Jeld-Wen "Sight Line EX"  Aluminum Clad Wood Windows

Pre-Primed Interior

1" Insulated, Low-E, Argon-Filled, Tempered Glass

Nickel Finish Hardware.

2" Stud Pocket between units


Existing Metal Siding to Remain

Scrape, Prime and Paint.


Partially remove and re-install as required

by New Roof System


(Typ. at Elevator/Stair Tower Only


New Kitchen Range

Exhaust, 14" Dia. 

Replace all exst. 5th Flr cladding

w/New Fiber Cement Rainscreen Cladding

to match existing panel & trim details

(Typ. UNO).


Oak Street Side


Proposed


Proposed


08/04/15


