EXISTING PAVEMENT

SAWCUT |

2’ MIN.

EXISTING BASE
AND SUBBASE

’

NOTES:

—_

NEW PAVEMENT SECTION (PER J ‘

SURFACE COURSE MDOT 403.09
GRADE C (12.5MM)

...... e BINDER COURSE MDOT 403.09 GRADE B
‘/ (19MM)

J==¢

AGGREGATE BASE GRAVEL MDOT 703.06
TYPE B

AGGREGATE SUBBASE GRAVEL MDOT
703.06 TYPE D

\//\//\//\//ﬁ\ SUBGRADE

NOTE:
COMPACT SUBGRADE TO 95% MAXIMUM DRY
DENSITY IN ACCORDANCE WITH ASTM D-—1557

THICKNESS OF LAYERS

DETAIL)

SAWCUT EXISTING PAVEMENT AND REMOVE 2" STRIP OF EXISTING PAVEMENT. APPLY

BITUMINOUS TACK COAT PRIOR TO PLACEMENT OF NEW BITUMINOUS PAVEMENT.
2. THE NEW PAVEMENT SECTION SHALL MEET THE BITUMINOUS PAVEMENT: INTERNAL
PARKING LOT DETAIL AT A MINIMUM OR THE EXISTING PAVEMENT AND AGGREGATE

BASE AND SUBBASE DEPTH WHICHEVER IS GREATER.

STANDARD LAYERS

1-1/27 SURFACE COURSE MDOT 403.09 GRADE C (12.5mm)
2" BINDER COURSE MDOT 403.09 GRADE B (19mm)
3" AGGREGATE BASE GRAVEL MDOT 703.06 TYPE B
15" AGGREGATE SUBBASE GRAVEL MDOT 703.06 TYPE D

PAVEMENT SAWCUT DETAIL

NOT TO SCALE

NOTES:

1.

N

ooe W

1.5” SCHEDULE 40
PIPE (0.D. OF 1.9")

CONCRETE LAYER,
SEE NOTE 7.

GRAVEL LAYER, SEE
NOTE 8.

24"

/ EDGE OF SIDEWALK

e

PLAN VIEW

BITUMINOUS PAVEMENT PROFILE:

SV

24" MIN

SECTION A—A

b
)

J

SECTION B-B

BICYCLE RACK DETAIL
NOT TO SCALE

SYM. ABOUT ¢
WHEN IN GROUPS \

NOTE: \\
ALL PIPES SHALL BE TOPPED
WITH A PLASTIC COVER IN
TRAFFIC YELLOW
6” GALVANIZED STEEL
PIPE WITH CONCRETE
FIT AND ROUNDED TOP o
) ” 3 —O
| 5'—0
| / - - "A q,{ ..A.,qé.... .“.A., .,A.: q .
PAVEMENT OR L LT CONCRETE (REFER TO
FINISH GRADE L S ABOVE GROUND LP
R C Y DETAIL)
BOLLARD POST FILLED
o / WITH CONCRETE
N //
. 3000 PSI MINIMUM
/ P.C. CONCRETE (TYP.)
3" MIN. ]
]
A ) <
1’_6"

NOT TO SCALE

INTERNAL PARKING LOT

NOT TO SCALE

BICYCLE RACK PARTS SHALL BE OF UNIFORM COLOR AND SHALL BE FINISHED IN ACCORDANCE WITH PRODUCT SPECIFICATION. PER CITY
OF PORTLAND TECHNICAL STANDARDS ALL BICYCLE RACKS WITHIN THE RIGHT—OF—WAY SHALL MATCH THE FURNITURE COLOR FOR THAT
LOCATION AS DESCRIBED IN THE MUNICIPAL LIGHTING STANDARDS; IF NO DESIGNATED COLOR FOR THAT AREA EXISTS, BICYCLE RACKS

SHALL BE BLACK.
BICYCLE RACK SHALL BE INSTALLED IN ACCORDANCE WITH MANUFACTURER'S MOST RECENT INSTALLATION RECOMMENDATIONS, AND SHALL
BE INSTALLED WITH AN IN—GROUND MOUNT UNLESS OTHERWISE APPROVED BY ENGINEER.
BICYCLE RACK SHALL BE "DERO HOOP RACK", AS MANUFACTURED BY DERO BIKE RACKS. RACK HAS CAPACITY FOR 2 BIKES PER HOOP.
MANUFACTURER'S RECOMMENDED OFFSETS SHALL BE ENFORCED WHERE POSSIBLE.
CONCRETE SHALL BE 4000 PSI @28 DAYS. BOTTOM OF CONCRETE SHALL BE AT TOP OF GRAVEL ELEVATION.
GRAVEL LAYER SHALL BE INSTALLED IN ACCORDANCE WITH BITUMINOUS BASE DETAIL, AND SHALL BE MAINEDOT 703.06 TYPE B.

4" LOAM, SEED, &
MULCH IF APPLICABLE

\

10:1

AGGREGATE BASE COURSE,

MDOT 703.06 TYPE "B” GRAVEL

NOTES:

6"
—
2% MAX. ————=

BRICKS LAID FLAT

CLEAN SAND SWEPT
INTO JOINTS

1" DRY SAND—CEMENT MIX
/(6:1) FOR BASE
7"
4| —

/—GRANITE CURB, PER DETAIL

50" MINIMUM; MATCH EXISTING WIDTH

1. BRICKS TO BE USED:

NEW CONSTRUCTION:
4"X8" PINE HALL PATHWAY PAVER BRICK; MFG. BY PINE HALL BRICK

CO., MADISON, NORTH CAROLINA. LACHANCE ITEM #193623;. PINE
HALL PATHWAY PAVER BRICK.

2. INSTALL BRICK FLUSH UP TO BUILDING, PAVEMENT, STAIRS, CONCRETE

SURFACES,

CURB OR LANDSCAPED AREAS.

FINISHED
STREET
GRADE

BORDER BRICK COURSE SET IN WET CEMENT MORTAR, OR
USE APPROVED EDGE RAIL (TYP).

6" —— 2" HOT BITUMINOUS PAVEMENT, MDOT 403.09 GRADING "B”

BRICK SIDEWALK WITH BITUMINOUS BASE DETAIL

NOTES:

1.

BARRIER FREE PARKING SIGN

STRIPING 3’ O.C. (TYP. PER DETAIL)

@ 45°
INTERNATIONAL BARRIER FREE

SEE SITE PLAN

&

&

SEE SITE PLAN|SEE SITE PLAN|SEE SITE PLAN

ADA PARKING SPACE DIMENSIONS

NOT TO SCALE

SYMBOL (TYP, PER DETAIL)

4" WIDE TRAFFIC PAINT STRIPE
TYPICAL. WHITE PAINT ON BITUMINOUS
PAVEMENT AND YELLOW PAINT ON
PORTLAND CEMENT PAVEMENT.
STRIPING FOR ANY NON—BARRIER
FREE PARKING SPACE WITH A WIDTH
LESS THAN 9’ OR A LENGTH LESS
THAN 18" SHALL BE PAINTED BLUE.

ALL ASPECTS OF RESERVED
PARKING SIGN CONSTRUCTION

SHALL BE IN ACCORDANCE WITH

MANUAL ON UNIFORM TRAFFIC
CONTROL DEVICES, 2009 OR
MOST RECENT EDITION.

SIGN SHALL BE CONSTRUCTED AS
SIGN R7—8 UNDER THE "PARKING

AND STANDING SIGNS AND

PLAQUES” (R7 SERIES) WITHIN
THE MANUAL ON UNIFORM

TRAFFIC CONTROL DEVICES, 2009

OR MOST RECENT EDITION. VAN
ACCESSIBILITY SHALL BE

CONSTRUCTED AS SIGN R7—8a OR

R7-8b.

SIGN POST CONSTRUCTION AND
MOUNTING SHALL BE IN

ACCORDANCE WITH CHAPTER 2A

OF THE MANUAL ON UNIFORM

TRAFFIC CONTROL DEVICES, 2009

OR MOST RECENT EDITION.

1.50

NOT TO SCALE

1.00

RESERVED
PARKING

—)

( VAN ACCESSIBLE

AGGREGATE BASE CRUSHED
GRAVEL, MDOT 703.06 TYPE "B"

UNIVERSAL
BARRIER FREE
SIGNAGE

4" x 18" 18 GUAGE STEEL
BAKED ENAMEL WITH WORDS "VAN
ACCESSIBLE” (AS REQUIRED).

| 6' MIN. TIPDOWN CURB |

| 7" AT SIDEWALK RAMPS

/7 1" CURB REVEAL AT DRIVEWAY

L{ \ GUTTER LINE GUTTER LINE AT DRIVEWAY
4” OF 8.5" FILTER FABRIC (TYP.) FOR ALL

GRANITE CURB INSTALLATION

1/8” TO 1/4”

CURB TIPDOWN PROFILE MAXIMUM JOINT

BACK OF CURB
4" OF 8.5" FILTER FABRIC (TYP.) FOR ALL
/ GRANITE CURB INSTALLATION

VERTICAL CURB
TYPE 1 RADIAL

VARIES, 4’ MIN.

Il VERTICAL CURB TYPE 1, STRAIGHT (TYP). "/
|

LENGTH VARIES, 4’ MIN. |

VERTICAL GRANITE CURB PLAN VIEW

ESPLANADE OR
SIDEWALK PER DETAIL

HOT MIX ASPHALT, DEPTH TO MATCH GREATER OF
EXISTING PAVEMENT DEPTHS OR SPECIFICATION
FOR CORRESPONDING STREET CLASSIFICATION

SAWCUT EXISTING
PAVEMENT PER DETAIL

VERTICAL GRANITE CURB CROSS SECTION

VERTICAL GRANITE CURB AND TIPDOWN INSTALLATION
NOT TO SCALE

WHITE REFLECTIVE PAINT

21_011

7’_011

5.00

0.50' \
BLUE BACKGROUND WITH

WHITE LETTERING AND BORDER

¥ 3" GALV.

STEEL POLE

¥THIS SIGN TYP.

EACH BARRIER FREE
1.00" PARKING SPACE

/— 3000 PSI CONCRETE

5.00’

0.25

BARRIER FREE PARKING SIGN

NOT TO SCALE

|
[ r-e \
NON—SKID BLUE PAINT

3'—6" |
¢ OF PARKING SPACE

INTERNATIONAL BARRIER FREE SYMBOL
NOT TO SCALE
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