NOTES:

1. DIG HOLE AT LEAST 2 TIMES THE DIAMETER OF THE ROOT BALL AND AS DEEP AS THE ROOT BALL (NO
DEEPER). SET ROOT BALL CENTERED, WITH THE TOP AT DOWNHILL EDGE OF THE HOLE.

2. TOPSOIL BACKFILL SHALL BE NATURAL FRIABLE, FERTILE, FINE LOAMY SOIL POSSESSING THE
CHARACTERISTICS OF TOPSOIL IN THE VICINITY WHICH PRODUCE A HEAVY GROWTH. TOPSOIL SHALL
CONTAIN NOT LESS THAN 6% NOR MORE THAN 20% ORGANIC MATTER. TOP SOIL SHALL HAVE A pH

VALUE OF NOT LESS THAN 5.5 NOR MORE THAN 7.0.

3. CONTAINER GROWN STOCK — REMOVE CONTAINER PROTECTING THE ROOT BALL. GENTLY COMB OUT THE

ROOTS. PRUNE DAMAGED ROOTS.

4. BACKFILL THE HOLE WITH TOPSOIL TO A DEPTH NOT TO EXCEED 8” THEN WATER SUFFICIENTLY TO
SETTLE TOPSOIL. REPEAT SOIL BACKFILL, WATER, DRAIN. TOPSOIL SHALL BE TAMPED UNDER EDGES OF
THE BALLED PLANTS. BACKFILL TO FINISH GRADE AND CREATE AN EARTHEN SAUCER. SOAK PLANTS TWICE

WITHIN THE FIRST TWENTY—FOUR HOURS OF PLANTING.
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TYPICAL PLANTING
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RIENFORCED RUBBERHOSE AND CEDAR
STAKES — 3 PER TREE

DOUBLE #10 GAUGE WIRE GUY
TWISTED

TREE WRAP WITH 50% OVERLAP

PROVIDE RAISED GRANITE BORDER AROUND
TREES ALONG STREET FRONTAGE

CUT AND REMOVE BURLAP FROM TOP
1/3 OF BALL

TOPSOIL MIXTURE

COMPACTED TOPSOIL MIXTURE

TREE PLANTING DETAIL

NOT TO SCALE

DRIPLINE OF TREE

NOTES.:

1.
2.

TREE PROTECTION DETAIL

NOT TO SCALE

<<

TREE PROTECTION FENCING SHALL BE INSTALLED PRIOR TO
ANY CONSTRUCTION ACTIVITY.

INSTALL PROTECTIVE FENCING TO LIMIT OF DRIPLINE ON TREE
OR A MINIMUM OF 6 FROM TRUNK WHEN NECESSARY, WITH
PRIOR PERMISSION OF LANDSCAPE ARCHITECT.

DO NOT STORE CONSTRUCTION EQUIPMENT, MATERIALS,
TOOLS, ETC. WITHIN PROTECTIVE FENCING.

MAINTAIN FENCING IN A NEAT AND ORDERLY FASHION
THROUGHOUT CONSTRUCTION PERIOD.

/— DRIPLINE LIMITS MARKED AND MAINTAINED BY

ORANGE CONSTRUCTION FENCING

GALVANIZED STEEL POST @ 6’ 0.C. MAXIMUM
(TYP.)

4" L OAM, SEED, AND MULCH
OR PAVEMENT SECTION AS
DETAILED IN THIS PLAN SET

3" EARTHEN SAUCER

CUT AND REMOVE
BURLAP FROM TOP

1/3 OF BALL

LOAM MIXTURE (MDOT 615.07)

COMPACTED TOPSOIL MIXTURE

SHRUB PLANTING DETAIL
NOT TO SCALE

FINISH GRADE

CLEAN BACKFILL CONTAINING NO
ROCKS LARGER IN DIAMETER THEN

4" AND FREE OF ROOTS, STUMPS
AND OTHER DEBRIS.

PLASTIC "ELECTRIC” MARKER TAPE

PLACED NOT LESS THAN 12" BELOW
FINISH GRADE AND NO LESS THAN

12" ABOVE CABLE.

SAND BEDDING

SECON
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DARY ELECTRICAL TRENCH

NOT TO SCALE

36" MIN.
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ROUNDCOVER OR PERENNIAL

_—— 4" DOUBLE SHREDDED
HARDWOOD BARK

MULCH (MDOT 717.04)

S =TT il
; ?:E:;;E? 1=:::ufé::r=§i§%§ih %ﬁ?‘jﬁiﬁiﬁ‘—'ﬁﬁfﬂﬁ LOAM MIXTURE (MDOT 615.07)
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PERENNIAL PLANTING DETAIL
NOT TO SCALE

NOTES.:

1. SPLICE BOX SHALL BE DESIGNED TO WITHSTAND H20 LOADING WITH 6" OF
OVERBURDEN. THE DESIGN SHALL ALSO COMPLY WITH NATIONAL ELECTRICAL SAFETY
CODE SECTION 323A. PROVIDE SHOP DRAWINGS STAMPED BY A STATE OF MAINE
REGISTERED PROFESSIONAL ENGINEERING UPON REQUEST.

2. FOR USE WITH 32" COVER MARKED CMP CO., S/C62-1830 (MIN. ONE COURSE OF
BRICK TO GRADE.)

3. SPLICE BOX AND SLAB SHALL BE SET ON A SUITABLE GRAVEL BASE.
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PULLING IRON

PLAN VIEW

CMP 4’ X 6’ SPLICE BOX
NOT TO SCALE
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