Date:

———EX BRICK MASONRY

EX CMU WALL
BACKER ROD AND SEALANT

revovE ox rour B AS NEEDED TO FILL GAP

FILLED DOOR JAA: GRIND CMU JAMB AND

PARGE SURFACE AS REQD
TO CREATE UNIFORM JAMS

DOOR AND FRAME DEMO (DF)

DOOR _JAMB

N.TS

——EX BRICK MASONRY

GRIND CMU JAMB AS REQ'D
TO CREATE UNIFORM JAMB

EX CMU WALL

NEW DOOR JAMB GROUTED /]
SOLID AND PAINTED BACKER ROD AND SEALANT
EA SIDE OF JAM8

NEW HOLLOW METAL DOOR,
PAINT TO MATCH EXISTING

STAR 2 AT LEVEL D
STAIR #4 AT LEVEL A

DOOR _JAMB

N.T.S.

DOOR JAMB BEYOND, DEMO AS INDICATED ON
THE PLAN, (F REMAINING OR REPLACED, SEAL

BASE OF DOOR JAMB W/SEALANT

SEALANT JF DOOR IS TO REMAIN OR

TRAFFIC MEMBRANE W/REINF

TERMINATION -
TR ol FABRIC 2" EA SIDE OF JOINT
hﬂm EX LANDING; PERFORM CONC
REPAIR AND CRACK CHASE AS
RS — ,  INDICATED ON THE PLANS
F ST /)1_

EX c1a

T~ EX BRICK AND

NS

CHU WALL
DOOR SILL
SECTION /A
310" sr,‘%/s‘:,' sS4

A ROUT AND SEAL JOINT AT DOOR OPENING;
REMOVE AND RESET DOOR SILL IN BED OF

REPLACED, SEAL ALL SCREW PENETRATIONS

EXTEND TRAFFIC MEMBRANE
UP IFALL 4% MIN.

PREP AND PAINT STL
——AAT PRIOR TO INSTALLING
ROUT AND SEAL JOINT X MEMBRANE
AT STL TO CONC, NP
—COVE SEALANT, INSTALL

2 BACKER ROD IF GAP IS

EX_LANDING; £ S LARGER THAN 1/8”
PERFORM CONC } 2

REPAIR AND CRACK §

CHASE AS NEEDED = %\w_ et
REPLACE EX LANDING i

™~ &X BRICK AND
o CHU WAL

SUPPORT ANGLE AS INDICATED
ON THE PLANS W/L3x3x3/8 =

371617 3-12
SECTION (2
3/e=1—0" st S\g._gJ.' 54

NOTE: TEMPORARILY SHORE LANDINGS
DURING REMOVAL AND INSTALLATION OF
SUPPORTING ANGLE

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

04/04/18

EX ANGLE LINTEL, CLEAN PRIME
AND PAINT EXPOSED SURFACES

EX CMU ——EX BRICK MASONRY

REMOVE CMU
e e

REMOVE BRICIK MASONRY ABOVE HEADER
REMOVE GROUT FILLED DOOR HEADER
AND JAMB

DOOR HEADER

N.T.S.

EXTEND TRAFFIC MEMBRANE
UP WALL 4" MIN.
EX LANDING; PERFORM

CONC REPAIR AND CRACK
CHASE AS NEEDED

Q_
)Qfﬂ‘OVE SEALANT

S

N——— & cie

I~ Ex BRicK AND
S MU WALL

SECTION I
3=1—0" st 52 53, 54

EX ANGLE LINTEL, CLEAN PRIME
AND PAINT EXPOSED SURFACES

EX BRICK MASONRY

12 GA GALY & PAINTED STL
CLOSURE EA SIDE OF DOOR

EX CHMU

\—BACKE‘? ROD AND SEALANT

NEW HOLLOW METAL DOOR, FA SIDE OF HEADER

PAINT TO MATCH EXISTING

NEW DOOR HEADER GROUTED,
S0LI0 AND PAINTED

STAIR f2 AT LEVEL D
STAIR ##% AT LEVEL A

DOOR HEADER

N.T.S

REMOVE AND RESET EX TREAD COVER, APPLY
CONSTRUCTION ADHESIVE TO THE UNDERSIDE
OF THE TREAD AND AROUND SCREVS HOLES
PRIOR TO SETTING TREAD COVER;

EX NOSING, REMOVE OR GRIND AWAY
LOOSE/DETERIORATED SECTIONS, FILL VOIDS
WITH SELF LEVELING REPAIR GROUT

REMOVE EX NOSING AS
NEEDED TO GRIND DOWN
RAISED EUGE OF RISER

(2) L4x3 1/2x5/16 LLY (GALY)
REMOVE AND RESET CMU W/4" MIN BEARING

AS NEEDED TO REMOVE
AND INSTALL LINTEL:

REMOVE CMU
o wever—— T

o % REMOVE AND RESET BRICK MASONRY AS
NEEDED TO REMOVE AND INSTALL UNTEL

\ﬁREMCHE BRICK MASONRY ABOVE HEADER
REMOVE GROUT FILLED DOOR HEADER
AND JAMB

NOTE: TEMPORARILY SUPFPORT
MASONRY ABOVE TO REPLACE LINTELS

NEW LINTEL (STL)
STAIR f1 AT LEVEL O

DOOR HEADER

N.T.5.

REMOVE/REPLAGE DELAMINATED
AND BROKEN UP CONCRETE
FROM STL PAN; SALVAGE, CLEAN
AND PAINT PAINT EXPOSED STL

COUNTERSUNK TAPCON
SCREWS TO MATCH EXISTING,
SET SCREWS IN EPOXY IF
INSTALLING INTO EX HOLE

TREAD REPAIR DETAIL (TCR)

M.T.S.

REMOVE TREAD COVERS TO REPAIR CONCRETE TREADS AND STEEL
RISERS AS INDICATED ON THE PLANS, REINSTALL TREAD COVERS

AS DETAILED ABOVE.
REPLACE DAMAGED TREAD COVERS WITH SALVAGED TREAD COVERS

FROM STAIR TOWER #4.
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