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SCOPE OF WORK — STAIR ,}‘3

|envorKcone| bESCRIPION QUANTITY. UMIT ~ NOIES
T oF DOOR FRAME REMOVAL AND JAMB REPAIR I EA REF DWG 57
2 STA REPLACE LANDING SUPPORT ANGLE i3 EA REF DWG S7
3 TCR TREAD COVER REMOVAL/RESINSTALL AND TREAD REPAIR 13 EA REF DWG 57
4 ™ PEDESTRIAN MEMBRANE AT LANDINGS 690 SF REF OWG S6
5 GR CONCRETE REPAIR 35 SF REF DWG S5
6 CCR CRACK CHASE REPAIR 50 Lr REF DWG S5
7 PREP AND PAINT STEEL STAIR FRAMING T STARWAY REF DWG S0
8 PAINT WALLS AND CEILING 4,000 SF REF DWG SO
g cee COLUMN COVER CMU REPLACEMENT [ COVERS EF DWG 55
e CRS ROUT/SEAL CMU CRACK 45 w REF DWG 55
11 cSsJ CUT OUT AND REPLACE REPLACE MASONRY CONTROL JOINT 45 L REF DWG 55
NOTES:

. QUANIITIES SHOWN IN THE SCHEDULE ABOVE MAY BE GREATER
THAN WHAT ARE SHOWN ON THE PLAN.
2, ALl QUANTITIES SHOULD BE FIELD VERIFIED.
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LOBBY CEIING, OVERHEAD STEEL FRAMING,
STEEL WINOOW INTERIOR FRAMING AND
ELEYATOR DOOR/FRAMING ARE TO BE PAINTED

LEGEND
~—_——CRACK CHASE REPAIR
CONCRETE LANDING REPAIR
[/} STAR LANDING REPLACEMENT

OVERHEAD SPALL REPAIR

CiU WALL
BRICK MASONRY WALL
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WORK CODE INDICATOR
[DENTIFYING STMBOL. (REF LEGEND)

STAIR_TOWER #3 PAINTING NOTES:

. REFERENCE DRAWING S0 AND SPECIFICATIONS FOR ADDITIONAL PAINTING
AND SURFACE PREPARATION REQUIREMENTS.

2. ALl EXPOSED STEEL WITHIN STA/R TOWER IS TO PREPARED AND PAINTED

INCLUDING BUT NOT LIMITED TO STAIR FRAMING, HANDRAILS, GUARDRAILS,

STEEL ATTACHMENTS TO THE CURTAIN WALL AND MISCELLANEOUS

EXPOSED STRUCTURAL STEEL.

ALL STAND AND DRAIN PIPES ARE TO BE PREPPED AND PAINTED.

THE STAIR TOWER WALLS AND CEILING ARE TO BE PAINTED. THE

UNDERSIDE OF THE CONCRETE LANDINGS ARE TO BE SCRAPPED OF

LOOSE PAINT AND REMAIN UNPAINTED.

5, ELECTRICAL BOXES, LIGHTS AND EMERGENCY LIGHTS 00 NOT NEED TO
BE REMOVED AND CAN BE PAINTED AROUND. ELEGTRICAL CONDUIT
DOES NOT NEED TO BE REMOVED BUT SHOULD BE PAINTED TO MATCH
THE WALLS. PROTECTION CAGES AROUND THE UIGHTS ARE TU BE
REMOVED, PAINTED AND RESET.

6 CONTRACTOR TQ REMOVE AND REINSTALL ALL SIGNS ATTACHED TO THE
WALL PRIOR TG PAINTING,
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