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CEILING, OVERHEAD STEEL FRAMING,
STEEL WINDOW INTERIOR FRAMING AND
ELEVATOR DOOR/FRAMING ARE TO BE PAINTED-
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SCOPE OF WORK — STAIR ,ﬁ’Z
|meatfyoriccone] pescaipmon QUANIITY UNT ~ OIES

1 oF DOOR FRAME REMOVAL AND JAMB REFAIR EA REF DWG 57
z STA REPLACE LANDING SUPPORT ANGLE & EA REF OWG 57
J TCR TREAD COVER REMOVAL/RESINSTALL AND TREAD REPAIR 25 EA REF OWG 57
4 ™ PEDESTRIAN MEMBRANE AT LANDINGS 405 SF REF DWG 56
5 CR CONCRETE REPAIR 50 SF FB'-' OWG 55
& CCR CRACK CHASE REPAIR 75 [ EF DWG 55
7 PREP AND PAINT STEEL STAIR FRAMING 1 STAIRWAY REF DWG 50
8 PAINT WALLS AND CEILING 3,300 SF REF DHG S0
g cce COLUMN COVER CMU REPLACEMENT 2 COVERS REF OWG 55
i CRS ROUT/SB&L CMU CRACK 55 L REF OWG 55
11 csJ CUT OUT AND REPLACE REFLACE MASONRY CONTROL JOINT Z5 LF REF OWG 55
12 SC CUT AND AND REPLACE GURTAIN WALL TO CMU JOINT SEALANT 45 LF REF OWG S5
13 OH OVERHEAD SPALL REPAIR ra SF REF DWG 55
14 OFR REPLACE DOOR AND FRAME AT LVL D 1 EA REF OWG S7
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NQIE: NEW DOOR IS TO HAVE
NARROW VISION LITE TO MATCH
EXISTING.
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REFERENCE DRAWING SO AND SPECIFICATIONS FOR ADDITIONAL PAINTING
AND SURFACE PREPARATION REQUIREMENTS.

ALL EXPOSED STEEL WITHIN STAIR TOWER IS TO PREPARED AND PAINTED
INCLUDING BUT NOT LIMITED TO STAIR FRAMING, HANDRAILS, GUARDRAILS,

STEEL ATTACHMENTS TO THE CURTAIN WALL AND MISCELLANEOUS
EXPOSED STRUCTURAL STEEL.

. ALL STAND AND DRAIN PIPES ARE TO BE PREPPED AND FAINTED.

THE STAIR TOWER WALLS AND CEILUNG ARE TO BE PAINTED. THE
UNDERSIDE OF THE CONCRETE LANDINGS ARE TO BE SCRAFFPED OF
LOOSE PAINT AND REMAIN UNPAINTED.

ELECTRICAL BOXES, LIGHTS AND EMERGENCY LIGHTS DO NOT NEED 1O
BE REMOVED AND CAN BE PAINTED AROUND, ELECTRICAL CONDUIT
DOES WOT NEED TO BE REMOVED BUT SHOULD BE PAINTED TQ MATCH

STRUCTURAL ENGINEERS
75 Yark Steet, Portiand, Malno £4L01
207.879.1838 = bockorstructurl.com
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THE WALLS. PROTECTION CAGES AROUND THE LIGHTS ARE TO

BE

REMOVED, PAINTED AND RESI

ET.
6. CONTRACTOR TO REMOVE AND REINSTALL ALL SIGNS ATTACHED TO THE

WALL PRIOR TO PAINTING.
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