TOP COAT W/AGGREGATE,
BRO, 70 REFUSAL
AND BACKROLL

STAIR _[ANDING MEMBRANE DETAIL

N.T.S.

NOTES:

1.  REFERENCE SPECS FOR APPLICATION RATES.

2. PRIMER AND PER-STRIPPING SHALL BE APPLIED AS PER
MANUFACTURERS RECOMMENDATIONS.

MEMBRANE NOIES

PROJECT CONDITIONS:

1. DO NOT PROCEED WITH APFLICATION OF MATERIALS WHEN DECK
TEMPERATURE IS LESS THAN 40 DEGREES F OR WHEN DEW
POINTS ARE WITHIN 5°F OF THE SURFACE TEMPERATURE.

2. DO NOT APPLY MATERIALS UNLESS SURFACE TO RECEIVE COATING
IS CLEAN AND DRY.

3. REMOVE ALL LOOSE AND DELAMINATED MEMBRANE.

4. CONTRACTOR SHALL COORDINATE A MEETING WITH OWNER,
ENGINEER AND MATERIAL MANUFACTURER'S REPRESENTATIVE TO
REVIEW APPLICATION, MAINTENANCE REQUIREMENTS, MATERIAL
LIMITATIONS AND WARRANTY.

5. PROVIDE IN WRITING FROM MANUFACTURER THAT TRAFFIC BEARING
MEMBRANE SYSTEM IS COMPATIBLE WiTH EXISTING CONODITIONS.

6. ENSURE TRAFFIC STRIPING PAINT IS COMPATIBLE WITH THE
SELECTED TRAFFIC BEARING MEMBRANE.

7. APPLICATOR SHALL BE AFPROVED BY TRAFFIC MEMBRANE
MANUFACTURER WITH A MINIMUM OF 5 YEARS OF EXPERIENCE WiTH
SUBMITTED MATERIAL AND APPLICATION.

8. CONTRACTOR SHALL VERIFY THAT ALL REPAIR/PATCH MATERIALS
AND JOINT SEALANTS ARE COMPATIBLE WITH MEMBRANE.

9. MATERIAL SUPPLIER SHALL PERFORM AN ADHESION TEST TO
EXISTING TRAFFIC MEMBRANE AND CONCRETE SURFACES
(REFERENCE MOCKUF).

WARRANTY:

1. SUBMIT SAMPLE WARRANTY THAT STATES THAT THE MATERIAL AND
LABOR/WORKMANSHIP INVOLVED IN THIS APPLICATION WiLL BE
WARRANTED FOR 5 YEARS FROM THE DATE OF SUBSTANTIAL
COMPLETION BY THE INSTALLER AND MANUFACTURER, FULLY
EXECUTED WARRANTY REQUIRED PRIOR TO FINAL PAYMENT.

COPES AND QUALITY GONIROL:
1. COMPLY WITH PROVISIONS OF THE FOLLOWING EXCEPT AS

Reviewed for Code Compliance
Inspections Division
Approved with Conditions
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NOTES:
1. INSTALLATION OF THE TRAFFIC MEMBRANE DETAIL COATS

OVER JOINTS AND CRACKS IS A REQUIREMENT AND MUST BE
INSTALLED AFTER THE PRIMER HAS BEEN APPLIED BUT
PRIOR TO APPLICATION OF FULL MEMBRANE SYSTEM.

EREPARATION:

1. PROTECT PLANTS, VEGETATION, VEHICLES AND FPEDESTRIANS WHICH
MIGHT BE AFFECTED BY CUOATING. USE DROP CLOTHS OR MASKING
AS REQUIRED,

2, ADHERE TO SPECIFICATIONS AND MANUFACTURER'S
RECOMMENDATIONS.

3. CLEANING: SURFACES CONTAMINATED WITH OIL OR GREASE SHALL
BE VIGOROUSLY SCRUBBED WiTH A POWER BROOM AND A STRONG
NON—SUDSING DETERGENT. THOROUGHLY WASH, CLEAN, AND DRY.
AREAS WHERE OIL OR OTHER CONTAMINANTS PENETRATE DEEP
INTO THE CONCRETE MAY REQUIRE REMOVAL BY MECHANICAL
MEANS.

4. ALL SURFACE FREPARATION WORK SHALL BE COMPLETED PRIOR TO
THE COATING APPUICATION. INSTALLATION OF MEMBRANE SHALL
INDICATE ACCEPTANCE OF SURFACE.

5. SHOT BLASTING: REQUIRED SURFACE PREPARATION METHOD FOR
REMEDIAL CONSTRUCTION, IS ALSO THE PREFERRED METHOD FOR
NEW CONSTRUCTION. MECHANICALLY FREFPARE SURFACE BY SHOT
BLASTING TO INOUSTRY STANDARD SURFACE TEXTURE (ICRI'S
CSPI—4).

6. SUBSTRATE SHALL BE TESTED FOR ACCEPTABLE MOISTURE
CONTENT,

7. CRACKS AND COLD JOINTS: VISIBLE HAIRLINE CRACKS (UP TO 57
N CONCRETE AND COLD JOINTS SHALL BE CLEANED, PRIMED AS
REQUIRED AND TREATED WITH MEMBRANE COATING A MINIMUM
DISTANCE OF 2° ON EACH SIDE OF CRACK TO YIELD A TOTAL
THICKNESS OF 30 DRY MILS. ALL CRACKS SHALL BE ROUTED
AND SEALED. WHERE SEALANT IS USED (T SHALL BE APPUED TO
INSIDE AREA OF CRACK ONLY, NOT APPLIED TO DECK SURFACE,
DETAIL SEALED CRACKS WITH MEMBRANE COATING A DISTANCE OF
2" ON EACH SIDE OF CRACK TO YIELD A TOTAL THICKNESS OF 30
DRY MILS.

8. CONTROL DETAIL SEALED JOINTS WITH REINFORCING FABRIC/TAPE
SET IN MEMBRANE DETAIL COAT A DISTANCE OF 2" ON EACH SIDE

0 YIELD A TOTAL THICKNESS OF 30 DRY MILS
PE: INSTALL FLASHING TAPE OR REINFORCING FABRIC
IRED 8Y MANUFACTURER PRIOR TO THE APPLICATION

INDITIONS: SURFACE SHALL BE CLEAN AND DRY
JATING,

PROPER WET FILM THICKNESS BY THE USE OF A

', DMDE SURFACE INTO GRIDS AND CALCULATE THE
TAGE AND REFERENCE MANUFACTURERS COVERAGE
STERMINE THE QUANTITY OF MEMBRANE REQUIRED TO
ED WET MIL THICKNESS.

\PLY PRIMER AT A MINIMUM RATE OF 300 SF/GAL TO
TE AND EXISTING MEMBRANE SURFACES. WITHIN 24
PPLICATION OF PRIMER BASE COAT OR WEARING

iT BE APPLIED. [F BASE COAT CANNOT BE APPLIED
JURS, RE-PRIME.

SPECS FOR APPLICATION RATES AND MIL THICKNESS
AT AND WEARING COURSES.

EXTEND BASE COAT OVER CRACKS AND JOINTS WHICH
ED DETAIL TREATMENT.

OLLOW MANUFACTURERS APPLICATION

TIONS.

REAS THAT IS NOT TO RECEIVE TRAFFIC MEMBRANE.
IS TO RUN STRAIGHT UNIFORM MEMBRANE

ETION OF APPLICATION DO NOT ALLOW TRAFFIC ON
ACES FOR A PERIOD OF AT LEAST 36 HOURS AT
0% RH. OR UNTIL COMPLETELY CURED.

FOOT MOCKUP OF EACH TYPICAL TRAFFIC
ISTALLATION SHALL BE COMPLETED PRIOR TO
WORK FOR EACH SYSTEM. MOCKUP SHALL BE
EMBRANE MANUFACTURER OR SUPPLIER FOR TOTAL
(NESS AND ADHESION AS PER ASTM 0-503.
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