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1. REMOVE ALL EXISTING WINDOWS IN THE MAIN BUILDING PER THE DRAWINGS, COMPLETE. =
2. REMOVE THE INFILL WALLS BETWEEN WINDOWS PER THE DRAWINGS, COMPLETE B © L1,
3. REMOVE THE ROOFING AND COPING OVER THE ELEVATOR MACHINE ROOM, COMPLETE. 5 <
4. REMOVE THE MAIN PARAPET COPING, COMPLETE. HHHHHHHHHHHH A 2 O
5. REMOVE IN A TEMPORARY FASHION AND SAVE TO REINSTALL LIGHTING AND CAMERA ELEMENTS AT THE ROOF &S E= us i O
AND EXTERIOR ELEVATIONS COORDINATE WITH THE BUILDING OWNER. i - = i H - o
6.  REMOVE THE ELEVATOR MACHINE ROOM DOORS, FRAME AND THRESHOLD AT THE ROOF LEVEL . am 9 O M e H. © g o o :[ o
7. REMOVE THE STAIR ACCESS DOOR, FRAME AND THRESHOLD AT THE ROOF LEVEL. e H H - ’ H + '\ B
8. REMOVE MISCELLANEOUS UNUSED BRACKETS, BRACES AND CLEATS FROM THE BUILDING. gD HH oo -
9.  SAFE ALL ELECTRICAL PRIOR TO REMOVAL OF ANY ITEMS. o . . % ma
10. REMOVE THE MAIN SIGNS ON THE NORTH AND SOUTH ELEVATIONS, SAVE FOR REINSTALLATION. &= o o 8 o o o 8 o z
11, REMOVE MAIN ROOF, ROOF SYSTEM TO THE CONCRETE DECK. &S b=
12. REMOVE STAIR ROOF, ROOF SYSTEM TO THE CONCRETE DECK. as — L
13. REMOVE AL BALLAST AND QUANTIFY THE AMOUNT FOR THE OWNER. R £
14, REMOVE ALL VARIOUS MAIN ROOF DEBRIS THAT IS NOT PART OF THIS PROJECT. W a)
15.  REMOVE THE ELEVATOR OVER STORY ROOF COMPLETE TO THE CONCRETE DECK.
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