INSERT 5

WIRELESS FIRE ALARM COMMUNICATOR
& ACCESSORIES



THIS PAGE INTENTIONALLY BLANK




|

Wireless Fire Alarm Communicators for IntelliNet

_—V

LISTED

Advanced Wireless Alarm Monitoring

As expensive dedicated fandlines, required for UL864 compliance disappear, and the
future of GSM for alarm transmission becomes increasingly uncertain, the AES
IntelliNet mesh radio network continues to offer unmatched reliability and speed iIn
delivering wireless alarm signals to a central station without any third-party fees or
reliance on networks operated by companies outside the alarm industry. The
7788F/7744F Series Subscribers provide the wireless communications link between
the fire alarm panel and the central station receiver. Ideal for most commercial fire
alarm applications, each 7788F/7744F Series Subscriber is housed in a full-sized,
red, locked steel cabinet and supporis a rangé of alarm panel inputs, including EOL
fire, EOL supervised, and direct voltage from the panel {hon-fire applications).

Supervised Operation

AES Subscribers offer fully-supervised operation that includes monitoring of
operating power (hoth primary AC and battery back-up) and the connection to the
mesh radio network. Each subscriber "checks-in” with the AES central station
receiver at least once every 24 hours. The supervision check-in time can be sef to
as often as needed for the application, as appropriate for the network. Because the
central station operates the wireless network, there is no additional cost for air time
to transmit supervisory signals.

Full Bata Reporting from Alarm Panel Digital Dialer

Models 7788F-ULP and 7744F-ULP come equipped with an IntelliPro-Fire Full Data
Module (AES-7794) which enables reporting of full alarm data captured from the
atarm panel’s digital communicator. IntelliPro-Fire supports most alarm communication
formats including Contact ID, Puise, as well as Bosch Modem lle and Modem 1lla2
(when converted to Contact ID format).

\irtelliNet

For Alapm Moniterng

Features — All models
+ UL Listed commercial fire alarm applications.

+ Meels NFPA 72 requirements

+ Direct reporting to AES receiver across
IntelliNet mesh radio network

Each Subscriber acls as
lransmitter/recelverfrepeater

+ Simple and fast activation on network
+ On board stalus LEDs for easy set up
+ 8 programmable zcne inputs — 7788F

+ 4 programmable zone inputs and
4 reverse polanity inpuls — 7744F

+ Easy programming via AES handheid
programmer of PC

. Rugged matat hodsing |deal for any o
* -commeretal fire atarm application . _' =

. _Narrowband_ compiiant-__ :

' Models 7788F17744F ULP Wlth B

“IntelliPro Fire also includes

“ IntelliPro FH’G transmits full alarm data Erom

- vidually any fire alarm panei dxgttal

- communicator - : R
+ - Alarm format support for Coalact iD Pulse

2 as well as Bosch Modem ile and Modem lta

-'- Easymstalfatlon mAESsubscnber S
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Technical Specifications

7788FI7744F Series Subscriber

Dimensions

¢« 1325°Hx 35W x4.3D

{34cm H x 21.5cm W x 11em D)

Weight

+ Approx. 7 pounds (3.2 kilograms},
excludes baftery.

Radio Frequency

« Standard Frequency Range:
450.470MHz
{others available in 400-512MHz range}

+ Qutput Power - 2 Watls

Antenna

+ Included 2.5 db tamper resistant antenna
mounts on enclosure

+ Multiple remote antenna oplions available

Power Input

+ 18.5VAC, 40VA transformer {not included)
(AES 1640, ELK TRG1640, MG Electronics
MGT1640 - UL Lisled for use)

Backup Battery

+ Wil charge 12V battery up fo 7.5 AH. Requires
12VDC 7.5 AH battery for UL 864,

Alarm Signal Inputs (subscriber)

+ 7788F - 8 individually programmable zones

+ 7744F ~ 4 individually programmable zones
and 4 reverse polarity inputs

UL Standards

+ UL 864 Edition 9 — Standard for Control Units
and Accesscries for Fire Alarm Systems

+ UL 365 — Standard for Police Station
Connected Burglar Alarm Units and Systems

+ UL 1681 - Standard for Central Station Burglar
Alarm Units

How to Order

Mode! Deseription

TT44F 4 Zone Fire Alarm Subscriber with 4
reverse polarily inpuls

Antenna Cut / Communication
Trouble OQutput
+ Form C relay, fail secure;

rated for 24 VDC 1A reslstive
Reset Button )
« Located on main circuil board.
Operating Temperature
« 0°1t050° C {32° 1o 122°F)
Storage Temperature
« —10° 10 80° C {14° {0 140°F}
Relative Humidity
+ 0 to 85% RHC, Non Condensing

1744F-ULP 7744F Fire Alarm Subscrber with
IntelliPro Fire full data module
T786F 8 Zong Fi:re Afarm Subscriber

T788F-ULP 7788F Fire Alarm Subscriber with
tntelfiPro Fire fult data module

Optional Accessories =

AES-7794 IntelliPro Fire :
~7041E - Subscriber Handheld Programmer - -

Packaged with 7744F.ULP and 7788F-ULP

Input / Qutput Connectlons

+ RJ11 connection to AES subscriber for module
data and power

« RJ11 connector for Handheld Programmer/PC
programming

+ RJ31X Telco connections - T and R boti in
and out via termiaal strip and RJ45

+ Aarm Panef digital communicator T and R
both in and out via termina strip and RJ45

+ Trouble output: Form € relay detects i
Subscriber is off the network

Alarm Formats

+ Support for Contact 1D and Pulse formals as
well as Modem lte and Modem 1Hla2 converted
to CID

Size 3 ;

+ 2.8x50 inches (7.fom x 12.7cm) P R

Power Requirements

+ 12 VDG nominal - primary and backup power
provided by the AES 7788F/7744F or other
Subseriber

7794 - tteliPro Fire Full Data Modele

"7 Pluga Transformer: 16.5VAC, 40VA

AES-IntelliNet™ is the industry leader in delivering high-guality mesh radio networks to the fire and
securly induslry in commercial, corporate, government, and educational applications with its broad line
of preducls and advanced nehwork management tools. Users of AES-IntelliNet networks have gained
significant revenue, communications, and cost advanfages whife meeling the high standards of reiiability
required for the fire and security industry. AES-IntefliNet alarm monitosing systems are deployed at
hundreds of lhousands of focalions in over 130 countries.

Y ]
=<5 rtelliNet
CORPORATION | For slarm Monitaring

For more information
Call 800-AES-NETS (800-237-6387)

AES Corporation | 285 Newbury Street | Peabody, MA 01960 USA
Tel. +1 978-5635-7310 | Fax +1 §78-535-7313
Email info@aes-intellinet.com | Web www.aes-intellinet.com
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4118112 ' AES Security - Batteries

._ Secu rlty Batteries for AES Security Products
Products

BEARGH o]
: Batteries
HOME : ol YT T T TR,
: 3 : Jump to: . Sensors
: ABOUI' US : Gel Batteries for Ajarm Panels and RF : e
:_ s Subseribers a8 Wre and Cable :
iwu:urmsr OVERVIEW -1 5100 Wireless Batteries a AR
TETT 0 4700 Wireless Batteries
éTECHNOLOGY OVERV'EW . 7260727 Powsr Supply Batteries
' PRODUCTS 3

| Residential / Comyrercial Alarm Kits ;|

. Alarm Communication / AES-IntelliNet

. Door Controls i
Annunciator Panels

. Pow er Supplies

- Accessories

And More

: NEWSIEVENTS!ENFO 5

CONTACT us

SITE MAP .. 12V Rechargeable Batteries for Alarm ;
' . Panels and Transceivers

:. {]Standard Battery,
S 12V, 4.5AH, #8124-P
.. May be used in AES 17008, 1710, 4100, 5100, 6500,
-1 6300, 7050F, 7450-XL,

' [1Large Battery,12V, 7AH, #3127-P
. Used for 1760, 1710, 4100, 5100, 7050F, 7788F,
- 7744F

Batteries for AES 5100 Wireless
Accessories

[ I 1.5V AAA Alkaline Battery, #8924, pack of 10
Usad in 5120 Transmitter, 2 per fransmitter

[ 112V Alkaline Battery, #8925, pack of 10
Used in 5110 Key Fob Transmitter, 1 per fransmilter

- [13.6V 1/2-AA Lithium Battery, #8928, pack of 10
;1 Usedin 5115 Panic Transrritter. 1 per transmitter

[13V Lithium Ceil, #DL-123A,
. Usedin 5128 Glass Break Transmiter, 2 per
© transmitter

[19V Alkaline, #8905
.+ Usedin 5135 Smoke Detector Transmitter, 2 per
- transmitter

‘i {19V Lithium, #8927, pack of 10

ww\w,aes-security.com/batteries.htmt 1i2
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. Long [fe option for 51358 Simoke Transmitter, 2 per
.+ iransmitter

{] 1.5V AA Alkaline
Used in 5155 FiR Motlon Sensor Transrmitter, 2 per
fransnitter

Batteries for AES 1710 Wireless
Accassories

[ 13V Lithium Batteries, #17-0015

: Usad in DXT-21 Panic Transiitter, 2 per unit

" []3V Lithium Batteries, #17-0015

{1 Usedin for DXT-31 DoorAWindow Transnitter, 2 per
S unit

“! [19V Alkaline Batterles,
-1 Used in DXT-54 PR Motlon Sensar Transmitter

;' Batteries for AES DC Power Supplies

7. {1 Heavy Duty Battery Pack, 24V, 7AH, #726-HDB

May be used in AES 726 24VDC Pow er Supplies

[ ] Extra Heavy Duty Battery Pack, 24V,12AH,

| #727-HDB
| May be used with:

- AES 727 24VDC 10A Pow er Supply
(use one battery pack; fits in case}

. - AES 780 24VDC 15A Pow er Supply

{use two battery pack; batteries placed outside

 supply)
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