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€ Simplex

TrueAlert® Multi-Candela Notification Appliances

UL, ULC, CSFM Listed; FM Approved;  Visible Notification Appliances with Synchronized Flash;

MEA (NYC) Acceptance®

Non-Addressable, SmartSync™ Operation Compatible

Features
Visible only (V/O) 24 VDC notification appliances

with high output xenon strobe, available for wall
or ceiling mount:

¢ Intensity is selectable as 15, 36, 75, or 110 candela with
visible selection jumper secured behind strobe housing

¢ Operation is compatible with ADA requirements (refer
to important installation information on page 3)

¢ Polarized input ailows connection to compatible reverse
polarity, supervised notification appliance circuit (NAC)

¢ Repulated circuit design ensures consistent flash output
and provides controlled inrush current

+ Rugged, high impact, flame retardant thermoplastic
housings are available in red or white with clear lens

¢ Listed to UL 1971 and ULC S526

Strobes provide synchronized flash for use with:

s 4006, 4008, 4010, and 4100U Series fire alarm control
panels with NACs selected to provide strobe
synchronization or SmartSync two-wire control¥*

s 4009 TDNet™ NAC Extenders

s Separate strobe Synchronization Modules that are
available for Class B or Class A operation

¢ Separate SmartSync Control Modules (SChs) that
provide Class B or Class A output from conventional
NAC inpuis

Strobe housings provides flexible, easy, and
convenient semi-flush or surface wall mounting:
s Rear of housing does not extend into box

+  Wall mount strobes easily mount to single gang, double
gang, or 4-inch square outlet box

o Ceiling mount strobes mount to single gang boxes

Wall mount strobe features:

¢  Wiring terminals are accessible froin the front of the
housing providing easy access for installation,
inspection, and testing

» Covers are available separately to convert housing color

Optional adapters and wire guards:

¢  Wall mount strobe adapters are available to cover
surface mounted electrical boxes and to adapt to
Simplex® 2975-9145 boxes

¢ UL listed red wire guards are available for wall or
ceiling mount strobes*

* Refer to page 2 for guard fisting. This product has been approved by the California Siate
Fire Marshal ({CSFM} pursuant to Section 13144.1 of the Cafifornia Health and Safety
Code. See CSFM Listing 7425-0026:316 for alowable values and/or conditions conceming
material presented in this document. [Lis sublect to re-examination, revision, and possible
canceliation. Refer to page 2 for listing stalus of wire guards. Additional istings may be
applicable; contact your local Simplex praduct suppier for the Iatesi status. Eistings and
approvals under Simplax Time Recorder Co. ara the property of Tyco Safaty Products
Westminsler. .

Ceiling Mount Strobes

Description

Multi-Candela TrueAlert synchronized strobes
provide convenient installation to standard electrical
boxes. The enclosure designs are both impact and vandal
resistant and provide a convenient strobe intensity
selection, Since each model can be selected for intensity
output, on-site mode! inventory is minimized and changes
encountered during construction can be easily
accommodated.

Wall mount strobe housings are a one-piece assembly
(including lens) that mounts to a single or double gang, or
4” square standard electrical box, The cover can be
quickly removed (a tool is required) and covers are
available separately for color conversion.

Ceiling mount strobes install using standard single gang
electrical boxes. Color choice is determined by model
number.

Strobe Intensity Selection -

During installation, a selection plug at the back of the
housing determines the desired strobe intensity. An
attached flag with black letters on a highly visible yellow
background allows the selected infensity to be seen at the
side of the strobe lens.

Strobe Application Reference |

Proper selection of visible notification is dependent on
occupancy, location, local codes, and proper applications
of: the National Fire Alarm Code (NFPA 72), ANSI
Al117.1; the appropriate model building code: BOCA,
ICBO, or SBCCI; and the application guidelines of the
Americans with Disabilities Act (ADA).

** Simplex mult-candsla SmartSyne two-wire hornfsliobe appliance operation Is protected

under one or more of the following U.S. Patent Numbers: 5,559,492; 5,622,427, 5,865,527,
5,886,620, 6,281,789; 6,954,137, 7,005,971; and 7,006,003,

$54906-0001-4 ©/2009
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Synchronized Strobes

Multiple Strobes. When multiple strobes and their
reflections can be seen from one location, synchronized
flashes reduce the probability of photo-sensitive reactions
as well as the annoyance and possible distraction of
random flashing. These multi-candela strobes are
synchronized over a two-wire circuit when connected to
compatible NACs, to compatible Synchronized Flash
Modules, or to SmartSync Control Modules.

SmartSync Two-Wire Contro

Some applications desire the audible notification
appliances to be capable of being silenced before the
alarm condition is reset {on-until-silenced) while the
visible notification appliances are kept activated until the
alarm condition is reset (on-until-reset). SmartSync
operation mode provides this funetion using a single
circuit (fvo-wire operation}.

Product Selection

SmartSync

SmartSync two-wire control is available from:

¢ 4006, 4008, 41000, and 4010 Fire Alarm Control
Panels (refer to individual product data sheets for more
information)

¢ 4009 IDNet NAC Extenders (refer to data sheet
54009-0002)

¢ SmartSync Control Module (SCM) Model 4905-9938
(refer to data sheet $4905-0003)

Additional SmartSync compatible notification
appliances include separate horns and combination
horn/strobe notification appliances.

Multi-Candela Visible Notification Appliances {Strobes}

"Model " | Mounting | Housing Color | “FIRE” Lettering | Description
Wall Red White ]
¥ ; Multi-candela strobe with intensity selectable as:
4906-9103 White Rec_j 15, 30, 75, or 110 candela; synchronized flash rate;
_4908:9102 | (ojing Red White SmartSync two-wire control compatible
4908-9104 White Red
Wall Mount Strobe Adapters
‘Model | Description E " Dimensions
4905-9937 | Red | syrface Mount Adapter Skirt; use to cover 1-1/2" (38 mm) f;g?;:&"f{ ;‘?mﬁ‘;’;l‘fﬁmﬁ’
4905-9940 | White | deep surface mounted boxes Total depth with strobe = 4-3/8" (111 mm)
4905-9931 Red Adapter Plate for mounting to Simplex 2975-9145 box {typlcally for 8-5/16" x §-3/4" x 0.060" Thick
retrofit, may be mounted vertical or horizontal) (211 mm x 146 mm x 1.5 mm)
. . 7-7/18" x 5-1/8" x 2-3/4" D
2975-9145 | Red Mounting Box, requires Adapler Plate 4905-9931 (200 mrm x 430 mm x 70 mm)
Ceiling Mount Strobe Adapter
Model | Description " Dimensions
4905-9910 Surface Mount Adapter Plate; zinc plated; required for mounting to 4-7/18" x 3-1/8° x 0.060° D

handy box; not needed when using 4905-9926 guard

{124 mm x 79 mm X 1.5)

Synchronization Modules (refer 1o data sheet S4905-0003 for additional information;)

‘Model Description . " Dimensions
4905-9914 | Class B Synchromzed Flash Modufe epoxy encapsulated with _agan o B an n
infout 18 AWG {0.82 mm?) wire leads, rated for 2 A NAC, 3153"8 X %27”6 X ;:3”6
4905-9922 | Class A | requires 5 mA for power (35 mm x 62 mm x 20 mm)
4905-9938 | SmartSync Control Module with Class B or Class A output; mounts in 4" x4-18" x 1-114"D

4" (102 mm) square box

(102 mm x 105 mm x 32 mm})

Replacement Covers and Guards

Model Descripflon .~~~ o Dimensions
4905-9992 | Red cover with white "FIRE” letterin /8 " _{o"
9 For Wall mount sirobes 5-1/8" Hx 5" Wx 1-4/2° D
4905-9993 | White cover with red “FIRE” lettering _ {130 mm x 127 mm x 38 mmy}
8-1/16" H x 8-1/16" Wx 3-1/8"D
4905-8861* | Wall £
ar moun Red wire guard with mounting plate, corpatible with (154 mm x 154 mm x 79 mm}
. - semi-flush or surface mounted boxes 6-1/8" x 4-3/8" x 2-7/8" deep
4905-9928* | Ceiling mount (156 mm x 111 mm x 73 mm)

* UL listed by Space Age Electronics Inc.

54905-0001-4 ©/2009



Wall Mount or Ceiling Mount, Common Specifications

Rated Voltage Range Regulated 24 VDC; see Note 1 below

Fiash Rate 1Hz

Synchronized NAC Loading Up fo 35 synchronized strobes maximum per NAC
Temperature Range 32° to 122° F {0° to 50° C}

Humidity Range 10% fo 93%, nen-condensing at 100° F {38° C)

Terminal blocks for 18 AWG to 12 AWG (0.82 mm” to 3.31 mm?); two wires per

Connections terminal for infout wiring

Housing Dimensions (with fens) 5-1/8" H x 5" W x 2-3/4" D {130 mm x 127 mm x 70 mm)

Wall Maximum RMS Current Rating per 15¢d ‘ 30 cd 75 cd 110 cd

Mount Strobe Setling {see Note 2 below) 80 mA 94 mA 186 mA 252 mA
Reference RMS Currents . 18 VDC ‘53 mA 84 mA - : 165 mA 224 mA
at other valtages 24 VDC 40 mA C 83ImA 124 mA 168 mA
Housling Dimensions {with [ens) 4-3/4" L x 2-5/16" W x 2-5/8" D (121 mm X 75 mm x 67 mm)

Celling gﬂaximum RMS Current Rating per 15 cd -~ 30cd 75 cd : 110 cd

Mount trobe Setting (see Note 2 below) 75 mA 125 mA 233 mA 316 mA
Reference RMS Currents 18 VDC| - 87mA T mA 207 mA T 28T mA
at other voltages 24VDC| " 80mA - ] 83mA 155 mA 211 mA

NOTES:

1. “Regulated 24 VDC” refers to the voitage range of 16 to 33 VDC per UL Standard 1971, Signaling Devices for the Hearing
Impaired, changes effective May 1, 2004. This voltage range is the absolute operating range. Operation outside of this range
may cause permanent damage to the strobe. Please note that 16 VDC is the lowest operating voltage that is allowed at the last
appliance on the NAC under worst case conditions.

2. The maximum RMS current listed is the device nameplate rating. Strobe designs are constant waltage and the maximum RMS
current rating occurs at the lowest allowable operating voltage. (RMS is root mean square and refers 1o the effective value of a
varying current waveform.)

Installation Reference, Surface or Semi-Flush Wall Moui
SO O

[=) o
Mounting is compatible with (
singlegang,doublegan\; and {\. ( \ ° / \ r}
> [~ [—

4" (102 mm) square boxes, 5 >

1.1£2" (38 mm) deep, by others [ (Bt vAimomi f IMPORTANT! WALL MOUNT ]
U U U INSTALLATION HEIGHT REFERENGE
; G Bottom of lens
is either even .
with, or slightly Electrtca}[
Wiring access hole ] above bottom : box oufline
= of compatible
hoxes
Wiring terminafs < | L@——l e
—— T“ounting 1;[:)[35:
square NFPA 72 requires 80" (2.03 m)
Vromalaot Single gang {2) that the entire lens minimum
Double gang {3} be not less than

80" and not greater
than 96" above the
finished floor

Transparent housing
and lens assembly

/""‘\
Intensily selection a0
plug, accessible oniy s :
from rear of housing, )Eﬂ__[ . J
ﬂ%/ factory sefting is 15 cd
Removable cover Strobe intensity
(tool required) viewing slot

3 $54906-0001-4 9/2009



robe Installation Refers

Single gang box {(Wiremold
V57448) 2-1/4" (57 mm)
deep, supplied by others

OO0 O

Handy box, 1-1/2" { 38 mm) deep
{RACO 850 or equal) or single gang
box, 2-1/2" (64 mm) deep (RACO 519
or equal) supplied by others

Also can be altached to boxes
mounted to drop ceiling T-bar with
clips (ERICO No. 512 or equah)

4905-8910 Adapter Plate, required for
surface mount with handy box unless

T
20
[0

fm————

nt Installation Reference; Adapter Plate, Guard, .

2975-9145 Box
w ™

Strobe intensity
viewing slot

Intensity selection plug,
accessible only from rear of lens

5 = / using lhe 4805-9926 wire guard

—  ,Ceiling mount strobe

Optional 4905-9928 wire guard
with mounting plate

4

housing; factory setling is 15 ¢d |
1

d Adapter Skirt

el

o]

3

|

===

Y

gk

o
)

4

(o) | ™ 4905.9951 Optional Wire Guard

i
4905-993% Adapler Plate =

7/ = - FIRE
]“_E I wy — Tlnls A
=

{shown here for reference only,
can be used on other mounting options)

4905-9931 Adapter Plate ~

Surface Mounting Reference
with Optional Adapter Skirt
and Optional Wire Guard

Surface mount conduit and
box shown for reference

4 (102 mm) square — ]

box profile, 1-172"
(38 mm} deep

Optionaf/ ]

4905-9961 ‘
Wire Guard =

Strobe

J

Qptional Surface Mount Adapter Skirt,
1-1/2" deep: 4905-9937, Red;
4905-9840, White (conduit knockouts
are provided on all four sides)

Tyca is a registered trademark of Tyco International Services GmbH and is wsed under license. Simplex, the Simpiex logo, IDNet, Truedlers, and SmariSyne are trademarks of
Tyco International Ll and its affiliates and are used nnder license. NFPA 72 and National Fire Alarm Code are registered trademarks of the Nutional Fire Protection

Association (NFPA).

€ Simplex

Tyco Safety Products Westminster » Westminster, MA » 01441-0001 « USA
www.lycosafetyproducts-usa-wm.com

54906-0001-4 9/2009

L2002 Tyeo Safety Prodicts Westminster, Al vights reserved. AN specifications and other infornialion shown were current as of document revision dare and are subject to change withowd notice.




€ Simplex

UL, ULC, CSFM Listed: FM Approved;
MEA (NYC) Acceptance®

TrueAlert® Multi-Candela Notification Appliances

SmartSync™ Operation Audible/Visible Notification
with Horn and Synchronized Flash, Non-Addressable

Features

Audiblefvisible (AfV) notification appliances with

efficient electronic horn and high output xenon

strobe, available for wall or ceiling mount:

o Operation is compatible with ADA requirements {refer
to important installation information on page 3)

¢ Rugged, high impact, flame retardant thermoplastic
housings are available in red or white with clear lens

Operates over a two-wire SmartSync circuit to

provide:

o Horns that are controlled separately from strobes on the
same two-wire circuit

s “On-until-silenced” and “on-until-reset” operation on
the same two-wire pair

s SmartSync horn activation of Temporal pattern, March
Time pattern (at 60 BPM), or on continuously

e Strobe appliances on the same circuit operating at a
synchronized 1 Hz flash rate

s Operation requires connection to a compatible
SmartSync operation NAC or to SmartSync Control
Madule (SCM) 4905-9938

Wall mount A/Vs features:

+  Wiring terminals are accessible from the front of the
housing providing easy access for installation,
inspection, and testing

+ Covers are available separately to convert housing color

s Optional GL/ULC lisied sound damper for locations
requiring attenuation of 5 to 6 dBA (stairwells, small
rooms, highly reverberant areas, etc.)

Optional adapters and wire guards:

¢ Wall mount A/V adapters are available to cover surface
mounted electrical boxes and to adapt to Simplex®
2975-9145 boxes

¢ UL listed red wire guards are available for walt or
ceiling mount A/Vs*

Visible notification appliance {strobe):

o 24 VDC xenon strobe; intensity is selectable as 15, 30,
75, or 110 candela with visible selection jumper secured
behind strobe housing

¢ Regulated circuit design ensures consistent flash output
and provides controlled inrush current

s Listed to UL 1971 and ULC 8526

Audible notification appliance (horn}:

¢ Low current, 24 VDC electronic horn with harmonically
rich sound output suitable for either steady or coded
operation {Temporal or 60 BPM March Time pattern)

o Listed to UL 464 and ULC 8525

Wall and Ceiling Mouni A/Vs

Description.

Multi-Candela TrueAlert A/Vs with horn and
synchronized strobe provide convenient installation
to standard elecirical boxes. The enclosure designs are
both tmpact and vandal resistant and provide a convenient
strobe intensity selection. Since each model can be
selected for strobe intensity output, on-site model
inventory is minimized and changes encountered during
construction can be easily accommodated.

Wall mount A/V housings are a one-piece assembly
{including lens) that mounts to a single or double gang, or
4” gquare standard electrical box. The cover can be
quickly removed (a tool is required) and covers are
available separately for color conversion.

Ceiling mount A/Vs install using standard 4” electrical
boxes. Color choice is determined by model number,

Strobe Intensity Selection

During installation, a selection plug at the back of the
housing determines the desired strobe intensity. An
attached flag with black letters on a highly visible yellow
background allows the selected intensity to be seen at the
side of the strobe lens.

%

Refer le page 2 for guard Hsting. This product has been approved by the Catifornia State
Fire Marghal {CSFM]) pursuant to Section 13144.1 of the Catfornia Hea'lth and Safely
Code, Sea CSFM Listing 7125-0026:317 for allowatle values and/or conditions concerning
material presented in his document ILis subject to re-examination, revislon, and possible
cancefation. Accepled for use — City of New York Depariment of Buildings — MEA35-93E.
Refer 1o page 7 for fisting status of wire guards. Additional listings may be applicable;
contact your focal Simplex product supplier for (he latest status. Listngs and approvals
under Simplex Time Recorder Co. are the property of Tyoe Safety Products Westminster.

Simplex muiti-candeta SmanSync two-wire horn/strebe appliance eperation is prolected
under one or more of the follawing U.S. Patent Numbers: 5,559,492, 5,622,427,
5,865,527, 5,886,620; 6,281,789; 6,554,137; 7,005,971; and 7,006,003.

$4906-0002-56 9/2009



Proper selection of visible notification is dependent on
occupancy, location, local codes, and proper applications
of: the National Fire Alarm Code (NFPA 72), ANSI
A117.1; the appropriate model building code: BOCA,
ICBO, or SBCCI; and the application guidelines of the
Americans with Disabilities Act (ADA).

Synchronized Strobes

Multiple Strobes. When multiple sirobes and their
reftections can be seen from one location, synchronized
flashes reduce the probability of photo-sensitive reactions
as well as the annoyance and possible distraction of
random flashing. The multi-candela strobes of these A/Vs
are synchronized by the controlling SmartSync operation

SmartSync operation mode allows a two-wire circuit to

_provide the ability to activate both the horn and strobe on
the same NAC and then allow the horn to be silenced
while the strobe remains flashing. The horn operates as
“on-until-silenced” while the strobe operation is
“on-until-reset.”

SmartSync Control Sources

s 4006, 4008, 41000, and 4010 Fire Alarm Control
Panels (refer to individual product data sheets for more
information)

¢ 4009 IDNet NAC Extender (refer to data sheet
$4009-0002)

¢ SmartSync Control Module {(SCM) 4905-9938 (refer to

NAC,

data sheet 54905-0003)

Additional SmartSync compatible notification
appliances include separate horns and combination
horn/strobe notification appliances.

Product Selection
Multi-Candela AfVs
Model Mounting Housing Color - | “FIRE” Lettering | Description
— 4908-9127 Red White
.-_4-—906-9129 Wall White Red Horn with Multi-Candela Strobe; strobe intensity selectable as:
- 15, 30, 75, or 110 candela; operates with SmartSync two-wire
4808-9128 - Red White control
——— 4 Caeiling
4006-9130 White Red
Wall Mount A/V Accessories
Model | Description " Dimenslons
4905-9937 | Red 5-3/8" H x 5-1/4" Wx 1-5/8" D

surface mounted boxes

Surface Mount Adapter Skirt; use to cover 1-1/2" (38 mm) deep

{138 mm x 133 mm x 41 mm)

4965-9940 | White depth with strobe = 4-3/8” (111 mm)

4005-9931 Red Adapter Plate for mounting to Simplex 2975-9145 box (fypically for 8-5/16" x §-3/4" x 0.060° Thick
retrofit, may be mounted vertical or horizontal) (211 mm x 146 mm x 1.5 mmy}

20759145 | Red Mounting Box, requires Adapter Plate 4905-9931 (207 g{{:m’;ﬁ;losm’gf_;gml)m)
Optional Sound Damper,; package of 20; field installed adhesive backed

4905-9838 horn output attenuator; reduces output 5 to 6 dBA 1-3/4" Diamster (44.5 mm)

NOTE: After Sound Damper installation, measure sound level lo ensure
compliance with applicable code requiremants

with 0.31" {8 mm) sound opening

SmartSync Control Module
"Modol .

4905-9938

Description -

SmartSync Control Module wnh ClassBor Class A output; mountis in 47
{102 mm) square box; refer to data sheet 54605-0003 for detalls

Dimensions
4" x 4-1/8" x 114" D
(102 mm x 105 mm x 32 mm)

Replacement Covers for Wa!l Mount ANs

Model Description - Dimensions
4905-99¢4 | Red cover with white “FIRE lettersng 5-18"Hx5" Wx1-1/2"D
4905-9995 | White cover with red “FIRE” leltering {130 mm x 127 mm x 38 mm)
Wire Guards and Ceiling Mount AN Adapter

Model "Description Dimensions
4905-0961* Wall mount red wire guard wzlh mounting plate, compatible with semi-flush 6-116" H x 6-116" Wx 3-1/8" D

or surface mounted boxes {154 mem x 154 mm x 79 mm}
R . . 8-1/2" x8-1/8"x 3"
4905-9927 Red Wire Guard for mounting to flush mounted electrical box (216 mm x 156 mm x 76 mm)
4905-992g+ | Ceiling Red Adapter Plate, required to mount guard to surface g'x7?
Mount | meunted electrical box {222 mm x 178 mm)
4905-9915 White | Surface Mount Adapter Box Extension, use to cover 4-3/4" % 6-7/8" x 1-1/2" deep,
4905-9018 Red 1-112” deep surface mounted hoxes {121 mm x 175 mm x 38 mm)

* UL listed by Space Age Electronics Inc.

54906-0002-5 972009




AV Specificatio

Wall Mount or Ceiling Mount, Common Specifications

Rated Voltage Range

Regulaied 24 DC; see Note i below

Flash Rate and Synchronized NAC Loading

1 Hz; with up to 35 synchronized strobes maximum per NAC

Environmental; Temperature and Humidity

32° {o 122° F (0" to 50° C}; 10% to 93%, non-condensing at 100° F (38° C)

Connections

Terminal blocks for 18 AWG to 12 AWG (0.82 mm° to 3.31 mm?} ; two wires per

terminal for infout wiring

Hern Cutput Characteristics

2400 to 3700 Hz sweep, modutated at 120 Hz rate

Model Type Wail Mount Celling Mount
gg{i‘; gsulpu! Sound Type {see Note 2} Steady Coded Steady Coded
ésﬁsr'\é?égeﬁgn Rggffgf'jgz %‘Tg%‘*gﬁi 86 dBA 82 dBA 87 dBA 83 dBA
reference) A“‘i;’fg'gggsa%bgrnf‘zﬂg% 88 dBA 94 dBA 90 dBA 98 dBA
Heusing Dimensions {with lens) 5-1/8" H x 5" Wx 2-3/4" D (130 mm x 127 mm x 70 mm)
Maximum RMS Current Raling per 15cd 30 cd 75 od 110 cd
Wall Mount | Strobe Selling (see Note 3 below) 75 mA 416 mA 221 mA 286 mA
Reference RMS Currents 18 VDC B7 mA 103 mA 196 mA 253 mA
at other voltages " 24VDC 50 mA 77 mA 147 mA 190 mA
Housing Dimensions {with lens) 4-344 L° x 6-7/8" W x 2-5/8" D {121 mm x 175 mm x 67 mm)
Cailing r\sfltaximum RMS Current Rating per 15 ¢d 30cd 75 ¢d 110 cd
Mount robe Selling (see Nole 3 below) 86 mA 132 mA 250 mA 320 mA
Reference RMS Currents 18 VDC 76 mA 17 mA 222 mA © 284 mA
at other voitages 24 VDC 57 mA 88 mA 167 mA 213 mA
NOTES:

1. “Regulated 24 DC” refers to the voltage range of 16 to 33 VDC per UL Standard 1971, Signafing Devices for the Hearing Impaired,
changes eflective May 1, 2004. This voltage range is the absolute operating range. Operation outside of this range may cause
permanent damage to the appliance. Piease note that 16 VDC s the lowest operating voltage that Is allowed at the tast appliance on the

NAC under worst case conditions.

2, Coded values are typical of the output measured with a Temporal coded or a March Time coded pulse and with a sound jevel meter
reading on a “fast” setting. Polar dispersion per ULC $525 testing = -3 dBA at +/-40° off-axis; -6 dBA at +/- 50° off-axis.

3. Currents are with horn on steady. The maximum RMS current fisted is the device nameplate rating. Strobe designs are constant wallage
and the maximum RMS current rating occurs at the lowest allowable operating voltage. (RMS is root mean square and refers to the

effective value of a varying current waveform.)

Mounting is compatible wilh.

single gang, double gang, and
4" (102 mm) square boxes,

(e VTS

1-172" (38 mm) deep, by olhers

3

e 3 /e

—_——

]

Oplional 4605-9835
Sound Damgper, field atlached
to attenuate scund 5 to 6 dBA

Wiring access hole ~

Wiring terminats Tor -
SmariSync cperation

Mounling Heles:
4" square (4)

Slngle gang (2}
Double gang (3)

Removable cover
{loct required)

Transparent housing
and lens assembly

Inlensity sefection
plug, accessible cnly
from rear of housing;

factory seiling is 15 ¢d

Sirobe inlensity
viewing slot

INSTALLATION HEIGHT REFERENCE

IMPORTANT] WALL MOUNT

Bottom of lens
is either even

with, or slightly Electrical
above bottom box outline
of compatible&
boxes
NFPA 72 requires 80" (2.03 m)
that the entire lens minimum

be notiess than
80" and not greater
than 96" above the
finished floor

54906-0002-5 9/2009



Ceiling reference,
surface mounted box

4" (102 mm} square box,
1-1/2" (38 mm) minimum depth

O O

Four mounting clamps included, two each side
/ AN

Optional 4905-9928 Adapter Plale,
required for surface mounted efectrical box

@xpxyg

Ceiling reference,

flush mounted box

\

Optional 4905-9915/-9916 Adapter,
recommended for surface mounted box

£

Wiring terminals are
{ocated behind the housing

FIRE

End View

Opticnal 4605-9927
Red Wire Guard

Wall Mount installation Reference; Adapter Plate, Guard, and Adapter Skirt

4905-9931 Adapler Plate <

Strobe intensity viewing slot

accessible only from rear of fens

EHl
Hl
H
Intensily selection plug, H
I
housing,; factory selting is 15 ¢d E

Surface Mounting Reference

| —2975-9145 Box\ with Optional Adapter Skirt
¥ N and Optional Wire Guard
— Surface mount conduit and
l I box shown for reference
4" {102 mm)} square ~—_ R
I N box profile, 1-1/2" (o
O e 1 (38 mm) deep ;
—— [
—_— Cptional = it
© ° 4905-9951 P ;
D i Wire Guard —H E :
v ANAE
\_—/ A

4905-6931 Adapter Plate

™~ 4905-9¢61 Oplicnal Wire Guard

{shown here for reference only,
¢an be used on other mounting oplions)

Optionat Surface Mount Adapter Skirt,
1-1/2" deep: 4905.9937, Red,
4905-9940, White (conduit knockouts
are provided on all four sides}

Tyeo is a registered trademark of Tyco International Services GmbH and is used under license. Simplex, the Simplex logo, IDNet, Truedlert, wnd SmartSyne are trademarks of
Tyeo International Ltd. and its affiliates and are used under license, NFPA 72 and National Five dlarm Code are trademarks of the National Fire Profection Association (NFPA}.

= Tyco Safely Products Westminster « Westminster, MA « 01441-0001 « USA 54906-0002-5 9/2008
€5 Simplex

wvav.tycosafefyproducts-usa-wm.com

© 2002 Tyce Safety Products Wesiminster, AN rights reserved. Al specifications aud other iformation shown were ctirrent s of doctmient revision date amd are subject to change witheut netice.




€ Simplex

UL, ULC, CSFM Listed;
FM Approved®

TrueAlert® Multi-Candela Notification Appliances

Weatherproof Notification Appliances {(non-addressable)
Wall Mount Visible Only (V/O) and Audible/Visible (A/V)

Features

Weatherproof 24 VDC notification appliances for

extended temperature and extended humidity

operation:

o NEMA 3R rated enclosure with ratings for indoor or
outdoor applications

e  Rugged, high impact, flame retardant thermoplastic
housings are available in red or white with clear lens

¢ Red housings are for indoor or cutdoor applications
and provide UV light stable color

¢ White housings are for indoor applications with
limited UV light exposure

+ Mounting is to matching weatherproof boxes
(required), ordered separately

+  Wiring terminals are accessible from the front of the
housing providing easy access for installation,
inspection, and testing

Agency listings reference:

« UL listed to Standard 1638 for outdoor applications
with strobe rated at 75 cd (WP75)

s UL listed to Standard 1971 for indoor applications
with strobe intensity selectable as 15, 60, or 75
candela; indoor applications are compatible with ADA
requirements (refer to important installation
information on page 4)

» Separate models are ULC listed to Standard $526
(strobes) and $525 (horns) for outdoor applications
with strobe intensity selectable as 3, 20, or 30 candela
(available in red only)

Operation details:

¢ A visible intensity selection jumper is secured behind
the strobe housing

¢ Polarized input allows connection to compatible
reverse polarity, supervised notification appliance
circuit (NAC)

« Regulated circuit design ensures consistent flash
output and provides controlled inrush current

o A/V appliances have an efficient electronic horn

Synchronized strobe compatibility:

¢ Simplex® fire alarm control panels and NAC
Extenders when selected to provide strobe
synchronization or SmartSyne™ two-wire control**

¢ Separate strobe Synchronization Modules or
SmartSync Control Modules (SCMs) that convert
conventional NAC inputs to a Smartsync output

SmartSync two-wire operation provides:

s Horns controlied separately from strobes on the same
two-wire circuit, activated as Temporal pattern, March
Time pattern (at 60 BPM), or on continuously

Weatherproof A/V (top) and Strobe {middle), side view of
AN on Weatherproof Mounting Boxes (bottom)

R Description

Weatherproof muiti-candela TrueAlert appliances
provide V/O and A/V SmartSync operation for indoor and
outdoor, extended temperature and extended humidity
applications. The enclosures are impact and vandal
resistant and provide a convenient strobe intensity
selection. Since each model can be selected for intensity
output, on-site model inventory is minimized and changes
encountered during construction can be easily
accommodated.

Strobe Intensity Selection

During installation, a selection plug at the back of the
housing determines the desired strobe intensity. An
attached flag with black letters on a yellow background
allows the selected intensity to be seen at the side of the
strobe lens.

* This praduct has been approved by the Ca¥ornia State Fire Marshal (CSFM) pursuant te
Section 13144.1 of the California Health and Safely Code. See CSFM Listing
T125-0026:331 for alowable values and/os conditions concerning material presented in
this document. It Is subject lo re-examination, revision, and possible cancelfation.
Additiona] listings may ba applicable; contact your local Simplex product supplier for the
latest status. Listings and apotovals under Simplex Time Recorder Co. are the property
of Tyco Safety Products Westminster,

** Simplax mult-candeta SmariSync two-wire horn/strobe appliance operation is protecled
under one of mofe of the following U.S. Patent Numbers: 5,569,492, 5,622,427,
5,865,527; 5,886,620, 6,281,78%; 6,954,137; 7,005,971, and 7,006,003,

$4906-0010-2 12/2008



SmartSync Control Sources

Strobe Application Reference

Proper selection of weatherproof notification is dependent SmartSync two-wire control is available from:

on occupancy, location, local codes, and proper applications o 4006, 4008, 4100U, and 4010 Fire Alarm Control

of: the National F re Alarm Code (NFPA 72), ANSI Panels (refer to individual product data sheets for

A117.1; the appropriate model building code; BOCA, more information)

ICBO, or SBCCT, and the application guidelines of the

Americans with Disabilities Act (ADA). Requirements may * 4009 IDNet NAC Extenders (refer fo data sheet

. e . L S4009-0002)

differ from indoor appliance applications, contact your local

authority having jurisdiction (AHJ) to assist in determining ¢ SmartSync Control Module (SCM) Model 4905-9938

requirements. (refer to data sheet $4905-0003)

¢ Additional SmartSync compatible notification
appliances include separate horns and combination
horn/strobe notification appliances.

SmartSync Two-Wire Confra

SmartSync operation mode allows a two-wire circuit to
provide the ability to activate both the horn and strobe on
the same NAC and then allow the horn to be silenced
while the strobe remains flashing. The horn operates as
“on-until-silenced” while the strobe operation is
“on-until-reset.”

Product Selection’

UL Listed TrueAlert Weatherproof Multi-Candela Notification Appliances

R B e : i o] uetem | UL 1638
- Model “Type | Housing ‘Letterin Description - © .- _. . | Intensity | Intensity
R - : = hering i R B : Rating “-Rating
4906-9105 Red White
——————1 Sirobe {(V/O} - 75 cd
A 4906-9106 White Red 1L fisted weatherproof appliance with multi-candeta | 15, 60, (setting
__.__9 4908-9131 | Horn/Strobe Red White | Strobe; reguires weatherproof box below or75cd WP75)
4906-9132 Aawv) White Red

ULC Listed TrueAlert Weatherproof Multi-Candela Notification Appliances

“Model . Type | Housing L‘::!l;'?:g Description ' e e S e !n_le.n'slty Ratings
4906:9113 | Strobe (V/O) ULC listed weatherproof appliance with multi-candela
. is -
4906-9143 | Hora/Strobe Red White | trobe; requires weatherproof box below 5. 20, or 30 cd
{ANV)
Wail Mount Weatherproof Boxes (Required)
Model | Deseription ' ' ' Dimenslons
4905-9828 | Red ] 5-1/2"Hx 6-1/8"Wx 1-5/8" D
4505-0829 | wnite Surface Mount Weatherproof Mounting boxes (140 mm x 156 mm x 41 mm)
Aftermarket Red Bilingual (French/English) Covers (for field installation)
Model | Description . e '
4505-9832 | Red strobe (VfO) cover . . .
White “FEU/FIRE” lettering
4905-9833 | Red hornfstrobe (AN cover
Synchronization Module Reference (refer to data sheet $4905-0003 for additional informatton}
‘Model | Description ' ' Dimenslons

4905-9914 | Class B | Synchronized Fiash Module; epoxy encapsulated with
infout 18 AWG (0.82 mm®} wire leads, rated for 2 A NAC,
4905-9922 [ Class A | requires 10 mA for power

1-3/8" x 2-7/16" x 13/16”
{35 mm x 62 mm x 20 mm)

SmariSync Control Module with Class B or Class A output; mounts in 4" x4-118" x 1-1/4" D

4905-9038 | 4. {102 mm} square box (102 mm x 105 mm x 32 mm}

2 54906-0010-2 12/2009



Specifications.

Rated Voltage Range

Regutated 24 VDC; see Note 1 below

Flash Rate 1 Hz; Up to 24 synchronized strobes maximum per NAC
UL 1971 Listed Rating | 32° to 122° F {0° to 50° C); selectable 15/30/75 cd
Eea’:g:‘a‘“’e UL 1638 Listed Rating | -31°F to 160°F (-35° C to 86°C); 75 cd rating
ULC 5526 & $525 Listed Rating | -40°F to 150°F (-40° C to 66°C); 5/20/30 cd rating
Humidity UL 1971 Listed Rating | 10% to 93%, at 100° F {(38° C)
Range UL 1638, ULC S526, & ULC S525 | up to 98%, at 104 °F {40° C)

Wiring Conneclions

Terminal blocks for 18 AWG to 12 AWG (0.82 mm? io 3.31 mm?); two wires per
terminal for infout wiring

Horn QOutput; Models 4906-9131, 4906-9132

, & 4906-9143; UL & ULC Ratings as noted

Cutput Sound Characteristics

2400 {0 3700 Hz sweep, modulated at 120 Hz rate

Horn Output Vollage 16VDC ‘ 24VDC 33VDC
Ratings Sound Type (see Nota 2) Steady Coded Steady Coded Steady Coded
@10/ (3 m) UL 464 Reverberant Chamber|{ 80 dBA 76 dBA 83 dBA 79 dBA 86 dBA 81 dBA
(see Note 2) ULC 525 Anechoic Chamber | 96 dBA_ | 96 dBA 99 dBA 99GBA | 101dBA | 101dBA
Maximum RMS Current Ratings (see Note 3 below)
UL 1971 Ratings (32° Fto 122° F) UL 1638 Ratings 75 cd (WP75)
e S 32°F to 150°F .| -31°F to helow 32°F
Model Intenslity Selectlon/Temperature 15¢d - 60 cd 75 ¢d (0°C1066°C) |- (:35° C to 0° C)
VIO Models 4908-9105 & 4906-9106 77 mA 192 mA 231 mA 189 mA 273 mA
AV Models 4906-9131 & 4906-9132 91 mA 204 mA 249 mA 205 mA 277 mA
ULC S526/S525 Ratings per intensity Selection
Model " Bed ]l "20cd ol 30ced
VIO Model 4006-8113 115 mA 270 mA 205 mA
AN Model 4908-9143 125 mA 275 mA 322 mA

NOTES:
1. “Regulated 24 VDC” refers o the voltage range

of 16 to 33 VDC per UL 1971 and UL 1638. This voltage range is the absolute

operating range. Operation outside of this range may cause perrnanent damage to the strobe. Please note that 16 VDC is the
lowest operating voltage that is allowed at the last appliance on the NAC under worst case conditions.

2. Coded values are typical of the output measured with a Temporal coded or a March Time coded pulse and with a sound [eve}
meter reading on a “fast” setting. Under the same test conditions, coded horn output "peak” sound leve! readings are fypically

4 dBA higher. Anachoic horn output ratings are

typically more representative of actual installed sound output

3. Currents of A/Vs are with horn on steady. The maximum RMS current listed is the device nameplate rating. Strobe designs are
constant wattage and the maximum RMS cuirent rating cceurs af the lowest allowable operating voltage. (RMS is root mean
square and refers fo the effective value of a varying current waveform.)

Dimension and Optional Cover Reference .

5-9/118" (141 mmy}
between mounting holes

——6-1/8" (156 mm)————>

4112 (110 mm)___f - 1.29/32" Optional Bilingual
total depfh (42 mm) Covers (field installed)

i:

Y

5-17/32"
{140 mm)
total height
4412 4905-9832
| (114 mm) Strobe Cover (red}

4905-9833
AN Cover {red)

3 54906-0010-2 12/2009



NOTE: For detailed installation information, refer to Installation Instructions 579-857 for UL listed products, and Installation

Instructions 579-3835 for TJL.C listed products.

Perimeter gaskael,

pre-installed Knockouts top, bottom, sides, and back; 5 total

Cover to mounting box

mounting screws (3) Weatherproof mounting box {required):

4905-9828, Red; 4505-9829, White
Housing (A/V shown)

Housing to mounting Strobe intensity viewing slot

hox screws (2)

Intensity selection plug, accessible
only from rear of housing:

UL Listed Models:
Models 4906-9105, 4906-9108,

setling is WP75, the UL 1638,
75 cd rating

Three {3) cover attachment tabs

located bottorn, left and right side ULC Listed Models:

Models 4906-9113, 4906-9143 ;
factory setting is 30 cd

{AV shown)

Internal cover gasket
is pre-instailed

4906-9131, and 4906-9132 ; factory

- Polar Light Dispersion Reference, Each Intensity Selaction;
( h Percent of Rated Light Gufput at 77° F {25° C)
IMPORTANT! INDOOR WALL MOUNT Vartical Dispersion Horizontal Disperslon
INSTALLATION HEIGHT REFERENCE 323)1\: UL 197 | Typlcal ?;gr:f UL 1874 Typlcal
Axis Minimum | Cutput Axis Minimum Output
0 160% 320% ] 100% 320%
O 5 90% 217% £5 90% 214%
[ 10 90% 168% +10 0% 177%
15 9% 178% +15 Q6% 175%
| 20 90% 210% +20 0% 174%
) 81" (2.06 m) 25 90% 184% | +25 90% 176%
NFPA 72 requires that the ‘ minimum to 0 oy Ta9% | za0 p— 160
entire lens be not fess than 80" e mounting tabs 35 55% 172% +35 75% 157%
and not greater than 6" ] 40 45% 180% | 240 5% 161%
above the finished floor 45 34% | 203% | 245 75% 138%
50 27% 162% 150 55% 130%
55 22% 166% 155 45% 121%
680 18% 166% 160 40% 117%
L | 65 16% 164% 365 35% 109%
) . 70 15% 163% 170 35% 105%
; . . . ; : 75 13% 158% 175 30% 98%
Honzotal Dggers;on Verticai Dispersion m % 8% prm 0% o
| I -9dB wp 85 2% 11a% | 285 25% 78%
-6dBleftside L J -6 dBright side 6B @75° W | 2% | e | %0 25% 87%
s 6B -3.d8 @60°
-3dB @85 ] WP75 Intensity Selection Light Qutput Reference
-3dB @rs° or-axis on- | Verical, Horizontal,
@85° on-axis (0% {0°) rated Angle| Axls | Below Axis | Left/Right of Axis
rated cutput cutput 0 48° | 90° 45 90
F minimal UL 1638 Minimum
AV Sound Dispersion per ULC §525 loss ﬁiﬁ‘;’:ﬁ;ﬁi"&%&l‘;e’ ® % 10 % '
{anechoic testing performed at 3 m {10 ft) Typical Candela 215 1 103 | 24 o ”
L -1 dB bottom ) |at7it F(25° Cy )

Tyeo #s q registered trademark of Tyco Inrernational Services GmbH and is used wnder Heense. Simplex, the Simplex logo, 10Ner, TrueAlers, and SmariSyne are trademarks of

Tyco International Ltd, and its affiliates mid are used under license, NFPA 72 and National Fire Alarmi Code are registered radeniarks of the National Fire Protection
Association {NFPA).
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