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NEW ELEVATIONS

42
"

PRESERVED ORIGINAL
DETAIL AT LOWER BAY
WALLS

NEW CLAD WINDOW

NEW CORNICE AND
EAVE DETAIL

NEW ARCHITECTURAL
ASPHALT ROOFING SHINGLE

EXTERIOR ACCESS
STAIR

NEW GUARD AND DECK

NEW GABLE
CONSTRUCTION OVER
STAIR

ESTABLISH FINISHED
GRADE WITH OWNER
PRIOR TO BEGINNING
WORK AT REAR OF
BUILDING

WALL MOUNTED
LIGHTING - CUTOFF
TYPE FIXTURE
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X
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42
"

INSTALL NEW WINDOW
AT EXISTING DOOR
OPENING

NEW ROOF OVER
PROPOSED EXT. STAIRS

NEW CODE COMPLIANT FIBERGLASS
EXTERIOR DECK & GUARD RAILS

TRIMMED EXTERIOR POST
NEW CLAD WINDOW IN
EXISTING ENLARGED
OPENING

NEW CORNICE &
EAVE DETAIL

NEW ARCHITECTURAL
ASPHALT ROOFING SHINGLE

LOCATION OF REMOVED
STRUCTURE

LOCATION OF REMOVED
RAILINGS & DECK

REMOVE EXISTING
SIDING TO INVESTIGATE
ORIGINAL FEATURES

NEW PAINTED SIDING
TYPICAL

EXISTING FURNACE
VENT TO REMAIN

NEW STAIR- 36" CLEAR WIDTH
MIN. BETWEEN RAILS-
EXTERIOR STAIRS- 7 3/4" MAX.
FIN. RISER AND 10" MIN. ROUGH
TREAD WITH NOSING

NEW CODE COMPLIANT
FIBERGLASS EXTERIOR
STAIR RAILS

AREA OF NEW ROOF OVER
COVERED ENTRY
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PRESERVED ORIGINAL
DETAIL AT LOWER BAY
WALLS

NEW CLAD WINDOWS @
BAY TYPICAL

NEW CORNICE AND
EAVE DETAIL

PRESERVED ORIGINAL
TRIM AT ENTRY TO
REMAIN

NEW CORNER TRIM

REMOVE EXISTING
SIDING TO INVESTIGATE
ORIGINAL FEATURES

REMOVE EXISTING
SIDING TO INVESTIGATE
ORIGINAL FEATURES

EXISTING GAS UTILITY
LOCATION  TO REMAIN

NEW LANDSCAPED
FRONT AREA

NEW ARCHITECTURAL
ASPHALT ROOFING SHINGLE

M AA

A AM
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PRESERVED ORIGINAL
DETAIL AT LOWER BAY
WALLS

NEW ENTRY LANDING- 7
3/4" MAX. FIN. RISER &
10" MIN. ROUGH TREAD

NEW CORNICE AND
EAVE DETAIL

NEW ARCHITECTURAL
ASPHALT ROOFING SHINGLE

PRESERVE ORIGINAL
ENTRY DETAIL

PRESERVE ORIGINAL
DETAIL

EXISTING ELEC. UTILITY
LOCATION & SERVICE
RISER TO REMAIN

JA A

A AJ
DDD

D D

4
"

3
'

4X4 P.T. WD. INSIDE
WHITE FIBERGLASS
RAIL SYSTEM
CORNER POST

6X6 WD. COLUMN CASED
IN TRIM

PAINTED 12" FACE TRIM

SIMPSON EXTERIOR
POST BRACKET BC6

P.T. 2X10 JOISTS
WITH JOIST HANGERS
TYPICAL

0 1' 2'

2X10 PT. LEDGER
THRU BOLTED
( 1/2" X 8"
CARRIAGE BOLT)
TO EXISTING
FRAMING-
STAGGERED 2' O.C.

SCALE: 1/4"   =    1'-0"

1 BACK ELEVATION
A2.1

SCALE: 1/4"   =    1'-0"

2 SIDE ELEVATION - SOUTH
A2.1SCALE: 1/4"   =    1'-0"

3 FRONT ELEVATION - HIGH STREET
A2.1

SCALE: 1/4"   =    1'-0"

4 SIDE ELEVATION - NORTH
A2.1

SCALE: 3/4"   =    1'-0"

5 DECK FRAMING DETAIL
A2.1
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