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C NOTES:
1. SEE DRAWING A—001 FOR GENERAL NOTES, LEGEND, AND ABBREVIATIONS.

1 2. ALL WORK SHALL BE IN STRICT CONFORMANCE WITH THE REQUIREMENTS OF THE
| FOLLOWING STANDARDS:

2.1. INTERNATIONAL BUILDING CODE, 2009 EDITION
. 2 0 2.2. NFPA 101 - LIFE SAFETY CODE, 2015 EDITION
/\ /\ 2.3. ABA — ACCESSIBILITY STANDARDS, 2015 EDITION

3. CONTRACTOR SHALL RETAIN CLEAR PATHS TO BUILDING EXITS AND FIRE
EXTINGUISHERS AT ALL TIMES DURING CONSTRUCTION.

— 4. INTERIOR RENOVATIONS IN THIS SCOPE OF WORK WILL NOT AFFECT EXISTING
MEANS OF EGRESS AND WILL NOT INCREASE OCCUPANCY LOAD IN THE WORK
AREA. EXISTING FIRE EXTINGUISHER LOCATIONS SHALL REMAIN, UNLESS CLEARLY
INDICATED OTHERWISE.
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- — 602 CONSTRUCTION CLASSIFICATION: N/A, BUILDING FOOTPRINT AND HEIGHT TO
- REMAIN THE SAME
= \ 708 FIRE PARTITIONS
b a A 708.4 CONTINUITY. FIRE PARTITIONS SHALL EXTEND FROM THE TOP OF THE
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, FLOOR ASSEMBLY TO THE UNDERSIDE OF THE ROOF DECK ABOVE, AND
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o NFPA 101 — LIFE SAFETY CODE SUMMARY:
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%, — %, % %, %, %, TABLE 7.3.1.2 OCCUPANT LOAD FACTORS:
%\ el | : ] EXISTING EXIT o« OFFICES: 100 SQ FT PER PERSON
8 b \ B |_ TABLE A.7.6 BUSINESS (SPRINKLER PROTECTED)
EGRESS TRAVEL CRITERIA MAXIMUM ALLOWABLE ACTUAL
H o COMMON PATH (FT) 100° 25'
L] DEAD END (FT) 50' 0
TRAVEL DISTANCE (FT) 300' 267
TOTAL SQUARE FOOT = 8,719 SF
TOTAL OCCUPANTS = 88 PERSONS * 0.2 = 18" MIN. EGRESS WIDTH
PROVIDED = 34" (NEW)
12.2.3.8 MINIMUM CORRIDOR WIDTH
THE WIDTH OF ANY EXIT ACCESS CORRIDOR SERVING 50 OR MORE
PERSONS SHALL BE NOT LESS THAN 44"
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