LEGEND NOTES: Date:
1. ALL WORK SHALL BE PERFORMED IN
o1 Tx4 LIGHT FIXTURE ACCORDANCE WITH NFPA—70, NATIONAL
‘ o DOWN LIGHT ELECTRICAL CODE (NEC) 2017.

2.  CONTRACTOR SHALL FIELD VERIFY ALL
EXISTING CIRCUITS IN RENOVATED SPACE.
FEED NEW BRANCH WIRING FROM EXISTING
CIRCUITS. PROVIDE NEW PANEL BREAKERS

==  EXIT SIGN, CEILING MOUNTED
'E‘QSHADWG INDICATES SIGN FACE
ARROW INDICATES EGRESS DIRECTION

AS REQUIRED. BREAKERS SHALL BE
— = EXIT SIGN, WALL MOUNTED BOLT—ON TYPE, COMPATIBLE WITH
P DUAL HEAD EMERGENCY LIGHT BATTERY PACK EXISTING PANEL.
3. LIGHTING FIXTURES SHALL BE PURCHASED
Se SINGLE POLE TOGGLE SWITCH BY OWNER AND INSTALLED BY
\ T~_|NDICATES CONTROLLED FIXTURE CONTRACTOR.
%) 4. EXIT SIGNS AND EMERGENCY FIXTURES
LINE_TYPES SHALL BE WIRED TO UNSWITCHED SIDE
M EXISTING OF LOCAL LIGHTING CIRCUIT.
P NEW 5.  ALL LIGHTING CIRCUITS SHALL CONSIST OF
2#12 AWG AND 1#12 GND IN 3/4” EMT

\ RUN FROM A 20A CIRCUIT IN EXISTING
ELECTRICAL PANEL, UNLESS OTHERWISE
NOTED. ALL WIRING SHALL BE 600V

@) COPPER WITH THHN/THWN INSULATION.

@] 6. LIGHTING TOGGLE SWITCHES SHALL BE
COMMERCIAL SPECIFICATION GRADE

277/120 VOLT, SIDE WIRED AND

AK CBDC PROVIDED WITH GROUNDING SCREW.

& O
& O

LEVITON, PASS AND SEYMOUR OR
APPROVED EQUAL. COLOR SHALL BE
A | WHITE. MOUNT AT 48—INCHES AFF.

[v 7.  PROVIDE WHITE NYLON SMOOTH WALL
PLATES FOR ALL WIRING DEVICES.

SSSSS KEYED NOTES:

—] \ (1) (4) RELOCATED TOGGLE SWITCHES, SEE SHEET

S ED—101. PROVIDE (1) NEW DIMMING LIGHT
SWITCH FOR LOBBY AREA LIGHTING.

i I @ EXTEND EXISTING BANKED LIGHTING FIXTURES.
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