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PROVIDE I"XI" CONT. SLOT W/12 GA. S.5.
STRAP ANCHORS @ 24" 0.C.-GROUT SOLID.
6 3/8" 6 3/8" SEAL ALL FLASHING 6 3/8" L
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REVISION SCHEDULE
REVISION DESCRIPTION

REVISED WINDOW DETAIL 5/A2l1.1, ADDED SEALANT AND

REVISED WOOD BLOCKING AT WINDOW HEAD DETAILS.
BACKER ROD TO INTERIOR SIDE OF FRAMES.

@COPYRIGHT 2012 BY O.C.C.

O5-20-I13 | ADDED CLIPS AND ANCHORS FOR GRANITE SILLS & LINTELS
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FACE OF STEEL LINTEL ANGLE. — FACE OF STEEL LINTEL ANGLE. — FACE OF STEEL LINTEL ANGLE. —
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IX PTD. WOOD WINDOW SILL WINDOW SILL MATERIAL AS SCHEDULED : : 92 2 -
AND TRIM PROVIDE SEALANT ¢ BACKER ROD AT ALL STRAP ANCHORS @ 24" 0.6 ~6ROUT S0LID. w 0 4
NINDOW/STOREFRONT/CURTAIN WALL OPENINGS SEAL ALL FLASHING - o oAas
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WRAP INSIDE TO COVER — N LT. GAUGE HEADER-SEE STRL. DNGS.
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/ /

FULLY INSULATE PERIMETER OF
| @ DRIP EDGE WMIN. 35" EXT. T~ S WINDOW
- BEYOND EDGE OF LINTEL N
1 L]
— / = — / PROVIDE I"XI"X2" L&. SLOT AT ~
7 & 7 EACH END W/I2 GA. 55. C+ -
y / \ STRAP ANCHOR-GROUT SOLID.
EEEEEEEEEEN N ] ' ' ‘ EEEENINEEENEE ‘ ' SEAL ALL FLASHING —]
' . | N o PENETRATIONS. ———— |
CLAID WOOD WINDON — ALUMINUM WINDOW UNIT PROVIDE 3"X%" WEEP —
S : | o CHANNELS AT 24" 0.C. MAX. SEALANT ALL AROUND WINDOW g {/ )
o .ol - SEALANT ¢ BACKER ROD 20 O '_1
 SEALANT WBACKER ROD — SEALANT WBACKER ROD Z —
/. /. '—'E 3

WRAP WRB. OVER WD. — /. WRAP WRB. OVER WD, — /. - TE
BLKG. AND SEAL TO WINDOW FRAME. BLKG. AND SEAL TO WINDOW FRAME. HFA]? ?ETA”‘ STONE LINTEL
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WINDOW JAMB DETAIL-6TH FLOOR WINDOW JAMB DETAIL-2ND/3RD/4TH/5TH FLOORS
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3" =1-0" SCALE: SEE PLAN

WINDOW SILL DETAIL-6TH FLOOR
LIPPED BRICK WITH COMPRESSIBLE —— DRAWN BY: KPH
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