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z_n_._._mm
- FIELD PIPE DROPS AS SHOWN
SLEEVING, ELBOWS, TEES, AND NOZZLES SUPPLIED BY CAS
@ | - RELOCATE NOZZLES IF FLOW PATTERN IS BLOCKED BY SHELVING,

Date

e — o — — : SALAMANDERS, ETC.
MAXIMUM S ELBOWS IN SUPPLY LINE.

o - MINIMUM 72 INCHES OF AGENT LINE FROM TANK TO FIRST NOZZLE.

o - IF APPLICABLE, PRE-PIPED CHARBROILER DROPS ARE SHIPPED LOUSE

o o— & & & o - FACTORY PIPING EXTENDS A MAXIMUM OF 6’ ABOVE THE TOP OF THE HOOD.

-~ APPLIANCE DIMENSIONS LISTED REPRESENT THE COOKING SURFACE
) () —( } Y} f SIZE, NOT THE OVERALL APPLIANCE SIZE.

- THIS FIRE SYSTEM COMPLIES WITH UL. 300 REQUIREMENTS

Jokb # 1772372

Hood # 1 (H#71) Jokb Name: COURTYARD MARRIOTT - PORTLAND
Drawn wm_

System Size: PIRANHA-10 Total FP required: 7

Hood # 1 10’ 0.00" _..03% X S54* Wide x 24" High

Riser # 1 Size: 10° 4*
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& _ LECEND — ANSUL PIRANEA SYSTEM

PIRANHA MECHANICAL REGULATED RELEASE ASSEMBLY
PIRANHA REGULATED ACTUATOR ASSEMBLY

PIRANHA 7 TANK (1.5 GALLON

PIRANHA 10 TANK <2235 GALLON>

PIRANHA 13 TANK ¢3.0 GALLON>

PRX LIQUID FIRE SUPPRESSANT

LT-30-R NITROGEN CARTRIDGE

LT-20-R NITROGEN CARTRIDGE

DOUBLE TANK CARTRIDGE

10 TEST LINK

1 DOUBLE MICROSWITCH

DL DUCT NOZZLE

AP APPLIANCE/PLENUM NOZZLE

AP/S APPLIANCE/PLENUM NOZZLE WITH SWIVEL ADAPTOR
28 DETECTOR BRACKET

29 LOW TEMP FUSIBLE LINK

30 HIGH TEMP FUSIBLE LINK

MGV  MECHANICAL GAS VALVE

EGY ELECTRICAL GAS VALVE

34 REMOTE MANUAL PULL STATION
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12.00"
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Piranha Overiapping

Coveroge
120,00* L x24.00° D

High Proximity

FIRE SYSTEM - COURTYARD PORTLAND, ME
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