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erroneously shonn to decrease then increase, the smaller segment shall
be Increased to match the larger segment. hen a conflict exists, the
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4. All plumbing fixtures shall be back vented.

FLOOR CLEAN
/S \OUT DETAIL

\1"P/ SCALE: NONE *\‘?_ OF W

~
> &?\ \‘\IIII'I,!;;//%th
e ’, -
~ - -
Yy -

MAIN DOMESTIC
2

6. For pipe sizes not shonn on floor plans, refer to: adjacent or

\)

Kurt “
F.
Magnusson

Wity
A ’y

-
r_\of - - “+— r—\ol -+ =

1 - 3
I_MAY EXTEND AS A | MAY EXTEND AS A
WASTE OR VENT T/'/_NASTE OR VENT .
CIN MAIN OR BRANCH ©
chases unless noted othernise. Speclal care shall be taken nhen WAL
dropping 3" nominal pipe in 34" Wall cavities to ensure correct fit and

alignment. e Y ¢ T

TRAP SEAL - = S
PRIMER G N
7. All plping shall run concealed dbove cellings, In Walls, In soffits and In | |[——naLL ’

0/ ONAL S

gy}

=

SQUARE ACCESS COVER-
NICKEL BRONZE

&. No structural members shall be cut without approval of the Architect.
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q. All plumbing shall be supported from the building structure. All piping Y ———1 PLUGGED TEE W/CLEANOUT
2" and larger shall be supported from the top chord of bar joists unless WELEANOUT
permission to do otherwnise is obtained from the Structural Consultant.

All piping drops to fixtures shall be anchored solid to walls with a steel

support bracket With adjvstable clip. ‘
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1O. All water plping shall be Installed parallel to bullding lines and
pltched to low points. Provide dran-offs at low points. Plping shall be
run neatly grovped together when practical.

BALANCE OF PIPING
SAME AS FLOOR CLEANOUT

WALL CLEAN
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ll. All plping through roofs, concrete walls and masonry partitions shall
have steel pipe sleeves. Openings betneen plpes and sleeves shall be
cavlked and sealed smoke and water tight. All pipe penetrations
through a fire rated wall or floor shall have a UL rated fire stop system
rated to match the rating of the wall, as per the NFPA.

12. All wall fixtures shall be carrier mounted unless othernise specified.

I3. All domestic water piping shall be insulated unless otherwnise
speclfied.

14. Run all plping on warm side of bullding Insulation. No water, or Waste
lines shall be run In exterlor walls, unless directly indicated.

I5. Provide shock dbsorbers where shown on dranings, and on tops of
risers to all shoner valves, dishwashers and clotheswashers. Sizes shall
conform to P.D.l. standards.
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l6. All sanitary woste piping less than 4" shall pitch down at 4" per LF.
All 4" and larger piping shall pitch at 4" per LF. whenever possible.

I7. All Domestic copper water piping shall be type "K" or "L" copper,
type "™" is prohibited.
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