FINISH FLOORING PLAN
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EPOXY PAINT SYSTEM OVER EXISTING CONCRETE. REMOVE FORMER EQUIPMENT PADS, INFILL DROPPED
AREA W/ CONCRETE. UTILIZE CEMENTITIOUS LEVELING COMPOUND TO PROVIDE SMOOTH SLAB SURFACE
PRIOR TO APPLYING EPOXY COATING.

PATCH/REPAIR EXIST'G FLOOR DECK. INSTALL NEW FRAMING @ 16" O.C. OVER EXISTING W/ (2) LAYERS 5/8"
PLYWOOD DECK. INSTALL ROSIN PAPER AND WOOD STRIP FLOORING ON TOP OF PLYWOOD. INTENT IS FOR
FINISH FLOOR TO BE FLUSH WITH ADJACENT FINISH FLOORS.

PATCH/REPAIR EXIST'G FLOOR DECK. INSTALL NEW FRAMING @ 16" O.C. OVER EXISTING W/ (2) LAYERS

5/8" PLYWOOD DECK. INSTALL CERAMIC TILE FLOORING AND BASE. INTENT IS FOR FINISH FLOOR
TO BE FLUSH WITH ADJACENT FINISH FLOORS.

SAME AS 'B' EXCEPT DELETE FINISH FLOORING.

EPOXY PAINT SYSTEM OVER EXISTING CONCRETE. UTILIZE CEMENTITIOUS LEVELING COMPOUND TO PROVIDE
SMOOTH SLAB SURFACE PRIOR TO APPLYING EPOXY COATING.
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@ INSTALL (2) LAYERS 5/8" PLYWOOD OVER EXISTING CONCRETE SLAB. INSTALL POLY VAPOR BARRIER
AND WOOD STRIP FLOORING ON TOP OF PLYWOOD. USE CEMENTITIOUS LEVELING COMPOUND TO

FILL SIGNIFICANT "DIPS" IN SLAB PRIOR TO PLYWOOD INSTALLATION

@ INSTALL NEW 2X FRAMING @ 16" O.C. W/ (2) LAYERS 5/8" PLYWOOD DECK OVER EXISTING CONCRETE

SLAB. INSTALL ROSIN PAPER AND WOOD STRIP FLOORING ON TOP OF PLYWOOQD.
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