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RAMP SECTION DETAIL
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RAMP SECTION DETAIL  (ALTERNATE RAIL DESIGN)
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GALV STEEL 3.5" TS POSTS BEYOND!


ON REINF. CONCRETE FOUNDATION!


PER STRUCTURAL.


GALV STEEL MC 12X40 !


CHANNEL- PAINTED. PER!


STRUCTURAL


2x PT FRAMING !


PER STRUCTURAL 

1 1/2" SQUARE TUBE GALV STEEL !


POSTS AND HORIZONTALS.!


COMPOSITE DECKING 

Ramp Section Details


A 106


PT LEDGER ANCHORED TO!


EXIST'G BRICK MASONRY WALL!


PER STRUCTURAL.


1 1/2" OD GALV STEEL !


SCHED. 50 PIPE HANDRAIL !


W/ BRACKETS @!


+/- 4'-0" O.C.


INFILL PANELS OF 2" SQUARE OPENING!


WOVEN WIRE MESH W/ .1920 WIRE GAUGE!


AND METAL 'U' EDGE TRIM- GALVANIZED.!
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1 1/2" SQUARE TUBE GALV STEEL !


POSTS AND HORIZONTALS.!


COMPOSITE DECKING


PT LEDGER ANCHORED TO!


EXIST'G BRICK MASONRY WALL!


PER STRUCTURAL.


1 1/2" OD GALV STEEL !


SCHED. 50 PIPE HANDRAIL !


W/ BRACKETS @!


+/- 4'-0" O.C. 

1/2 x 1/2 SQUARE STEEL BARS SPACED!


@ 4" O.C. MAX.! 

2x PT FRAMING INFILL BELOW STEEL CHANNEL!


W/ 5/8" P.T. PLYWOOD.  COVER PLYWOOD W/!


TYVEC BUILDING WRAP & 22 GA GALVANIZED !


STEEL SHEET SCREWED TO SUBSTRATE W/ !


STAINLESS STEEL MACHINE SCREWS


GALV STEEL 3.5" TS POSTS BEYOND!


ON REINF. CONCRETE FOUNDATION!


PER STRUCTURAL.


GALV STEEL MC 12X40 !


CHANNEL- PAINTED. PER!


STRUCTURAL


2x PT FRAMING !


PER STRUCTURAL


2x PT FRAMING INFILL BELOW STEEL CHANNEL!


W/ 5/8" P.T. PLYWOOD.  COVER PLYWOOD W/!


TYVEC BUILDING WRAP & 22 GA GALVANIZED !


STEEL SHEET SCREWED TO SUBSTRATE W/ !


STAINLESS STEEL MACHINE SCREWS
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