
GENERAL NOTES AND

SPECIFICATIONS

THE GENERAL NOTES AND SPECIFICATIONS THAT
FOLLOW BELOW ARE PART OF THE CONTRACT
DOCUMENT PACKAGE, TOGETHER WITH THE
REQUIREMENTS OF THE CONSTRUCTION

REQUEST FOR PROPOSAL DOCUMENT (RFP)
SUPPLEMENTING AND COMPLEMENTING THE

CONTRACT DRAWINGS. ITEMS LAWFULLY
REQUIRING ACTION BY THE ARCHITECT (OR
ENGINEER) SHALL BE TRANSMITTED TO THE
INDIVIDUAL LICENSED PROFESSIONAL TAKING
RESPONSIBILITY FOR THE WORK, WHO'S SEAL IS

AFFIXED TO THE DOCUMENTS, IN CARE OF THE
SWITZER GROUP.

SECTION 01000 GENERAL

CONDITIONS
SECTION 1 - ADMINISTRATIVE

1 . THE GENERAL CONDITIONS OF THE CONTRACT
DOCUMENT, A201 , A.I.A., CURRENT EDITION SHALL
APPLY TO ALL WORK IN THIS CONTRACT, EXCEPT

AS SPECIFICALLY MODIFIED BELOW AND/OR BY
THE AGREEMENT.

2. THE WORK SHOWN ON THESE DRAWINGS AND

SPECIFICATIONS CONSISTS OF FURNISHING ALL
LABOR, MATERIALS, EQUIPMENT, SERVICES AND
ALL OTHER ITEMS NECESSARY FOR THE
COMPLETE SCOPE OF WORK AS INDICATED ON
THE CONTRACT DRAWINGS AND SPECIFICATIONS,

AND/OR SPECIFIED HEREIN.

3. ALL WORK FOR THIS PROJECT SHALL COMPLY
WITH THE NATIONAL BOARD OF FIRE
UNDERWRITERS, THE FEDERAL OCCUPATIONAL
SAFETY HEALTH ACT (OSHA), LOCAL BUILDING

DEPARTMENT RULES AND REGULATIONS.
ANYTHING SHOWN ON THESE DRAWINGS NOT IN
ACCORDANCE WITH THESE RULES AND
REGULATIONS SHALL BE BROUGHT TO THE
ATTENTION OF THE ARCHITECT OF RECORD @

THE SWITZER GROUP.

4. IT SHALL BE THE RESPONSIBILITY OF THE
GENERAL CONTRACTOR TO COMPLY WITH ALL

BUILDING MANAGEMENT CO'S BUILDING
STANDARDS & CONSTRUCTION RULES FOR

ALTERATION CONSTRUCTION. WHERE THE
BUILDING MANAGEMENT REQUIREMENTS FOR
ALTERATIONS, CONSTRUCTION NOTES OR
DRAWINGS CALL FOR ANY WORK OF A MORE
STRINGENT NATURE THAN THAT REQUIRED BY

THE BUILDING CODE OR ANY OTHER
DEPARTMENT HAVING JURISDICTION OVER THE
WORK, THE WORK OF THE MORE STRINGENT
NATURE CALLED FOR BY THE CONTRACT,
CONSTRUCTION NOTES OR DRAWINGS SHALL BE

FURNISHED IN ALL CASES.

5. THE GENERAL CONTRACTORS SHALL CONTACT
THE BUILDING MANAGEMENT TO DETERMINE THE

RULES AND REGULATIONS OF THE BUILDING
OWNER FOR CONSTRUCTION, INCLUDING BUT

NOT LIMITED TO DELIVERIES, WASTE REMOVAL
AND BUILDING/SITE ACCESS, PRE-SELECTED
SUBCONTRACTORS LIST, INSURANCE, SECURITY
AND ANY OTHER RELEVANT MATTER.

6. THE GENERAL CONTRACTOR SHALL KEEP ALL
REQUIRED INSURANCES AND PERMITS IN FORCE
THROUGHOUT THE ENTIRE PROJECT AS
REQUIRED BY LAW AND SHALL INDEMNIFY AND

HOLD HARMLESS THE OWNER, THE SWITZER
GROUP AND ALL CONSULTANTS IN THIS REGARD.

7. THE GENERAL CONTRACTOR SHALL INCLUDE IN

HIS ESTIMATE ALL COSTS (INCLUDING OVERTIME
WORK) FOR REMOVAL, NEW INSTALLATION AND
REINSTALLATION WORK FOR ANY PLUMBING,
CEILING (TAKE-DOWN AND REINSTALLATION),
ELECTRICAL, TELEPHONE, COMMUNICATIONS

EQUIPMENT OR HVAC WORK ON FLOOR ABOVE
OR BELOW TENANT SPACE TO COMPLETE WORK

ON FLOOR BEING RENOVATED.

8. DATA ON EXISTING CONDITIONS ARE NOT
INTENDED AS REPRESENTATIONS OR

WARRANTIES OF ACCURACY OR CONTINUITY OF
AS-BUILT CONDITIONS. IT IS EXPRESSLY
UNDERSTOOD THAT THE OWNER, THEIR AGENTS
INCLUDING THE SWITZER GROUP, WILL NOT BE
RESPONSIBLE FOR DEVIATIONS FROM

CONDITIONS INDICATED. DATA MADE AVAILABLE
IS DERIVED FROM EXISTING DOCUMENTS OR
FIELD SURVEY AND IS MADE AVAILABLE FOR
CONVENIENCE OF THE CONTRACTOR.

9. THE GENERAL CONTRACTOR SHALL VERIFY ALL
DIMENSIONS AND JOB CONDITIONS PRIOR TO
SUBMITTING BIDS AND SHALL REPORT TO THE
SWITZER GROUP AND OWNER ANY

DISCREPANCIES OR OMISSIONS WHICH WOULD
INTEREFERE WITH SATISFACTORY COMPLETION

OF THE WORK.

10. THE SUBMISSIONS OF A PROPOSAL SHALL BE
CONSTRUED AS EVIDENCE THAT SUCH AN

EXAMINATION HAS BEEN MADE AND LATER
CLAIMS FOR LABOR, EQUIPMENT OR MATERIAL
OR FOR DIFFICULTIES ENCOUNTERED, WHICH
COULD HAVE BEEN FORESEEN HAD SUCH AN
EXAMINATION BEEN MADE, WILL NOT BE

RECOGNIZED.

1 1 . THE GENERAL CONTRACTOR'S PRICE IS TO BE
COMPLETE IN ALL WAYS INCLUDING TAXES,

OVERTIME, SHIPPING, ETC.

12. THE GENERAL CONTRACTOR IS RESPONSIBLE
FOR THE COORDINATION OF ALL WORK BY ALL

TRADES, INCLUDING THOSE PROVIDED AND
DIRECTED BY THE TENANT/OWNER.

13.  ALL WOOD WORK ATTACHED TO PREMISES &

ALL WOOD DOORS SHALL BE FIREPROOFED AND
COMPLY WITH SECTION BC-603 OF THE
ADMINISTRATIVE CODE (APPLIES TO NYC ONLY).

14. ALL NEW MATERIAL AND INSTALLATIONS
SHALL BE IN ACCORDANCE WITH
MANUFACTURER'S LATEST PRINTED
SPECIFICATIONS AND WITH CODE
REQUIREMENTS.

15. DURING THE ENTIRE PERIOD OF DEMOLITION
AND CONSTRUCTION, ALL EXISTING EXITS, EXIT
LIGHTING, FIRE PROTECTIVE DEVICES AND

ALARMS SHALL BE IN OPERATION AND
MAINTAINED PROPERTY.

16. ALL REQUIRED EXITS, WAY OF APPROACH
THERETO, AND WAY OF TRAVEL FROM THE EXIT
INTO THE STREET SHALL BE MAINTAINED FREE

FROM ALL OBSTRUCTIONS AND IMPEDIMENTS
FROM UNOBSTRUCTED EGRESS IN THE CASE OF
FIRE OR OTHER EMERGENCY.

17. DURING THE ENTIRE PERIOD OF
CONSTRUCTION, THE TELEPHONE NUMBERS OF
THE CLOSEST AVAILABLE PHYSICIANS,
HOSPITALS, OR AMBULANCES SHALL BE
CONSPICUOUSLY POSTED.

18. THE GENERAL CONTRACTOR SHALL FILE ALL
REQUIRED APPLICATIONS, PAY ALL FEES, OBTAIN
ALL PERMITS AND SIGN-OFF'S FOR ALL ASPECTS

OF THE WORK, AND OBTAIN ANY OTHER
CLEARANCES THAT MAY BE REQUIRED (I.E.

ENVIRONMENTAL, LANDMARK) FROM ALL
GOVERNING AUTHORITIES HAVING JURISDICTION.

19. WHERE PERMITTED BY THE GOVERNING

AUTHORITIES HAVING JURISDICTION, THE
GENERAL CONTRACTOR SHALL OBTAIN THE
SERVICES OF A PROFESSIONAL ENGINEER,
REGISTERED ARCHITECT OR LICENSED TRADES-
PERSON TO CONDUCT ALL REQUIRED

CONTROLLED, SEMI-CONTROLLED AND/OR FINAL
INSPECTIONS OR SELF CERTIFICATIONS, FILE ALL
FORMS, PAY ALL FEES AND OBTAIN ALL
SIGN-OFF'S IN CONNECTION THERETO.

20. REFER TO BUILDING DEPARTMENT NOTES FOR
ADDITIONAL REQUIREMENTS.

21 . DURING THE COURSE OF WORK, IN THE EVENT
OF ASBESTOS OR OTHER TOXIC SUBSTANCE
ENCOUNTER OR THE SUBSTANTIAL RISK
THEREOF, CONTRACTOR WILL HAVE THE DUTY TO
INFORM CLIENT OF SUCH RISKS KNOWN OR

REASONABLY KNOWABLE. IF ASBESTOS, OR ANY
OTHER TOXIC SUBSTANCE, OR RISKS TO

EXPOSURE THERETO IS DISCOVERED DURING
WORK ON THE PROJECT, SHALL, IN ITS SOLE
DISCRETION, HAVE THE RIGHT TO SUSPEND
WORK ON THE PROJECT. CLIENT SHALL HAVE THE
DUTY TO PROMPTLY RETAIN A QUALIFIED EXPERT

TO SAFELY REMOVE OR SUPERVISE THE
REMOVAL OF SUCH ASBESTOS OR OTHER TOXIC
SUBSTANCE. CONTRACTOR SHALL INDEMNIFY
AND HOLD CLIENT, ARCHITECT, ITS AFFILIATES
AND SUBCONTRACTORS, AND THEIR OFFICERS,

AGENTS AND EMPLOYEES  HARMLESS FROM ANY
AND ALL LIABILITY ON THE PART OF OR DAMAGE

TO SUCH ENTITIES OR PERSONS, INCLUDING THE
COST OF LEGAL FEES AND EXPENSES, AS SUCH
FEES AND EXPENSES ARE INCURRED, WHICH MAY
RESULT FROM ASBESTOS OR OTHER TOXIC
SUBSTANCE EXPOSURE ON THE PROJECT

CAUSED BY CONTRACTOR. ALL REQUIRED
SUBMISSIONS AND APPROVALS SHALL BE
PROCESSED THROUGH THE JURISDICTION(S)
RESPONSIBLE FOR SUCH REVIEWS AND
APPROVALS.

SECTION B - CONSTRUCTION, QUALITY

AND WORKMANSHIP

1 . ALL THE SWITZER GROUP DRAWINGS AND ALL
NOTES ARE COMPLEMENTARY, AND WHAT IS
CALLED FOR BY EITHER WILL BE BINDING AS IF
CALLED FOR BY ALL. ANY WORK SHOWN OR

REFERRED TO ON ANY ONE SET OF DRAWINGS
SHALL BE PROVIDED AS THOUGH SHOWN ON ALL

RELATED DRAWINGS.

2. ALL WORK SHOWN OR IMPLIED ON ALL
DRAWINGS SHALL BE SUPPLIED AND INSTALLED

BY THE GENERAL CONTRACTOR UNLESS
OTHERWISE NOTED. HOWEVER, IT IS EXPECTED
THAT THE GENERAL CONTRACTOR SHALL
CLOSELY COORDINATE HIS WORK WITH THAT OF
OTHERS TO ASSURE THAT ALL SCHEDULES ARE
MET.

3. THE CONTRACT DRAWINGS AND

SPECIFICATIONS ARE SUPPLIED TO ILLUSTRATE
THE DESIGN AND GENERAL TYPE OF
CONSTRUCTION DESIRED, AND ARE INTENDED TO
IMPLY THE FINEST QUALITY OF CONSTRUCTION,
MATERIAL AND WORKMANSHIP THROUGHOUT.

THE GENERAL CONTRACTOR IS SOLELY
RESPONSIBLE FOR AND HAS CONTROL OVER

CONSTRUCTION MEANS, METHODS, TECHNIQUES,
SEQUENCES AND PROCEDURES, AND FOR
COORDINATING ALL PORTIONS OF THE WORK
UNDER THE CONTRACT UNLESS CONTRACT
DOCUMENTS GIVE OTHER SPECIFIC

INSTRUCTIONS CONCERNING THESE MATTERS.

4. THE GENERAL CONTRACTOR SHALL MAINTAIN
A CURRENT AND COMPLETE SET OF CONTRACT

DOCUMENTS (INCLUDING DRAWINGS AND
SPECIFICATIONS), FIELD SKETCHES, SUBMITTALS
AND SHOP DRAWINGS, DRAWING AND SUBMITTAL
LOGS, AND ALL OTHER WORK/FIELD-RELATED
DOCUMENTS AT THE PROJECT SITE DURING ALL

PHASES OF CONSTRUCTION FOR USE OF ALL
TRADES, THE OWNER/TENANT AND THEIR

AGENTS, INCLUDING THE SWITZER GROUP.

5. THE GENERAL CONTRACTOR, HIS
SUBCONTRACTOR, AND ANY OTHER

CONTRACTOR INVOLVED IN THIS PROJECT SHALL
TAKE NOTE THAT ANY COST CAUSED BY
DEFECTIVE OR ILL-TIMED WORK, AS A RESULT OF,
BUT NOT LIMITED TO INFERIOR WORKMANSHIP
OR MATERIALS IMPROPER SCHEDULING OR

DELINQUENT ORDERING SHALL BE BORNE BY THE
GENERAL CONTRACTOR.

6. THE GENERAL CONTRACTOR SHALL PROVIDE

CENTRALLY LOCATED BENCH MARKS AND
CONSTRUCTION AXIS LINES FOR USE BY ALL
TRADES.

7. UNLESS OTHERWISE NOTED, ALL DIMENSIONS
SHOWN ARE FROM FACE OF EXISTING WALLS; TO
FACE OF NEW PARTITIONS, PARTITIONS SHOWN
AT EDGE OF EXTERIOR COLUMNS SHALL HAVE
ALIGNED SURFACES.

8. THE GENERAL CONTRACTOR SHALL SUBMIT
FOR APPROVAL TO THE SWITZER GROUP.  ALL
SHOP DRAWINGS AND FIXTURE CUTS, IN

TRIPLICATE AND ONE COPY OF EACH SHOP
DRAWINGS IN SEPIA FORM.  ALL SHOP DRAWINGS

AND CUTS MARKED "APPROVED" SHALL
SUPERSEDE THE ORIGINAL DRAWING. NO TRADES
SHALL COMMENCE WORK WITHOUT WRITTEN
APPROVAL OF SAID DRAWINGS.

9. AT THE COMMENCEMENT OF THE WORK, THE
GENERAL CONTRACTOR WILL SUBMIT A

COMPLETE SCHEDULE OF THE WORK, INCLUDING
WORK SUPPLIED AND PERFORMED BY OTHER
SEPARATE CONTRACTORS TO THE

OWNER/TENANT.

10. AT THE COMMENCEMENT OF THE WORK, THE
GENERAL CONTRACTOR SHALL SUBMIT A

DETAILED SCHEDULE OF EXPECTED DATES FOR
SUBMITTING TO THE SWITZER GROUP AND
OTHER OWNER/TENANT AGENTS' REVIEW ALL
SHOP DRAWINGS AND SUBMITTALS.

1 1 . THE GENERAL CONTRACTOR SHALL PATCH AS
REQUIRED AFTER ALL TRADES.

12. WHERE PARTITIONS ARE REMOVED. FLOOR
TILE (OR CARPET) IS TO BE PATCHED TO MATCH
ADJACENT FLOOR AREA, PROVIDE NEW FLOOR
TILE (OR CARPET) IF REQUIRED.

13. WHERE OPENINGS OCCUR IN EXISTING FIRE
RATED AREAS OR PARTITIONS DUE TO EXISTING
OR NEW CONDUIT RUNS, DUCTWORK, CABLES,
PIPING, ETC. AND/OR WHERE EXISTING

FIREPROOFING HAS BEEN REMOVED AS A
RESULT OF EXISTING OR NEW CONSTRUCTION

WORK, THE GENERAL CONTRACTOR SHALL
CLOSE AND/OR PATCH AS REQUIRED ALL
OPENINGS TO MATCH IMMEDIATE ADJACENT
AREAS IN MATERIALS, FINISH AND FIRE-RATING.

14. UNLESS OTHERWISE NOTED, UNION LABOR
ONLY SHALL BE USED.  THE GENERAL
CONTRACTOR SHALL, PRIOR TO SUBMISSION OF
PROPOSAL, INSURE THAT ALL MATERIALS

SPECIFIED AND/OR REQUIRED TO PERFORM THE
WORK MEET WITH THE APPROVAL OF THE TRADE
UNIONS INVOLVED.  ANY UNION REQUIRED
ALTERNATE SPECIFICATIONS SHALL BE STATED
ON THE PROPOSAL.

15. THE GENERAL CONTRACTOR SHALL INCLUDE
IN HIS PROPOSAL ANY UNION RELATED COSTS
SUCH AS COMPENSATION FOR SHOP STEWARDS,

ETC.

16. THE GENERAL CONTRACTOR TO PREPARE
EXISTING FLOOR TO RECEIVE NEW FINISH

FLOORING, LEVELED TO A TOLERANCE OF 1 /8"
WITHIN A 10'-0" RADIUS (NON-CUMULATIVE).

MAXIMUM DEVIATION NOT TO EXCEED 1 .5"
BETWEEN ANY TWO POINTS ON THE FLOOR.

SECTION C - CLEANING & PROTECTION

1 . WHILE DEMOLITION AND CONSTRUCTION WORK

IS IN PROGRESS, THE CONTRACTOR SHALL
PROVIDE AND MAINTAIN ADEQUATE PROTECTION

FOR ALL PERSONS, ADJACENT AREAS, FIXTURES,
ETC.

2. THE GENERAL CONTRACTOR SHALL BE

RESPONSIBLE FOR ALL DAMAGE TO ADJOINING
REMAINING AREAS AS A RESULT OF HIS WORK
AND SHALL REPAIR ANY DAMAGED SURFACES TO
THEIR PREEXISTING CONDITIONS.

3. THE GENERAL CONTRACTOR SHALL BE
RESPONSIBLE FOR REMOVAL OF ALL RUBBISH
AND WASTE MATERIALS AS BY-PRODUCT OF
WORK PERFORMED BY THE GENERAL

CONTRACTOR AND HIS SUBCONTRACTORS, AND
BY CONTRACTORS UNDER SEPARATE CONTRACT
WITH OWNER. (I.E. FURNITURE, CARPET
FLOORING AND BASE, CABLING AND
TELECOMMUNICATIONS, TELEPHONE COMPANY,

SECURITY, A/V, ETC.)

4. THE GENERAL CONTRACTOR SHALL EXERCISE
STRICT CONTROL OVER JOB CLEANING TO

PREVENT ANY DIRT DEBRIS OR DUST FROM
LEAVING THE JOB SITE.

5. THE GENERAL CONTRACTOR SHALL PROPERLY

PROTECT THE BUILDING MANAGEMENT'S AND
ANY ADJOINING PROPERTY OR WORK, AND ANY

DAMAGE TO SAME CAUSED BY HIS WORK OR
WORKMEN MUST BE MADE GOOD WITHOUT
DELAY. THE CONTRACTOR WHO IS RESPONSIBLE
FOR THE DAMAGE SHALL DO PATCHING AND
REPLACING OF DAMAGED WORK.

6. THE GENERAL CONTRACTOR SHALL PROVIDE
ALL NECESSARY PROTECTION FOR HIS WORK
UNTIL TURNED OVER TO THE CLIENT.

7. ALL EXISTING APPURTENANCES NOT BEING
REMOVED SHALL BE REFURBISHED WHERE
REQUIRED, ANY LOOSE ITEMS (CEILING EXIT

SIGN, ETC.) TO BE TIGHTENED AND ANY MISSING
PARTS REPLACED BY THE GENERAL
CONTRACTOR TO ACHIEVE A FINISHED
ACCEPTABLE INSTALLATION APPEARANCE.

8. THE GENERAL CONTRACTOR SHALL

THOROUGHLY CLEAN BASE, COVE AND STRAIGHT
BASE: VIEWABLE WINDOW AND METAL WORK, ALL
MAIL CHUTES, ALL DOORS AND CONVECTOR
ENCLOSURES, ETC., PRIOR TO LEAVING THE
PROJECT.

9. THE GENERAL CONTRACTOR SHALL REPLACE
ALL BROKEN OR CRACKED WINDOW GLAZING.

10. ALL WINDOW SASHES SHALL BE INSPECTED
BY THE CONTRACTOR AND ALL INOPERABLE
CONDITIONS SHALL BE REPAIRED.

1 1 . EXISTING DRAPERY/VENETIAN BLINDS
THROUGHOUT THE ENTIRE SPACE SHALL BE
REMOVED, CLEANED AND REFURBISHED AS
REQUIRED BY THE GENERAL CONTRACTOR. THEY

SHALL BE REINSTALLED AFTER THE COMPLETION
OF ALL CONSTRUCTION WORK.

SECTION D - GUARANTEE

1 . ALL WORKMANSHIP AND MATERIALS PROVIDED
FOR IN THIS CONTRACT SHALL BE
UNCONDITIONALLY GUARANTEED BY THE

GENERAL CONTRACTOR FOR A PERIOD OF NOT
LESS THAN ONE YEAR FROM THE DATE OF
ACCEPTANCE BY THE OWNER.

2. THIS GUARANTEE SHALL PROVIDE THAT ALL
DEFECT IN MATERIALS OR WORKMANSHIP SHALL
BE REMEDIED OR REPLACED, TO THE
SATISFACTION OF THE OWNER AND THE SWITZER
GROUP, IN AN EXPEDIENT MANNER AND AT THE

GENERAL CONTRACTOR'S SOLE EXPENSE.

3. THE DATE OF ACCEPTANCE SHALL BE DEFINED
AS THE DATE OF ISSUANCE OF A CERTIFICATE OF

SUBSTANTIAL COMPLETION AND THE DATE OF

PUNCH LIST COMPLETION FOR ANY SPECIFIC
OUTSTANDING WORK.

SECTION E - INSURANCE

1 . CONTRACTOR'S INSURANCE:  THE

CONTRACTOR SHALL SECURE, PAY FOR AND
MAINTAIN UNTIL ALL WORK IS COMPLETED, SUCH
INSURANCE AS WILL PROTECT HIM AND THE
OWNER FROM CLAIMS UNDER WORKMEN'S
COMPENSATION ACTS, WORKMEN'S

OCCUPATIONAL DISEASES ACT, AND FROM ANY
OTHER CLAIMS FROM DAMAGES TO PROPERTY
OR FOR BODILY INJURY, INCLUDING DEATH,
WHICH MAY ARISE FROM OPERATIONS UNDER
THIS CONTRACT WHETHER SUCH OPERATIONS BE

BY THIS CONTRACTOR OR ANYONE DIRECTLY
EMPLOYED BY EITHER OF THEM.  SUCH

INSURANCE SHALL COVER ALL CONTRACTUAL
OBLIGATIONS, WHICH THE CONTRACTOR HAS
ASSUMED INCLUDING THE "INDEMNIFICATION OF
OWNER" AGREEMENT.

2. INDEMNIFICATION OF LANDLORD, CLIENT, THE
SWITZER GROUP AND ALL CONSULTANTS: THE
CONTRACTOR SHALL DEFEND ANY AND ALL SUITS
BROUGHT AGAINST THE LANDLORD, CLIENT, THE

SWITZER GROUP AND ALL CONSULTANTS BY ANY
EMPLOYEE OR OTHER PERSON (WHETHER
EMPLOYED BY THE CONTRACTOR OR NOT) FOR
DAMAGE OR PROPERTY AND/OR INJURY TO
PERSONS (INCLUDING DEATH ALLEGED OR

CLAIMED TO HAVE BEEN CAUSED BY OR
THROUGH THE PERFORMANCE BY THE

CONTRACTOR OF THE WORK AND SHALL
INDEMNIFY AND HOLD HARMLESS THE LANDLORD,
CLIENT, THE SWITZER GROUP AND ALL
CONSULTANTS FROM AND AGAINST ALL CLAIM OR
CLAIMS ARISING OUT OF THE WORK PERFORMED

BY THE CONTRACTOR: ALSO, THE CONTRACTOR
SHALL PAY, LIQUIDATE AND DISCHARGE ANY AND
ALL CLAIMS OR DEMANDS FOR BODILY INJURY
(INCLUDING DEATH) AND/ OR LOSS OF OR
DAMAGE TO ANY AND ALL PROPERTY CAUSED BY,

GROWING OUT OF OR INCIDENTAL TO THE
PERFORMANCE OF THE WORK PERFORMED BY

THE CONTRACTOR, INCLUDING DAMAGE TO THE
BUILDING AND OTHER PROPERTY OF THE
LANDLORD, CLIENT, THE SWITZER GROUP, AND
ALL CONSULTANTS AND INCLUDING ALL DAMAGES
FOR THE OBSTRUCTION OF PRIVATE DRIVEWAYS,

STREETS, ALLEYS AND ALL COST AND EXPENSES
OF SUITS AND REASONABLE ATTORNEY'S FEES, IN
THE EVENT OF ANY SUCH UNJURIES (INCLUDING
DEATH) LOSS OR DAMAGE (OR CLAIM OR CLAIMS
THEREFORE) THE CONTRACTOR SHALL GIVE

IMMEDIATE NOTICE OF THEREOF TO THE
LANDLORD, CLIENT, THE SWITZER GROUP AND

ALL CONSULTANTS.

3. BEFORE PROCEEDING WITH ANY WORK, THE
CONTRACTOR SHALL FURNISH TO THE OWNER

CERTIFICATES OF INSURANCE IN DUPLICATE
EXECUTED BY INSURANCE COMPANIES
APPROVED BY THE OWNER, TO EVIDENCE
COVERAGE BY THE CONTRACTOR AS SET FORTH
BELOW, AND SHALL KEEP SAID INSURANCE IN

FULL FORCE UNTIL ACCEPTANCE OF THE WORK
BY THE OWNER. SUCH INSURANCE SHALL BE
CANCELABLE ONLY WITH THIRTY (30) DAYS
ADVANCE WRITTEN NOTICE TO THE OWNER. THE
SWITZER GROUP SHALL BE PROVIDED COVERAGE

AS A NAMED ADDITIONAL INSURED ON ALL
COVERAGE REQUIRED FOR THE WORK SET

FORTH ON THESE DOCUMENTS.

4. COVERAGE

a) WORKMAN'S COMPENSATION AND
OCCUPATIONAL DISEASES STATUTORY LIMITS

b) EMPLOYERS LIABILITY: STATUTORY LIMITS
BODILY INJURY PROPERTY DAMAGE
CONTRACTUAL LIABILITY COVERAGE INCLUDES

THE "INDEMNIFICATION OF OWNER" AGREEMENT
MUST BE FULLY INSURED UNDER THE POLICY OF

THE LIABILITY LIMITS SET FORTH ABOVE.

c) COMPREHENSIVE AUTOMOBILE LIABILITY
INSURANCE:  BODILY INJURY  PROPERTY DAMAGE

d) FIRE INSURANCE: THE CONTRACTOR SHALL

SECURE, PAY FOR AND MAINTAIN WHATEVER FIRE
OR EXTENDED COVERAGE INSURANCE HE MAY

DEEM NECESSARY TO PROTECT HIMSELF
AGAINST LOSS OF ANY MATERIALS OR
EQUIPMENT AND TOOLS USED FOR THE WORK
WHETHER OWNED OR RENTED BY THE
CONTRACTOR

e) FIRE INSURANCE ON BUILDING: FIRE
INSURANCE AND EXTENDED COVERAGE ON THE
BUILDING IN WHICH THE WORK OF THE

CONTRACTOR IS TO BE INSTALLED IS BEING
MAINTAINED BY OTHERS.

SECTION F - PROJECT CLOSE-OUT

1 . THE GENERAL CONTRACTOR SHALL PROVIDE A
SCHEDULE MATRIX SHOWING ALL PROJECT
CLOSEOUT DELIVERABLES TO BE PROVIDED AT

THE COMPLETION OF THE PROJECT.  FINAL
PAYMENT WILL NOT BE AUTHORIZED UNTIL ALL

ITEMS HAVE BEEN PROVIDED TO THE OWNER
AND THEIR AGENTS, INCLUDING THE SWITZER
GROUP.

2. THE GENERAL CONTRACTOR SHALL PROVIDE
REPRODUCIBLE "AS BUILT" DRAWINGS, IN THE
FORMAT ACCEPTABLE TO THE OWNER AND THE
SWITZER GROUP, "AS-BUILT DRAWINGS
REFLECTING FINAL ACTUAL AND COMPLETE

INSTALLATIONS OF THE WORK WILL INCLUDE, BUT
ARE NOT LIMITED TO THE FOLLOWING:
MECHANICAL EQUIPMENT AND SHEET METAL,
FINAL APPROVED AIR-BALANCING REPORT,
LIGHTING AND ELECTRICAL POWER, DATA AND

TELECOMMUNICATIONS, PLUMBING, SPRINKLER,
FIRE-PROTECTION, FIRE ALARM. ELECTRICAL

"AS-BUILT" DRAWINGS WILL INDICATE ALL
LIGHTING AND ELECTRICAL CIRCUITING WORK
(INCLUDING CIRCUIT NUMBERS) AS ACTUALLY
INSTALLED.

3. THE GENERAL CONTRACTOR SHALL PROVIDE
ALL MANUALS, WARRANTIES, GUARANTEES,
CERTIFICATES, MAINTENANCE MANUALS AND
INSTRUCTIONS, AND OTHER RELATED

DOCUMENTS FOR ALL EQUIPMENT, PRODUCTS,
MATERIALS AND FINISHES INSTALLED AS PART OF
THE WORK, AND AS INDICATED ELSEWHERE IN
THE CONTRACT DOCUMENTS AND
SPECIFICATIONS.

4. THE GENERAL CONTRACTOR SHALL PROVIDE
ALL CERTIFICATIONS AND SIGN-OFFS FOR ALL
CONTROLLED, SEMI-CONTROLLED AND SPECIAL

INSPECTIONS AS REQUIRED FOR THE WORK AND
AS SPECIFIED IN THE CONTRACT DOCUMENTS.

5. IN ADDITION TO A COMPLIANCE

WALK-THROUGH TO CONFIRM COMPLETION OF
ALL PUNCH LIST WORK, CONTRACTOR SHALL
PROVIDE WRITTEN PROOF OF COMPLIANCE WITH
CORRECTION OF ALL PUNCH LIST ITEMS TO THE
SWITZER GROUP AND THE OWNER/TENANT.

6. THE GENERAL CONTRACTOR SHALL PROVIDE
TO THE OWNER/TENANT AND THE SWITZER
GROUP, SUFFICIENT NOTICE FOR INSPECTING

THE PROPER AND COMPLETE INSTALLATION OF
FIRE-RATED PARTITIONS, FIRE-STOPPING, AND

STEEL FIRE-PROOFING PRIOR TO CLOSING UP
CEILINGS OR OTHER CONSTRUCTION THAT WILL
MAKE SUCH INSPECTIONS DIFFICULT OR
IMPOSSIBLE TO PERFORM. HOWEVER, SUCH
INSPECTIONS BY THE OWNER/TENANT OR THE

SWITZER GROUP SHALL NOT ALLEVIATE THE
CONTRACTOR FROM THE RESPONSIBILITY OF
OBTAINING ALL REQUIRED LABORATORY
TESTING, CONTROLLED, SEMI-CONTROLLED,
SPECIAL INSPECTIONS AND/OR FINAL

INSPECTIONS AND SIGN-OFFS FOR THIS WORK,
UNLESS SUCH TESTING, CONTROLLED,

SEMI-CONTROLLED, SPECIAL INSPECTIONS
AND/OR FINAL INSPECTIONS, AND SIGN-OFFS ARE
EXPRESSLY STATED IN THE CONTRACT
DOCUMENTS TO BE THE RESPONSIBILITY OF THE
CONTRACTOR.

7. THE GENERAL CONTRACTOR SHALL PROVIDE
TO THE OWNER/TENANT AND THE SWITZER
GROUP, PHOTOGRAPHIC EVIDENCE OF

COMPLETE INSTALLATION OF FIRE-RATED
PARTITIONS AND ENCLOSURES, FIRE RATED
CEILINGS, FIRE-STOPPING, AND STEEL
FIREPROOFING.

8. THE GENERAL CONTRACTOR SHALL PROVIDE
FINAL APPLICATION FOR PAYMENT WITH ALL
FINAL WAIVERS OF LIENS (FROM THE
CONTRACTOR AND ALL SUBCONTRACTORS, AND

THEIR SUPPLIERS AND SUBCONTRACTORS AS
REQUIRED BY LAW) AFTER ALL CLOSEOUT

DOCUMENTS HAS BEEN SUBMITTED FOR
RECORD.

SECTION 02110

DEMOLITION, SALVAGE,

PATCHING & CUTTING

SECTION A - DEMOLITION:

1 . THE GENERAL CONTRACTOR SHALL FURNISH
ALL LABOR AND MATERIALS AS REQUIRED TO

COMPLETE DEMOLITION AND REMOVAL OF ALL
ITEMS INDICATED ON THE SWITZER GROUP
DRAWINGS AND AS REQUIRED TO PERFORM ALL
CONTRACT WORK. .

2. THE GENERAL CONTRACTOR IS TO ACQUAINT
HIMSELF WITH ACTUAL CONDITIONS AT
LOCATIONS WHERE ALTERATIONS OCCUR WHERE
PARTITIONS AND OTHER ITEMS EXISTS, AND NEW

WORK IS INDICATED, ALL SUCH EXISTING WORK
SHALL BE REMOVED.

3. THE GENERAL CONTRACTOR SHALL REPORT

TO SWITZER GROUP. ANY AND ALL CONDITIONS
WHICH MAY INTERFERE WITH OR OTHERWISE

AFFECT OR PREVENT THE PROPER EXECUTION
AND COMPLETION OF THE WORK OF THIS
CONTRACT.

4. THE GENERAL CONTRACTOR SHALL EXECUTE
ALL WORK WITHIN THE REGULATIONS OF THE
BUILDING FOR DEMOLITION AND REMOVAL OF
DEBRIS INCLUDING ANY OVERTIME WORK
REQUIRED.

5. THE GENERAL CONTRACTOR SHALL AT ALL
TIMES PROTECT THE PROPERTY OF THE
BUILDING OWNER, INCLUDING BUT NOT LIMITED

TO WINDOWS, FLOOR AND CEILING TILE, PUBLIC
TOILETS, ELEVATORS, DOORS, BUCKS,
ELECTRICAL, AIR-CONDITIONING EQUIPMENT,
PERIPHERAL ENCLOSURES, ETC.

6. TEMPORARY FILTER SHALL BE INSTALLED ON
THE RETURN AIR DUCTS DURING DEMOLITION
PHASE.

7. THE GENERAL CONTRACTOR SHALL ERECT ALL
NECESSARY PLASTIC TYPE PARTITIONS TO
PROTECT BUILDING PROPERTY OR EXISTING TO
REMAIN ITEMS, WHILE DEMOLITION AND

CONSTRUCTION ARE IN PROGRESS.

8. THE GENERAL CONTRACTOR SHALL SURVEY
ALL EXISTING FINISHED SURFACES INCLUDING

CORNER BEADS, STOPS, ETC., FOR CHIPS,
CRACKS, HOLES, DAMAGED SURFACES, AND ANY

OTHER DEFECTS CAUSING AN APPEARANCE
DIFFERENT FROM A NEW FINISHED INSTALLATION.
DEFECTIVE SURFACES SHALL BE REPAIRED OR, IF
BEYOND REPAIRING, THE GENERAL CONTRACTOR
SHALL REMOVE ALL EXISTING AND INSTALL NEW

SURFACES TO THE SATISFACTION OF SWITZER
GROUP.

9. THE GENERAL CONTRACTOR SHALL INSPECT

ALL EXISTING SURFACES AND WHERE, AS A
RESULT OF DEMOLITION, FINISHED SURFACES DO
NOT ALIGN, THE EXISTING FINISH SHALL BE
CHOPPED AWAY, NEW CORNER BEADS AND
STOPS INSTALLED AND RESURFACED SMOOTH

AND FLUSH TO ALIGN.

10. IF ANY EXISTING AREAS TO REMAIN ARE
DAMAGED BY DEMOLITION OR NEW

CONSTRUCTION, THEY SHALL BE PATCHED AS
REQUIRED TO MATCH IMMEDIATE EXISTING

ADJACENT AREAS IN MATERIAL, FIRE RATING,
FINISH AND COLOR, UNLESS OTHERWISE NOTED.

1 1 . ALL DEFECTIVE PLASTER AND/OR FINISHED

SURFACES ON COLUMNS AND EXISTING
PARTITIONS SHALL BE CHOPPED OUT AND
PATCHED FREE OF ALL IRREGULARITIES AND
SHALL MATCH ADJACENT WALLS IN FINISH AND
THICKNESS.

12. ALL WORK DEMOLISHED SHALL BE REMOVED
FROM THE PREMISES EXCEPT ITEMS TO BE
REUSED OR RETURNED TO THE CLIENT OR AS

OTHERWISE DIRECTED.

13. IN ALL AREAS WHERE DEMOLITION (REMOVAL

OF FLOOR TILE, CARPETING, TRACKLESS,
PARTITIONS, ETC.) CAUSES AN UNEVENNESS IN
SLAB, THE CONTRACTOR SHALL PATCH TO LEVEL
THE SLAB TO RECEIVE NEW SPECIFIED
FLOORING.

14. THE GENERAL CONTRACTOR TO PREPARE
EXISTING FLOORS TO RECEIVE NEW FINISH
FLOORING, LEVELED TO A TOLERANCE OF 1 /8"

WITHIN A 10" DEVIATION (NON CUMULATIVE).
MAXIMUM DEVIATION NOT TO EXCEED 1 .5"
BETWEEN ANY TWO POINTS ON THE FLOOR.

15. THE GENERAL CONTRACTOR SHALL FURNISH
A SYSTEM OF TEMPORARY POWER AND LIGHTS
THROUGHOUT THE SPACE UNDER
CONSTRUCTION AND DEMOLITION AS REQUIRED.

16. THE GENERAL CONTRACTOR SHALL REMOVE
TO THE SOURCE, ALL PROJECTING PLUMBING,
FLOOR ELECTRICAL/TELEPHONE OUTLETS, AND
ALL OTHER PROJECTING ITEMS, WHICH ARE

BEING REMOVED OR ABANDONED. FIRE RATINGS
SHALL BE MAINTAINED.

17. THE GENERAL CONTRACTOR SHALL REMOVE

TO THE SOURCE ALL WALL CONDUITS LEFT
AFTER WALL DEMOLITION, INCLUDING JUNCTION

BOXES, PLATES, BRIDGES, OR ANY OTHER
ELECTRICAL OR TELEPHONE WIRING OR
EQUIPMENT.

18. THE GENERAL CONTRACTOR SHALL
CAREFULLY REMOVE EXISTING WALL COVERING
AND PATCH WALL SURFACE UNDERNEATH AS
REQUIRED TO RECEIVE NEW SPECIFIED FINISH.
THE SWITZER GROUP SHALL INSPECT AND

APPROVE ALL PATCHED SURFACES PRIOR TO
APPLICATION OF FINISH.

19.  NOT USED.

20. ALL "EXISTING TO REMAIN", EXISTING
RELOCATED, OR NEW ITEMS INSTALLED BY THE
GENERAL CONTRACTOR, SHALL BE AMPLY

PROTECTED THROUGHOUT THE PERIOD OF
CONSTRUCTION, AND BE THOROUGHLY CLEANED
TO THE SATISFACTION OF THE SWITZER GROUP
PRIOR TO BEING TURNED OVER TO THE TENANT.

21 . ALL DEFECTIVE BASEBOARDS SHALL BE
REMOVED, PROVIDE NEW TO MATCH EXISTING.

22. REFER TO THE SWITZER GROUP AND
ENGINEERING DRAWINGS FOR REMOVAL AND/OR
RELOCATION OF ANY HVAC DUCTS, SPRINKLER
HEADS, DIFFUSERS, EXIT LIGHTS, ETC.

23. UPON COMPLETION OF DEMOLITION WORK,
ALL AREAS ARE TO BE LEFT BROOM CLEAN.

24. ALL DEMOLITION WORK SHALL COMPLY WITH
THE REQUIREMENTS OF THE LOCAL, STATE &
FEDERAL CODES AND / OR REGULATIONS.

SECTION B - SALVAGE:

1 . IT IS THE INTENTION OF  THE SWITZER GROUP
TO REUSE EXISTING ITEMS WHEREVER POSSIBLE.

THE GENERAL CONTRACTOR SHALL CAREFULLY
REMOVE, FOR REUSE, THE FOLLOWING EXISTING
ITEMS:
a) MOVABLE WALLS (INCLUDING CONNECTORS
AND ALL FURNITURE COMPONENTS) b) DOORS

AND BUCKS
c) HARDWARE

d) MILLWORK COMPLETE WITH INTERIOR FITTINGS
AND HARDWARE

e) ELECTRIC AND TELEPHONE FLOOR OUTLET
HEADS

f) LIGHTING FIXTURES
g) DIFFUSERS AND REGISTERS
h) OTHER ITEMS AS DIRECTED BY  OR OWNER
THOSE ITEMS SPECIFIED TO BE SALVAGED BUT
ARE NOT REUSED ARE TO BE STORED AS

DIRECTED BY TENANT/OWNER.

SECTION C - PATCHING & CUTTING:

1 . THE GENERAL CONTRACTOR SHALL DO ALL
CUTTING, FITTING AND PATCHING WORK THAT
MAY BE REQUIRED TO MAKE ALL PARTS COME
TOGETHER PROPERLY AND FIT TO RECEIVE OR

BE RECEIVED BY WORK OF OTHER
CONTRACTORS SHOWN UPON OR REASONABLY

IMPLIED BY THE DRAWINGS AND NOTES.

2. THE GENERAL CONTRACTOR SHALL PROVIDE
ALL FLOOR CUTOUTS AND PATCHING REQUIRED

FOR THE INSTALLATION OF ALL WORK.

3. ALL OTHER DAMAGED SURFACES (FINISHED
FLOOR SLAB, CONVECTOR ENCLOSURES, ETC.)

SHALL BE REPAIRED TO THE SATISFACTION OF
THE SWITZER GROUP.

4. THE GENERAL CONTRACTOR SHALL METAL

LATH OVER ALL NEW CONDUIT CHASES IN
MASONRY PARTITION.

5. ALL DAMAGED EXISTING AREAS TO REMAIN

AND EXISTING AREAS AFFECTED BY DEMOLITION
OR NEW CONSTRUCTION WORK SHOWN ON
DRAWINGS SHALL BE PATCHED AS REQUIRED TO
MATCH IMMEDIATE EXISTING ADJACENT AREAS IN
MATERIAL, FIRE RATING, FINISH AND COLOR,

UNLESS OTHERWISE NOTED.

SECTION 06400

ARCHITECTURAL

WOODWORK:

1 . THE GENERAL CONTRACTOR SHALL
CLOSELY COORDINATE HIS WORK, WORK OF
OTHER TRADES, WITH THAT OF THE MILLWORK
CONTRACTOR.

2. ALL WOODWORK AND CABINETWORK
DIMENSIONS SHOWN ON THE DRAWINGS OR
WITHIN THE SPECIFICATIONS SHALL BE ADHERED
TO WHEN THE WORK OF ANOTHER TRADE

ADVERSELY AFFECT THESE DIMENSIONS, THE
GENERAL CONTRACTOR SHALL NOTIFY THE
SWITZER GROUP SO THAT MODIFICATIONS MAY
BE MADE.  IN NO CASE SHALL MODIFICATIONS BE
MADE WITHOUT PRIOR APPROVAL OF THE

SWITZER GROUP IT SHALL BE THE
RESPONSIBILITY OF THE GENERAL CONTRACTOR

TO NOTIFY THE WOODWORKER OF PENDING
MODIFICATION BEFORE THE MILLWORK ITEMS
ARE FABRICATED.

3. ALL WOOD USED AS FLOORING OR WALL

FINISHES SHALL MEET OR EXCEED LOCAL
AND/OR STATE FIRE AND FLAME SPREAD
REQUIREMENTS.  SUBMIT MANUFACTURER'S
CERTIFICATION AND SUPPORTING CERTIFIED
DATA THAT THE MATERIALS MEET OR EXCEED

LOCAL AND/OR STATE FIRE AND FLAME SPREAD
REQUIREMENTS.

4. ALL MILLWORK SHALL BE CONSTRUCTED

IN THE MOST CAREFUL AND THOROUGH MANNER
IN ACCORDANCE WITH DETAILS AND APPROVED
SHOP DRAWINGS AND THE BEST METHODS
KNOWN IN THE INDUSTRY, INCLUDING BUT NOT
LIMITED TO THOSE ESTABLISHED BY THE

ARCHITECTURAL WOODWORK INSTITUTE (AWI),
AND ARCHITECTURAL WOODWORK QUALITY

STANDARDS ILLUSTRATED (CURRENT ADITION),
UNLESS OTHERWISE NOTED HEREIN, THE INTENT
OF THE DESIGN IS TO ACHIEVE "PREMIUM
GRADE", THE HIGHEST GRADE AVAILABLE IN BOTH
MATERIAL AND WORKMANSHIP INTENDED FOR

THE FINEST WORK.  ALL EXPOSED SURFACES
AND EDGES SHALL BE FINISHED SMOOTH AND BE
FREE FROM MARKS, BLEMISHES OR DEFECTS OF
ANY KIND CAUSED BY WORKMANSHIP,
MANUFACTURE OR TRANSPORTATION.  ALL

COSTS ASSOCIATED WITH THE SELECTION OF
PREMIUM VENEERS AND OTHER MATERIALS,

INCLUDING THE SELECTION, LAY-UP AND
EXAMINATION OF FLITCHES AND FULL-SIZE
PANELS FOR APPROVAL HEREUNDER SHALL BE
INCLUDED IN THE SCOPE OF WORK AS INTENDED
BY THIS SPECIFICATION.

5. ALL MILLWORK ATTACHED TO PREMISES
SHALL COMPLY WITH ALL CODE REQUIREMENTS.

6. MILLWORK CONTRACTOR SHALL
COORDINATE THE SETTING OF ALL NECESSARY
GROUNDS, BLOCKING AND REINFORCING WHICH
WILL BE IN CONJUNCTION WITH HIS WORK ONLY.

7. ALL FINISHED CABINET WOOD AND
FINISHES SHALL BE AS NOTED ON THE SWITZER
GROUP DRAWINGS & SCHEDULES.

8. THE MILLWORK CONTRACTOR SHALL
SHOP-PRIME ALL ITEMS AND SHALL FINISH ALL
ITEMS AS NOTED ON THE CONTRACT

DOCUMENTS.

9. ALL SHELVES SHALL BE PLYWOOD WITH
SPECIFIED VENEER FINISH AS NOTED ON

DRAWINGS AND WITH SOLID WOOD EDGES TO
MATCH THE VENEER UNLESS OTHERWISE NOTED.

10. ALL BLOCKING REQUIRED SHALL BE

SCRIBED TO WALL OR CEILING. MILLWORK
CONTRACTOR TO CHECK JOB PROGRESS AND
COORDINATE ALL TRADES INVOLVED.

1 1 . MILLWORK CONTRACTOR SHALL SUBMIT
SHOP DRAWINGS FOR ALL MILLWORK ITEMS TO
THE SWITZER GROUP  BEFORE PROCEEDING.
SUBMIT THREE (3) PRINTS FOR REVIEW AND
APPROVAL.

12. CABINET CONTRACTOR SHALL PROVIDE
ALL MATERIALS, HARDWARE AND LABOR TO
FABRICATE AND INSTALL ALL CABINETS, WALL

PANELS, REVEALS, ETC. AS SPECIFIED ON THE
SWITZER GROUP DRAWINGS.

13. MILLWORK CONTRACTOR PRIOR TO

FABRICATION SHALL VERIFY ALL DIMENSIONS
AND FIELD CONDITIONS AT THE JOB SITE.  ANY

DISCREPANCIES SHALL BE BROUGHT TO THE
ATTENTION OF THE SWITZER GROUP BEFORE
PROCEEDING.

14. MILLWORK CONTRACTOR SHALL SUBMIT
SAMPLES OF ALL FINISHES, MATERIALS AND CUTS
OF ALL HARDWARE TO THE SWITZER GROUP FOR
APPROVAL PRIOR TO FABRICATION.

15. ALL SURFACES SPECIFIED AS PLASTIC
LAMINATE FINISH SHALL HAVE PLASTIC LAMINATE
BACKING SHEETS.

16. THE MILLWORK CONTRACTOR SHALL
PROVIDE RUBBER BUMPERS ON ALL WOOD
DOORS & FRAMES.

17. WHERE MEMBERS ARE MITERED OR
BUTTED, THEY SHALL BE JOINED AND SECURED IN
A MANNER TO INSURE AGAINST THE JOINT
OPENING.

18. ALL FINISHED WORK SHALL, AS FAR AS
PRACTICAL, BE ASSEMBLED AND FINISHED IN THE
SHOP AND DELIVERED TO THE BUILDING READY

TO INSTALL IN PLACE.

19. ALL FINISHED VENEERED WOOD SHALL BE
FREE FROM KNOTS, SHAKES OR OTHER DEFECTS

AFFECTING EITHER DURABILITY OR APPEARANCE
AND SHALL BE CAREFULLY SELECTED FOR GRAIN
AND COLOR SO THAT THERE ARE NO MARKED
VARIATION AT JOINTS BETWEEN VENEERS.

20. VENEERS ON WALL PANELING SHALL BE
VERTICAL GRAIN. VENEERS SHALL BE OF
SUFFICIENT LENGTH SO THAT HORIZONTAL
JOINTS ARE NOT REQUIRED.  PANELS ABOVE

DOORS SHALL HAVE VENEERS EDGED MATCHED
TO VENEERS ON DOORS.  VENEERS ON DOORS

AND WALL PANELS TO BE DOOR MATCHED
CENTER MATCHED IN SEQUENCE.

21 . WHERE FILES ARE SHOWN AS BEING SET

INTO MILLWORK, THE MILLWORK CONTRACTOR
SHALL SET AND BOLT ALL FILES TOGETHER.

SECTION 08100 & 08700

HOLLOW METAL DOORS &

FINISH HARDWARE:

1 . THE GENERAL CONTRACTOR SHALL
PROVIDE REQUIRED DOOR FRAME ASSEMBLIES

AND FLUSH HOLLOW METAL DOORS OR WOOD
DOORS, AS SHOWN AND AS SPECIFIED ON THE

SWITZER GROUP DRAWINGS, DETAILS AND
SCHEDULES, AND AS REQUIRED BY CODE AND BY
THE BUILDING MANAGEMENT.

2. THE GENERAL CONTRACTOR SHALL
PROVIDE HARDWARE FOR ALL DOORS AS SHOWN
ON HARDWARE SCHEDULE, AND AS REQUIRED BY
CODE TO MEET THE RATING OF THE OPENING
SPECIFIED IN THE SCHEDULE AND AS INDICATED

ON THE PLANS.

3. DETAILED HOLLOW METAL DOOR, FRAME

AND HARDWARE SCHEDULES SHALL BE
SUBMITTED TO THE SWITZER GROUP FOR
REVIEW AND APPROVAL, AND FABRICATION OF
SHALL NOT COMMENCED UNTIL APPROVALS FOR
BOTH HAVE BEEN RECEIVED.

4. DOORS THAT REQUIRE A FIRE RATING
SHALL BE LABELED WITH THE SPECIFIED LABEL
AS PER THE DOOR SCHEDULE.

5. ALL HARDWARE SHALL MEET CODE
REQUIREMENTS AND FOLLOW BUILDING
STANDARD SPECIFICATIONS UNLESS OTHERWISE

NOTED. FLUSH HOLLOW METAL DOORS SHALL BE
SEAMLESS-EDGED TYPE, MORTISED,
REINFORCED, DRILLED AND TAPPED IN THE SHOP
AS REQUIRED TO INSTALL THE FINISHED
HARDWARE.

6. PROVIDE METAL LOUVERS, VISION PANELS
AND GLAZING ON THOSE DOORS AS SHOWN ON

THE CONTRACT DRAWINGS. IN RATED DOOR AND
FRAME ASSEMBLIES, LOUVERS WITH DAMPERS,
VISION PANELS AND GLAZING SHALL COMPLY
AND MEET THE SPECIFIED RATING.

7. ALL DOORS SHALL HAVE A  UNDERCUT AT
FINISH FLOORING, SEE DOOR SCHEDULE UNLESS
OTHERWISE NOTED.

8. ALL WOOD DOORS SHALL BE SOLID CORE,
FURNISHED AND INSTALLED BY THE
APPROPRIATE CONTRACTOR.  HARDWARE FOR
WOOD DOORS TO BE FURNISHED BY THE

GENERAL CONTRACTOR AND INSTALLED BY THE
APPROPRIATE CONTRACTOR, UNLESS

OTHERWISE NOTED.

9. ALL HOLLOW METAL DOOR FRAMES SHALL
BE WELDED TYPE UNLESS OTHERWISE NOTED.

10. ALL HOLLOW METAL DOOR FRAMES,

INSTALLED IN A FIRE RATED ASSEMBLY, SHALL BE
WELDED TYPE, OF METAL GAGE AS REQUIRED BY

RATING, AND CONFORM TO HARDWARE
REQUIREMENTS FOR RATED ASSEMBLIES.

1 1 . FULL REINFORCEMENT OF ALL HARDWARE

ATTACHMENT POINTS SHALL BE MADE AS
REQUIRED BY THE HARDWARE MANUFACTURER.

12. ALL LOCKSETS SHALL BE CODED AND

KEYED IN ACCORDANCE WITH THE CLIENTS'
REQUIREMENTS.  CODED KEYS ARE TO BE
DELIVERED TO THE CLIENT PROPERLY TESTED
AND TAGGED. PROVIDE THREE (3) KEYS FOR
EACH LOCK.

13. THE GENERAL CONTRACTOR SHALL
PROVIDE PROTECTION FOR ALL DOORS AND
FRAMES TO PREVENT DENTING, SCRATCHING, OR

MARRING OF THE FINISHED SURFACES DURING
THE CONSTRUCTION PERIOD.  SHOULD SUCH
DAMAGE OCCUR, THE GENERAL CONTRACTOR
SHALL BE REQUIRED TO REPLACE, AT HIS SOLE
COST AND EXPENSE, ANY AND ALL DAMAGED

DOORS AND FRAMES.

14. ALL ELECTRICALLY OPERATED
HARDWARE, E.G. DEADBOLTS, STRIKES, DOOR

HOLD OPENERS, ETC., WHETHER SPECIFIED OR
NOT, SHALL BE A FAIL SAFE MODEL, UNLESS

OTHERWISE NOTED, AND SHALL BE CONNECTED
TO THE LIFE SAFETY SYSTEM OF THE BUILDING.
ALSO, THE GENERAL CONTRACTOR TO VERIFY
THE PROPER TRANSFORMER VOLTAGE AND
CIRCUITING OF EACH UNIT.

15. ALL ITEMS OF HARDWARE SHALL BE
CAREFULLY FITTED AND SECURED IN PLACE AS
PART OF THE WORK OF THIS DIVISION. LOCATION

AND POSITIONING OF HARDWARE SHALL BE
SUBJECT TO THE SWITZER GROUP APPROVAL.
CARE SHALL BE TAKEN NOT TO MAR OR DAMAGE
HARDWARE OR OTHER WORK.

16. UPON COMPLETION OF THE WORK, AND
BEFORE FINAL ACCEPTANCE OF THE WORK BY
THE OWNER, THE CONTRACTOR SHALL, IN THE
PRESENCE OF THE OWNER AND THE SWITZER

GROUP DEMONSTRATE THAT ALL HARDWARE IS
IN SATISFACTORY WORKING ORDER, ALL KEYS

FIT THEIR RESPECTIVE LOCKS, AND UPON
ACCEPTANCE OF THE WORK, SHALL TAG AND
DELIVER ALL KEYS TO THE OWNER.

17. THE GENERAL CONTRACTOR SHALL AT ALL
TIMES BE RESPONSIBLE FOR THE SECURITY AND
DISTRIBUTION OF KEYS FOR THE HARDWARE
INSTALLED DURING THE PROGRESS OF THE
WORK.

18. AFTER PRELIMINARY FITTING OF
HARDWARE, THE CONTRACTOR SHALL REMOVE
TRIM FOR PAINTING AND FINISHING WORK.  IN

ORDER TO PROTECT THE FINISHED WOODWORK,
THE CONTRACTOR SHALL REINSTALL THE
HARDWARE IN A PERMANENT MANNER ONLY
AFTER DOOR STOPS HAVE BEEN INSTALLED.

19. KEYING OF ALL LOCKS SHALL BE IN
ACCORDANCE WITH THE TENANT'S AND
LANDLORD'S APPROVAL.

SECTION 08800

GLASS AND GLAZING

1 . PROVIDE ALL GLASS AND GLAZING,
ETCHING, SANDBLASTING, PATTERNS,

LAMINATIONS, HARDWARE, ACCESSORIES,
CAULKING, ETC. AS NECESSARY TO COMPLETE
THE GLASS AND GLAZING AS SHOWN AND
SCHEDULED ON THE CONTRACT DOCUMENTS.

2. COMPLY WITH ALL PERTINENT
RECOMMENDATIONS AND TECHNICAL REPORTS
IN THE "MANUAL OF GLAZING" OF THE FLAT
GLASS MARKETING ASSOCIATION - LATEST

EDITION, AAMA, GUIDELINES - LATEST EDITION,
LOCAL AND/OR STATE BUILDING CODES,

REQUIREMENTS OF ANSI Z97.1 , AND
MANUFACTURERS OF GLASS AND GLAZING
PRODUCTS USED, TO THE MOST STRINGENT
REQUIREMENTS INDICATED.

3. COORDINATED WITH RELATED TRADES,
FABRICATE GLASS LITES TO PROPER PANEL
SIZES AND THICKNESS, WITH "CLEAN CUT" AND
CUSTOM FACTORY EDGES, FOR THE SIZE OF

FIELD MEASURED OPENINGS, FRAME  AND
FRAMELESS AND OTHER DESIGN CONDITIONS
PER THE CONTRACT DRAWINGS.

4. SUBMITTALS: FOR APPROVAL, PRIOR TO

GLASS MANUFACTURING, SUBMIT SHOP
DRAWINGS INDICATING GLASS TYPE, SECTIONS
AND DETAILS OF GLASS INSTALLATION AT
FRAMING MEMBERS, 12" X 12" SAMPLES OF EACH
TYPE OF GLASS SPECIFIED HEREIN. SUBMIT

CERTIFICATION FROM MANUFACTURERS STATING
THAT GLAZING ACCESSORIES MEET STANDARDS
SPECIFIED HEREIN, AND THAT ALL GLAZING
DETAILS AND THICKNESSES ARE SUITABLE FOR
THE PURPOSE INTENDED IN ACCORDANCE WITH

THESE SPECIFICATIONS.

5. TEMPERED GLASS: MANUFACTURE
TEMPERED UNITS TO EXACT SIZES REQUIRED

FOR EACH OPENING.  PROVIDE PRIME GLASS OF
COLOR AND TYPE INDICATED, WHICH HAS BEEN

HEAT TREATED TO STRENGTHEN GLASS IN
BENDING TO NOT LESS THAN 4.5 TIMES
ANNEALED STRENGTH. NO TONG MARKS
ACCEPTED.  ALL EXPOSED EDGES SHALL BE
FACTORY POLISHED AND PREDRILLED TO

ACCEPT COORDINATED HARDWARE AND
ACCESSORIES.

6. TEMPERED HEAT TREATED GLASS AND

GLASS DOORS SHALL BE INSTALLED IN
FRAMELESS CONDITIONS AND FOR ALL GLAZING
%(/2:  ́  ,167$//('  $))

7. PROVIDE FIRE RATED OR WIRE GLASS IN
ALL FIRE RATED OPENINGS AND ASSEMBLIES TO
RECEIVE GLAZING. PROVIDE ALL CERTIFICATION
AND TESTING DATA FOR RATED GLASS TO BE
PROVIDED.

8. COATED GLASS:  PROVIDE CLEAR GLASS
WHICH HAS BEEN PROCESSED TO DEPOSIT A
PERMANENT METALLIC COATING ON ONE FACE;
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TRANSMISSION VALUE AND SHALL BE SELECTED

BY THE SWITZER GROUP.

9. MIRROR GLASS:  1 /4" QUALITY Q1 CLEAR
FLOAT GLASS; FULL SILVER COATING, COPPER

COATING AND ORGANIC COATING.  GLASS SHALL
HAVE EASED AND POLISHED EDGES.

10. GLASS AND GLASS SETTING MATERIALS

SHALL BE COMPATIBLE WITH EACH OTHER AND
ADEQUATE FOR THEIR INTENDED PURPOSE.

1 1 . GLAZING ACCESSORIES: PROVIDE ALL

GLAZING ACCESSORIES, SEALANTS, GASKETS,
SHIMS, PRIMERS, ETC. NECESSARY FOR THE
PROPER INSTALLATION OF GLASS AND GLAZING.
COLOR AND FINISH OF ALL ACCESSORIES SHALL
MATCH THE ADJACENT MATERIALS TO MINIMIZE

VISIBILITY OF GLAZING ACCESSORIES.

A. SILICONE SEALANT:  ONE PART
MOISTURE-CURING SILICONE SEALANT

COMPLYING WITH F.S. TT-S-001543, CLASS A; USE
WHERE WET SEAL IS REQUIRED EXCEPT WHERE
INSULATING GLASS SEAL ASSEMBLY CONTAINS
POLYSULFIDE SEALANT; AT THESE AREAS USE
TWO-PART POLYSULFIDE SEALANT CONFORMING

TO F.S. TT-S-227, CLASS A, TYPE 2.

B. GLAZING TAPES: TAPE SHALL BE
PREFORMED MACRO- POLYISOBUTYLENE WITH A

CONTINUOUS INTEGRAL SHIM OF A SHORE "A" OF
40-60- AND COMPLYING WITH AAMA 807.1 .  TAPE

SHOULD COMPRESS TO THE SHIM WITHOUT
EXCESSIVE FORCE BEING REQUIRED, AS
RECOMMENDED BY THE GLASS MANUFACTURER,
TO AVOID PRESSURE POINTS OR BREAKAGE.

C. GLAZING GASKETS: THE MATERIAL SHALL
&216,67 2) $7 /($67 � %< :(,*+7 2) %$6,&

RUBBER HYDROCARBON, AND SHALL CONTAIN NO
CRUDE OR RECLAIMED RUBBER. IT SHALL BE

HOMOGENEOUS, FREE FROM DEFECTS, AND
SHALL BE COMPOUNDED AND CURED TO MEET
THE REQUIREMENTS HEREIN SPECIFIED. CURED
MATERIALS SHALL EVIDENCE THE PROPERTIES
OF AAMA SG-1 .

D. CONTINUOUS GLAZING SPACER SHIMS:
7+( 0$7(5,$/ 6+$// &216,67 2) $7 /($67 �

BY WEIGHT OF BASIC RUBBER HYDROCARBON,

AND SHALL CONTAIN NO CRUDE OR RECLAIMED
RUBBER.  IT SHALL BE HOMOGENEOUS, FREE

FROM DEFECTS, AND SHALL BE FABRICATED OF
EPDM OR NEOPRENE WITH A SHORE HARDNESS
OF 50.

E. MISCELLANEOUS GLAZING MATERIALS:
SETTING BLOCKS: NEOPRENE OR EPDM, 70 - 90
DUROMETER HARDNESS, HAVING PROVEN
COMPATIBILITY WITH SEALANTS USED. EDGE
BLOCKS OR SPACERS: NEOPRENE OR EPDM, 40 -

60 DUROMETER HARDNESS, HAVING PROVEN
COMPATIBILITY WITH SEALANTS USED.
CLEANERS, PRIMERS AND SEALERS: TYPE
RECOMMENDED BY MANUFACTURERS OF
SEALANT OR GASKET. MIRROR ACCESSORIES

ADHESIVE:  "MIRROR MASTIC" MADE BY PALMER
ADHESIVES. CLIPS:  NO. 4 FINISH STAINLESS

STEEL, UNLESS OTHERWISE STATED.

12. DELIVER MATERIALS TO THE SITE READY
FOR INSTALLATION IN THE MANUFACTURER'S

ORIGINAL AND UNOPENED CONTAINERS AND
PACKAGING, BEARING LABELS AS TO TYPE,
MANUFACTURER AND BRAND. DELIVERED
MATERIALS SHALL BE IDENTICAL TO APPROVED
SAMPLES.  STORE MATERIALS UNDER COVER IN A

DRY AND CLEAN LOCATION, OFF THE GROUND.
REMOVE AND DO NOT USE MATERIALS THAT ARE

DAMAGED, CRACKED, BROKEN, CHIPPED, OR
OTHERWISE NOT SUITABLE FOR INSTALLATION
AND REPLACE WITH NEW MATERIALS. GLASS
SURFACES THAT DISPLAY STREAK LINES OR
OTHER IMPERFECTIONS ARE CONSIDERED

UNACCEPTABLE AND SHALL BE REPLACED.

13. FACTORY IDENTIFY EACH GLASS LITE WITH
REMOVABLE TYPE LABELS.  LABELS SHALL NOT

BE REMOVED UNTIL AFTER THE INSTALLATION
HAS BEEN APPROVED.

14. ALL GLASS SHALL BEAR THE LABEL OF ITS

MANUFACTURER AND SHALL CONFORM IN ALL
RESPECTS WITH THE PERTINENT REQUIREMENTS
OF ASTM C1048 FOR TEMPERED AND HEAT
STRENGTHENED GLASS AND ASTM C1036 FOR
WIRE GLASS.

15. PROTECT GLASS FROM EDGE DAMAGE
DURING HANDLING AND INSTALLATION, AND
SUBSEQUENT OPERATION OF GLAZED

COMPONENTS OF THE WORK.

16. PROVIDE GLAZING CHANNEL DIMENSIONS

TO PROVIDE FOR NECESSARY BITE ON GLASS,
MINIMUM EDGE CLEARANCE, AND ADEQUATE
SEALANT THICKNESSES, WITH REASONABLE
TOLERANCES. ADJUST AS REQUIRED BY JOB
CONDITIONS AT THE TIME OF INSTALLATION.

17. ALL SURFACES RECEIVING GLAZING
MATERIALS SHALL BE THOROUGHLY WIPED WITH
A CLEAN CLOTH DAMPENED WITH HIGH

PERFORMANCE CLEANERS AS APPROVED BY THE
SEALANT MANUFACTURER, E.G. AS XYLOL, MEK,
OR MANUFACTURER'S PROPRIETARY CLEANERS.
WIPE DRY USING A CLEAN CLOTH, CHANGING
FREQUENTLY.  SPECIAL PRECAUTIONS MUST BE

TAKEN IN COLD WEATHER TO INSURE THE
SURFACES ARE FREE FROM FROST. APPLY

PRIMER TO JOINT SURFACES TO RECEIVE
SEALANT.

18. ALL SASHES SHALL BE CHECKED PRIOR TO

GLAZING TO MAKE CERTAIN THAT THE OPENING
IS SQUARE, PLUMB AND SECURE SO THAT
UNIFORM FACE AND EDGE CLEARANCES ARE
MAINTAINED. INSPECT ALL BUTT AND MITER
JOINTS.  SEAL ALL OPEN JOINTS WITH SILICONE

SEALANT PRIOR TO GLAZING.  ALL VENTILATORS
SHALL BE PROPERLY ADJUSTED.  MAINTAIN
MINIMUM FACE CLEARANCE BETWEEN GLASS
AND SASH, ON BOTH SIDES, AS SPECIFIED BY THE
GLASS MANUFACTURER.

19. ALL OPERATING SASHES SHALL BE
GLAZED IN A CLOSED POSITION AND NOT OPENED
BY ANY TRADE UNTIL THE GLAZING MATERIAL

HAS BEEN PROPERLY CURED.

20. PROTECT ADJOINING SURFACES NOT TO
RECEIVE GLAZING MATERIALS, AGAINST STAINING

OR DAMAGE.

21 . REMOVE GLAZING STOPS CAREFULLY SO
AS NOT TO DAMAGE FINISH, AND AFTER SETTING

GLASS, REPLACE IN THEIR ORIGINAL POSITIONS
WITH THE SAME FASTENING DEVICES, AND/OR

SNAP IN PLACE.

22. SETTING BLOCKS: SHALL NOT BE LESS
THAN FOUR (4) INCHES LONG, BY FULL WIDTH OF

GLASS AND OF A HEIGHT TO PERMIT A PROPER
GLASS BITE AS RECOMMENDED BY THE
APPROVED GLASS MANUFACTURER OR AS NOTED
HEREIN. PLACE TWO (2) SETTING BLOCKS AT THE
GLASS QUARTER POINTS FOR EACH LITE OF

GLASS OR AS SPECIFIED BY THE GLASS
MANUFACTURER.

23. PROVIDE SPACERS INSIDE AND OUT, OF

PROPER SIZE AND SPACING, FOR GLASS SIZES
LARGER THAN FIFTY (50) UNITED INCHES (SUM OF
LENGTH AND WIDTH), EXCEPT WHERE GASKETS
OR PRE-SHIMMED TAPES ARE USED FOR
GLAZING. PROVIDE 1 /8" MINIMUM BITE OF

SPACERS ON GLASS AND USE THICKNESS EQUAL
TO SEALANT WIDTH, EXCEPT WITH SEALANT TAPE

USE THICKNESS SLIGHTLY LESS THAN FINAL
COMPRESSED THICKNESS OF TAPE.

24. SET UNITS OF GLASS IN EACH SERIES

WITH UNIFORMITY OF PATTERN, DRAW, BOW AND
SIMILAR CHARACTERISTICS.

25. VOIDS AND FILLER RODS:  PREVENT

EXUDATION OF SEALANT OR COMPOUND BY
FORMING VOIDS OR INSTALLING FILLER RODS IN
CHANNEL AT HEEL OF JAMBS AND HEAD (DO NOT
LEAVE VOIDS IN SILL CHANNELS), EXCEPT AS
OTHERWISE INDICATED AND DEPENDING ON LITE

SIZE, THICKNESS AND TYPE OF GLASS, AND
COMPLYING WITH MANUFACTURER'S
RECOMMENDATIONS.

26. FORCE SEALANTS INTO CHANNEL TO
ELIMINATE VOIDS AND TO ENSURE COMPLETE
WETTING OR BONDING OF SEALANT TO GLASS
AND CHANNEL SURFACES.

27. TOOL EXPOSED SURFACES OF GLAZING
LIQUIDS AND COMPOUNDS TO PROVIDE A
SUBSTANTIAL WASH AWAY FROM GLASS. INSTALL
PRESSURIZED TAPES AND GASKETS TO

PROTRUDE SLIGHTLY OUT OF CHANNEL, SO AS
TO ELIMINATE DIRT AND MOISTURE POCKETS.

28. CLEAN AND TRIM EXCESS GLAZING

MATERIEL FROM GLASS AND STOPS OR FRAMES
PROMPTLY AFTER INSTALLATION, AND ELIMINATE

STAINS AND DISCOLORATIONS.

29. WHERE WEDGE-SHAPED GASKETS ARE
DRIVEN INTO ONE SIDE OF CHANNEL TO

PRESSURIZE SEALANT OR GASKET ON OPPOSITE
SIDE, PROVIDE ADEQUATE ANCHORAGE TO
ENSURE THAT GASKET WILL NOT WALK-OUT
WHEN INSTALLATION IS SUBJECTED TO
MOVEMENT.  ANCHOR GASKET TO STOP WITH

MATCHING RIBS, OR BY PROVEN ADHESIVES,
INCLUDING EMBEDMENT OF GASKET TAIL IN
CURED HEEL BEAD.

30.  GASKET GLAZING:  MITER CUT AND BOND
ENDS TOGETHER AT CORNERS WHERE GASKETS
ARE USED FOR CHANNEL GLAZING, SO THAT
GASKETS WILL NOT PULL AWAY FROM CORNERS
AND RESULT IN VOIDS OR LEAKS IN GLAZING

SYSTEM. FOR GLAZING OF INTERIOR LITES IN
HOLLOW METAL FRAMES, PROVIDE GLAZING TAPE

ON BOTH SIDES OF GLASS TO SIGHT LINE.

31 .  MIRRORS:
APPLY MASTIC TO BACK OF MIRROR "PATS"

SPACED 4 PATS/SQ. FT.; ADJUST MIRROR SO
THAT IT IS PLUMB AND IN PLACE TO AVOID
DISTORTION OF REFLECTING IMAGES.  ALLOW 1/8"
SPACE BETWEEN BACK OF MIRROR AND WALL
SURFACE.    APPLY "PATS" USING PALMER

ELECTRIC APPLICATOR. APPLY STAINLESS STEEL
CLIPS AT MIRROR TOP AND BOTTOM; SECURELY

CLIP TO SUBSTRATE USING NON-CORROSIVE
ANCHORS. AT DRYWALL BACK-UP ANCHORS
MUST BE SECURED TO STUDS OR STEEL
WALLPLATE SPANNING FROM STUD TO STUD.

32.  CURE, PROTECTION AND CLEANING:
REMOVE AND REPLACE GLASS WHICH IS BROKEN,
CHIPPED, CRACKED, ABRADED OR DAMAGED IN
OTHER WAYS DURING CONSTRUCTION PERIOD,

INCLUDING NATURAL CAUSES, ACCIDENTS, AND
VANDALISM. WASH AND POLISH GLASS ON BOTH
FACES NOT MORE THAN FOUR (4) DAYS PRIOR TO
DATE SCHEDULED FOR INSPECTIONS INTENDED
TO ESTABLISH DATE OF SUBSTANTIAL

COMPLETION IN EACH AREA OF PROJECT.
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