
NOTE: ITEMS SHOWN ON LEGEND ARE NOT NECESSARILY INCLUDED IN SCOPE
OF WORK. CONTRACTOR SHALL USE DRAWINGS TO DEFINE SCOPE OF WORK.
COORDINATE LOCATION OF OUTLETS WITH FINISH WALL PANEL JOINTS BEFORE

SETTING OUTLETS IN GYPSUM BOARD / METAL STUD PARTITION
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TYPICAL DEVICE / EQUIPMENT MOUNTING HEIGHT (UNLESS OTHERWISE NOTED)1

Scale: 1/4" = 1'-0"  

TYPICAL DEVICE / EQUIPMENT MOUNTING HEIGHT (UNLESS OTHERWISE NOTED)2

CENTERLINE OF ALL DEVICES TO ALIGN AS
SHOWN. PROVIDE ADDITIONAL METAL STUD
FRAMING AS REQUIRED FOR EXACT PLACEMENT

AS SHOWN

FINISHED CEILING

DOOR AND FRAME

FINISHED FLOOR 

FIRE STROBE OR SPEAKER

ROOM IDENTIFICATION SIGNAGE

CARD READER, THERMOSTAT, A/V
CONTROLS; LOCATE THERMOSTAT

ON OPPOSITE SIDE OF DOOR
FROM DIMMERS

LIGHT SWITCH, OCCUPANCY 

SENSOR, DIMMERS, OR BANK OF
DEVICES; 4 GANG MAX. 

VOICE / DATA RECEPTACLE

ELECTRICAL DUPLEX OR QUADRUPLEX RECEPTACLE. 

GANG OUTLETS WHEREVER POSSIBLE 

WHEN FIVE (5) OR MORE SWITCHES OR

CONTROLS OCCUR, GANG IN TWO (2)
BANKS AND STACK AS SHOWN

WALL MOUNTED TELEPHONE.
COORDINATE LOCATION TO ALLOW

ACCESS TO ADJACENT DEVICES.
4'-0" TO TOP EDGE OF PHONE

DOOR HANDLE OR PULL

5'
-2

"6'
-8

"

FINISHED FLOOR

LINE OF MILLWORK
COUNTER OR

FURNITURE CREDENZA

ALL ABOVE-COUNTER POWER
AND DATA OUTLETS TO BE
MOUNTED HORIZONTALLY

WALL MOUNTED CLOCK OR
BLACK CLOCK OUTLET

CENTERLINE OF ALL DEVICES TO ALIGN 
AS SHOWN. PROVIDE ADDITIONAL 
METAL STUD FRAMING AS REQUIRED 
FOR EXACT PLACEMENT AS SHOWN

FINISHED CEILING

VOICE / DATA OR ELECTRICAL RECEPTACLE. 

WALL MOUNTED MONITOR.
SEE A/V DRAWINGS FOR

SPECIFICATIONS AND

MOUNTING HARWARE

FIRE STROBE OR SPEAKER

FIRE EXTINGUISHER CABINET.
HANDLE NOT TO EXCEED 4'-0"

A.F.F. TO ABIDE BY ADA
MAXIMUM REACH

ADA ACCESSIBLE DESIGN

TWO HINGED DOORS IN SERIES TWO HINGED DOORS IN SERIES
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SIDE WALL REAR WALL DISPENSER LOCATION

MINIMUM DOORWAY WIDTH, DEPTH, AND CLEARANCES
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MAXIMUM DOORWAY DEPTH

REINFORCED AREAS FOR GRAB BARS AND PAPER TOWEL DISPENSERS
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X
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IF X = 20" , THEN Y = 48" MAXIMUM.
IF X = 25" , THEN Y = 44" MAXIMUM.

SLIDING DOOR

FOLDING DOOR

2'-8" 

2'-8"

2'-8"

SWING DOOR

Y = 48" MINIMUM IF DOOR HAS
A CLOSER & LATCH

W = 54" MINIMUM IF DOOR
HAS A CLOSER
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Y
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X = 36" MINIMUM IF W = 60"
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TYPICAL COAT ROD / HAT RACK3

3/4" THK. PLASTIC LAMINATE
HAT SHELF

GARCY HANGRAIL SUPPORT

No. B3369 SOCKET FOR 1
5/16" O.D. RAIL. CHROME

FINISH. LENGTH AS
REQUIRED

CONTINUOUS 3/4"x6" SOLID
WOOD SUPPORT ON (3)
SIDES SECURED TO WALL.
PROVIDE FIRE RETARDANT

BLOCKING AT WALL AS

REQUIRED.

FINISHED FACE OF
SCHEDULED PARTITION


SCHEDULED BASE

FINISH FLOOR
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TYPICAL ADJUSTABLE SHELVING4

PROVIDE (5) 3/4" THICK

PLYWOOD SHELVES WITH
MATTE WHITE PLASTIC
LAMINATE FINISH. ALL
SHELVES TO BE SCREWED
TO SUPPORTING BRACKET

22 GA. SHEET METAL 7'-0"

HIGH ABOVE TOP OF BASE
AND WITH OF PARTITION.
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PROVIDE GARCY #649 STUDS
AT 3'-6" O.C. (MAX.) AND
ASSOCIATED BRACKETS


WITH M276 SINGLE CLIP. ALL
FINISHES TO BE WHITE U.O.N

Scale: 1-1/2" = 1'-0"

TYPICAL SEISMIC UPGRADE (WHERE REQUIRED)7

10 GA. VERTICAL HANGER WIRE
@ 4'-0" .

EMT (THIN WALL) COMPRESSION

STRUCT. AROUND VERTICAL
HANGER WIRE.

10 GA.-45 SPLAY WIRE BRACING

IN THE PLANE OF MAIN RUNNER.
PROVIDE WIRES IN 4 DIRECTIONS
ATTACHED TO MAIN RUNNER.

3 TURNS MIN. IN 1 1/2" (TYP.)

MAIN RUNNER EXPOSED TEE OR 1
1/2" COLD ROLLED CHANNEL.

CROSS RUNNER @ ACOUSTICAL
CEILING TILE.


�



�



�



�

NOTE:
BRACING TO BE MAXIMUM OF 12'-0" O.C. EACH WAY.
FIRST POINT TO BE WITHIN 6'-0" FROM EACH WALL

Scale: 1-1/2" = 1'-0"

TYPICAL LAY-IN ACOUSTICAL CEILING (NYC)5

LINE OF 
SIDE WALL 

LINE OF
SIDE WALL

EXISTING SLAB ABOVE EYELET BY HILTI OR

APPROVED EQUAL

8" MAX.

SCHEDULED
MAIN TEE @

4'-0" O.C. MAX

CROSS TEE 

SCHEDULED LAY-IN
ACOUSTICAL TILE 

SHADOW MOULDING
WHERE SPECIFIED

WALL ANGLE
WHERE SPECIFIED

DIRECT HANG CLIP GAT #548-58-SM
(OR APPROVED EQUAL)

1/4" GALVANIZED STEEL

PENCIL ROD @ 4'-0" O.C.  MAX

Scale: 1-1/2" = 1'-0"

TYPICAL GYPSUM BOARD CEILING (NYC)6

LINE OF
SIDE WALL

LINE OF
SIDE WALL

EXISTING
SLAB ABOVE

NYC CODE APPROVED

EYELET BY HILTI OR
APPROVED EQUAL

SCREW FURRING CHANNEL
TO IRON @ EDGES.

5/8" THK GYPSUM
TYPE "X" WALLBOARD


RAMSET PIN # SDC125C 27

CALIBER TYP. FOR UPPER
DECK OF CONCRETE / Q-DECK

7/8" FURRING CHANNEL

GAT #131-68-SM.

GATCLIP #4B1.5L CAT 

#16-95-5M OR APPROVED
EQUAL 1 1/2" COLD ROLLED

CHANNEL .475 #/L.F.

@ 4'-0" O.C. MAX

1/4" GALVANIZED STEEL
PENCIL ROD @ 4'-0" O.C.  MAX

1 1/2" COLD ROLLED
CHANNEL .475 #/L.F.
@ 4'-0" O.C. MAX

GATCLIP #4B1.5L CAT
#16-95-5M OR APPROVED

EQUAL

3"
MIN.

3"
MIN.

1 1/2" 1 1/2"

FILL CORED HOLE WITH
NON-SHRINK GROUT

ROUGHEN SIDES OF
CORED HOLE, CLEAN
THOROUGHLY AND APPLY
CONCRETE BONDING

AGENT PRIOR TO
INSTALLING GROUT

CONCRETE TOPPING
SLAB

Scale: 1-1/2" = 1'-0"

TYPICAL ABANDONED CORE FILL DETAIL (WHEREREQUIRED)8

CLCL

COMPOSITE STEEL DECK

10 GA. STEEL PLATE

4" LONG SCREW
ANCHORS. (4 MIN. FOR

SINGLE HOLE.)

PROVIDE 3/4" PLASTIC

LAMINATE VERTICAL
SUPPORT FROM FLOOR TO
SHELF. AT LEAST ONE
SUPPORT PER CLOSET

6" METAL STUD 

SCHEDULED FIRE EXTINGUISHER

CABINET

Scale: 1-1/2" = 1'-0"

FIRE EXTINGUISHER CABINET DETAIL9

5"

5/8" TYPE "X"
GYPSUM BOARD

10 1/2"

3 
3/

4"

FINISHED FACE OF
SCHEDULED PARTITION


SCHEDULED BASE

FINISH FLOOR

PENETRATION FIRESTOP FOR INSULATED METAL
PIPE THROUGH GYPSUM  WALL BOARD

NOTES: 

1. THE MAXIMUM ANNULAR SPACE TO BE 

FILLED IS 2" THE MINIMUM ANNULAR SPACE IS 3/4"
THE MAXIMUM PIPE SIZE IS A NOMINAL 4" 
DIAMETER. 

2. FOR SOLID CONCRETE WALLS, THE CP 25
W/B PLUS CAULK MAY BE CENTERED IN THE WALL 
WITH DAMMING MATERIAL ON BOTH SIDES OF THE 
CAULK. 

3. USE CP 25 W/B PLUS (SELF-LEVELING) 
CAULK ON HORIZONTAL SURFACES WHEN 
SEALING OPENINGS FROM ABOVE THE 

PENETRATION. USE CP 25 W/B PLUS (NO SAG) 
CAULK ON VERTICAL SURFACES  AND ON

HORIZONTAL SUFACES WHEN SEALING FROM
BELOW. USE CP 25 WB PLUS CAULK ON  EITHER
APPLICATION.


4. THE DEPTH OF CP 25 W/B PLUS CAULKS
SHALL BE IN ACCORDANCE WITH THE FOLLOWING
TABLE. 2"

CAULK DEPTH (MIN.)          INSULATION THICKNESS

1"                                       1" THICK
2"                                       2" THICK

5. INSTALLATION BASED ON PRODUCT

PERFORMANCE PER ASTM E-814 (UL 1479) FIRE
TEST  AND UL RESPECTIVE CLASSIFICATION FOR

FIRE STOPPING.

PENETRATION FIRESTOP FOR INSULATED METAL
PIPE THROUGH A CONCRETE  FLOOR

PENETRATION FIRESTOP FOR METAL PIPE

THROUGH GYPSUM  WALL BOARD

INSULATED METAL PIPE

FIRE RATED CONCRETE
FLOOR SLAB

3M FIRE BARRIER  CP 25 W/B
PLUS CAULK  MEA APPROVED
MEA #: 152-83-M

1/4" MINIMUM DIAMETER BEAD
OF 3M FIRE BARRIER  CP 25 W/B
PLUS CAULK MEA APPROVED
MEA #: 152-83-M

DAMMING MATERIAL

(RECESSED)

FIRE RATED CONCRETE
BLOCK WALL

3M FIRE BARRIER CP 25 W/B
PLUS CAULK ON BOTH SIDES
OF WALL MEA APPROVED MEA
#: 152-83-M

INSULATED METAL PIPE

DAMMING MATERIAL

REFER TO NOTE #2 FOR
SOLID CONCRETE WALLS.

INSULATED METAL PIPE
WITH 1" MAXIMUM PIPE

INSULATION.

1 AND 2 HR. FIRE RATED

GYPSUM WALL BOARD

STEEL STUD

3M FIRE BARRIER  FS-195
WRAP/STRIP MEA APPROVED

MEA #: 152-83-M

1/4" MINIMUM BEAD OF 3M
FIRE BARRIER  CP 25 W/B

PLUS CAULK MEA APPROVED
MEA #: 152-83-M

Scale: 3" = 1'-0"

CONCRETE FLOOR SECTION VIEWF1

Scale: 3" = 1'-0"

CONCRETE WALL SECTION VIEWF2

Scale: 3" = 1'-0"

GYSPUM BOARD WALL PLAN VIEWF3

Scale: 3" = 1'-0"

CONCRETE WALL SECTION VIEWF2

NOTES: 

1. THE SPACE BETWEEN THE PENETRATING 
ITEM AND WALL BOARD  MUST ACCOMODATE AT

LEAST ONE WRAP OF 1/4" 3M FIRE BARRIER 
FS-195 WRAP STRIP. 

2. IF THE ANNULAR SPACE IS LESS THAN 1/2" , 

ONE WRAP OF FS-195 WRAP/STRIP IS REQUIRED. 
IF THE ANNULAR IS 1/2" OR GREATER  FILL WITH 

ADDITIONAL WRAPS OF FS-195 WRAP/STRIP UNTIL 
THE  ANNULAR SPACE IS LESS THAN 1/4" . FS-195 
WRAP/STRIP MAY BE FRICTION FIT INTO OPENING
SECURED WITH FOIL TAPE OR 16 GAUGE STEEL
TIE WIRE.

3. SLIDE THE FS-195 WALL STRIPS INTO THE
OPENING, LEAVING A  MAXIMUM OF 3/4" EXPOSED

WRAP BEYOND THE WALL SURFACE.

4. SEAL THE FS-195 WRAP/STRIP EDGES AND
SEAMS WITH 1/4" MINIMUM BEAD OF 3M FIRE

BARRIER CP25 W/B PLUS CAULK. 5. INSTALL 3M
FIRESTOP ON BOTH SIDES OF THE WALL. 6.
INSTALLATION IS BASED ON PRODUCT
PERFORMANCE PER ASTM E-814 (UL 1479) FIRE
TEST AND RESPECTIVE UL

THROUGH-PENETRATION FOR FIRESTOPPING

METAL PIPE

1 AND 2 HR. FIRE RATED
GYPSUM WALL BOARD

STEEL STUD

3M FIRE BARRIER  FS-195
WRAP/STRIP MEA APPROVED
MEA #: 152-83-M

1/4" MINIMUM BEAD OF 3M

FIRE BARRIER  CP 25 W/B
PLUS CAULK MEA APPROVED

MEA #: 152-83-M

NOTES: 

1. THE CAULK IS FORCED INTO THE ANNULAR
SPACE TO THE MAXIMUM EXTENT POSSIBLE 
FLUSH WITH THE EXTERIOR OF THE 

PENETRATION SURFACE. 

2. FINISH CAULKING WITH A 1/4" MINIMUM
BEAD OF CP25N/S CAULK APPLIED TO THE

PERIMETER OF THE PIPE AT ITS EGRESS FROM
THE WALL.

3. THE MAXIMUM ANNULAR SPACE IS NOT TO
EXCEED 3/16" .

4. INSTALL 3M FIRESTOP ON BOTH SIDES OF
THE WALL.

5. INSTALLATION IS BASED ON PRODUCT

PERFORMANCE PER ASTM E-814 (UL 1479) FIRE
TEST AND RESPECTIVE UL
THROUGH-PENETRATION FOR FIRESTOPPING.

FIRE STOPPING GENERAL NOTES:

1. ALL FIRE STOPPING PRODUCTS USED FOR THIS PROJECT WILL BE FROM A SINGLE

MANUFACTURER, 3M AS SHOWN OR APPROVED EQUAL. NO EXCEPTIONS.

2. ALL FIRE STOPPING PRODUCT INSTALLATION WILL BE INSTALLED BY A MANUFACTURER TRAINED,
APPROVED AND/OR CERTIFIED PROFESSIONAL.

3. ALL PENETRATIONS OF RATED ASSEMBLIES WILL RECEIVE FIRE STOPPING DESIGNED FOR THAT
CONDITION.

4. ALL FIRE STOPPING INSTALLATIONS WILL BE PHOTO DOCUMENTED BY THE ARCHITECT OR
ARCHITECT'S REPRESENTATIVE FOR RECORD. ENCLOSURE OF WORK PRIOR TO
DOCUMENTATION WILL REQUIRE THE OPENING OF THE ENCLOSURE FOR DOCUMENTATION AT

NO ADDITIONAL COST TO THE OWNER OR THEIR REPRESENTATIVES. CONTRACTOR WILL
PROVIDE SUFFICIENT (MINIMUM 1 WEEK) NOTIFICATION TO ARCHITECT PRIOR TO THE
INSTALLATION OF THE FIRE STOPPING.

PENETRATION FIRESTOP FOR INSULATED METAL
PIPE THROUGH A CONCRETE  WALL
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