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EXISTING HEADER TO REMAIN

EYELITBY HILTI OR APPROVED EQUAL

HANGER WIRE @ 45° (TYP.)

CEILING HEIGHT
SEE RC PLAN

D1 CEILING DETAIL @ TRANSITION FLUSH HEADER
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REFLECTED CEILING PLAN NOTES
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DO NOT SCALE THE DRAWINGS.

ALL CEILING HEIGHTS TO BE 8'-0" ABOVE FINISHED FLOOR UNLESS
OTHERWISENOTED.

REFERTO THE ENGINEERING DRAWINGS FOR CIRCUITING, SWITCHING,
SPECIFICATIONS,ETC.

ALL LIGHT SWITCHES AND DIMMERS TO BE GANGED AND STACKED
TOGETHER AS REQUIRED. SWITCHES TO BE MOUNTED 3'-6" ABOVE
FINISHED FLOOR TO THE CENTER LINE UNLESS OTHERWISENOTED.

ALLLIGHT SWITCHES TO BE "LUTRONMAESTRO" SERIES; ALL DIMMERS
TOBE "LUTRONMAESTROWITH C-L DIMMER"; ALL WALL MOUNTED
OCCUPANCY/VACANCY SENSORS TO BE "LUTRONMAESTRO SENSOR";
ALL WALL MOUNTED OCCUPANCY / VACANCY SENSOR WITH DIMMERS TO
BE "LUTRONMAESTRO SENSOR WITH C-L DIMMER";UNLESS OTHERWISE
NOTED. SEE ENGINEERING DRAWINGS FOR EXACT SPECIFICATIONS.

ALL CEILING GRID STARTINGPOINTS AND LIGHT FIXTURELOCATIONSTO
BE CHALKED ON THE FLOOR AND/OR WALLS FOR APPROVAL BY THE
SWITZER GROUP PRIOR TO THE INSTALLATION.

ALL THERMOSTATSAND FIRE SAFETY DEVICES INDICATED ON ENGINEERS
DRAWINGS ARE TO BE LOCATED ABOVELIGHT SWITCHES AND ALIGNED
ON CENTERLINE IN ALL ENCLOSED ROOMS (OFFICES, CONFERENCE
ROOMS, ETC).

ALL CONTROL DEVICES TO BE WHITE UNLESS OTHERWISENOTED.

CONTRACTOR TO SUBMIT COORDINATED SHOP DRAWINGS FOR ALL
CEILING RELATEDTRADES.NOTIFY THE SWITZER GROUP IMMEDIATELY IF
CEILING HEIGHTS, OR DETAILS SHOWN, CANNOT BE OBTAINED.NO
CEILING INSTALLATIONIS TO BEGIN UNTIL CONFLICTS ARERESOLVED.

CONTRACTOR SHALL PRICE ANY CEILING TAKE-DOWN AND
RE-INSTALLATION REQUIRING ACCESS IN AREASNOT INDICATED ON
DRAWINGS, ( INCLUDING WORKREQUIRED ON FLOOR BELOW).

ALL LAY-INCEILING TO BE ACT-1UNLESS OTHERWISENOTED. SEE
SCHEDULES SHEET FOR ALL CEILING TILE AND GRID SYSTEM
SPECIFICATIONS.

ALL GYPSUM BOARD CEILINGS TO BE PAINTED P-1 WHITE UNLESS
OTHERWISENOTED

OPEN AREALIGHTING TO BE CONTROLLEDBY OCCUPANCY SENSOR WITH
LOCAL OVERRIDE SWITCH. SEE ENGINEERING DRAWINGS FOR SWITCH
LOCATIONS AND CIRCUITING.

REPAINT INTERIOR FACES OF ALL REMAINING EXISTING LINEAR
DIFFUSERS. SEE FINISH PLAN FOR MORE INFORMATION

GYPSUM BOARD CEILING CONSTRUCTION SHOULD BE ISOLATEDBY

CONTROL JOINTS WHERE:

e  PARTITIONSOR CEILINGS OF DISSIMILAR CONSTRUCTIONMEET AND
REMAININ THE SAME PLANE;
WINGS OF "L","U" ,AND "T"SHAPED CEILINGS ARE JOINED;
EXPANSION OR CONTROL JOINTS OCCUR IN THE BASE WALLOR
CEILING CONSTRUCTION AND/OR BUILDING STRUCTURE;

e INTERIOR CEILING WITH PERIMETER RELIEF EXTENDING 50'-0" IN ANY
DIRECTION

e INTERIOR CEILING WITHOUT PERIMETERRELIEF EXTENDING 30-0" IN
ANY DIRECTION

FIRE SPRINKLERNOTES

DEMOLITION AND CONSTRUCTION SHOULD BE PERFORMEDIN A MANNER

WHERE FIRE PROTECTIONSERVICES (DETECTION, SUPPRESSION,

ANNUNCIATION) ARE INOPERABLE FOR ABSOLUTE MINIMUM PERIODS OF

TIME. EXISTING FIRE SPRINKLERESCUTCHEONS AND AUDIO/VISUAL

DEVICES ARE TO BE RETURNED TO CLIENT/BUILDING MANAGEMENT.

e  ALLSPRINKLERHEADS & COVERSIN OPEN AREASWITH EXPOSED
STRUCTURE & MECHANICAL WORKPAINTED WHITE

LEGEND

NAME—=——INDICATES ROOM OR AREA DESIGNATION
INDICATES ROOM OR AREANUMBER

< : > REFERENCENOTES

- AREANOT IN CONTRACT

GYPSUM CEILING

2' X 2'LAY-INTILE CEILING

‘]. SECTION NUMBER
W DRAWINGNUMBER

é—» «é—» LAY-INCEILING GRID STARTPOINT

HEIGHT=—— CEILING HEIGHT
CEILING TRANSITION

HEIGHT=——-CEILING HEIGHT

HEIGH CEILING HEIGHT
TYPE=——-CEILING TYPE

) CEILING MOUNTED EXIT SIGN (LIGHTED). DARKENED
QUADRANTSINDICATE LIGHT FACES. ARROWSINDICATE
DIRECTION OF EXIT.

WALLMOUNTED EXIT SIGN (LIGHTED). DARKENED
QUADRANTSINDICATE LIGHT FACES.

@ DECORATIVE PENDANT LIGHT FIXTURE
[=———]

RECESSED LINEAR LIGHT FIXTURE

*69 DECORALIGHT SWITCH (GANG MULTIPLE SWITCHES)

L CIRCUITING AND SUBSCRIPTS (IF REQUIRED)
3 - THREE WAY SWITCH
D - DIMMING LIGHT CONTROL
F - EXHAUST FAN
S - PROJECTION SCREEN

k SECURITY CAMERA
@ CEILING MOUNTED EQUIPMENT
SP - SPEAKER

WAP - WIRELESSACCESS POINT
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