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PERMIT SET - NOT FOR CONSTRUCTION

A4.6

1X PAINTED WOOD 
TRIM RADIUSED

INSIDEOUTSIDE

5"

DOOR. SEE SCHEDULE PAINTED WOOD FRAME

1/2" PAINTED WOOD TRIM 
OVER BUILDING PAPER OVER 
1/2" EXT. GRADE PLYWOOD

3 
1 2"

5"

1X4 PAINTED WOOD TRIM

SEALANT &
BACKER ROD, TYP.

- 5/8" GWB
- 1 1/2" METAL STUDS
- 1" AIR SPACE
- 2" SPRAY FOAM INSUL.

EXISTING BRICK WALL

(MIN. 2) 2X4'S AT JAMB

1X PAINTED WOOD 
TRIM RADIUSED

PAINTED WOOD BRICKMOLD

1 
3 4"

1 14"

INSIDE

OUTSIDE

5"

DOOR. SEE SCHEDULE

PAINTED WOOD FRAME

1/2" PAINTED WOOD TRIM 
OVER BUILDING PAPER OVER 
1/2" EXT. GRADE PLYWOOD

FILL STUD CAVITY 
WITH SPRAY FOAM 
INSUL.

3 12" 5"

1X4 PAINTED WOOD TRIM

5/8" PTD GWB

J12 JAMB DETAIL
SCALE: 3" = 1'-0"

2X PAINTED WOOD TRIM

WINDOW. SEE WINDOW 
SCHEDULE AND DETAILS

5/8" PAINTED GWB

LINE OF DRYWALL 
RETURN BEYOND

2X12'S HEADER

RUBBERRIZED WATERPROOFING 
MEMBRANE.

SEALANT

WATERPROOFING MEMBRANE, 
EXTEND PAN UNDER SILL; 
OVERLAP BUILDING PAPER

CONTINUOUS SEALANT 
BEHIND WINDOW FLANGE WINDOW SILL. SEE WINDOW DETAILS

H12 HEAD DETAIL
SCALE: 3" = 1'-0"

EX
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0"

6"

1/4" STEEL BENT PLATE.
PAINT W/COLOR TO 
MATCH WINDOW FRAME

METAL GUIDE BY ROLLING DOOR 
MANUFACTURER

WEATHERSRIPPING BY ROLLING 
DOOR MANUFACTURER

CORNER BEAD

METAL ANGLE BRACKET BY 
ROLLING DOOR MANUFACTURER

INSULATED ROLLING DOOR

- 5/8" GWB
- 1 1/2" METAL STUDS
- 1" AIR SPACE
- 2" SPRAY FOAM INSUL.

J-BEAD

J13 JAMB DETAIL AT ROLLING DOOR
SCALE: 3" = 1'-0"

EXISTING BRICK WALL

+/- 20"

- 5/8" GWB
- 1 1/2" METAL STUDS
- 1" AIR SPACE
- 2" SPRAY FOAM INSUL.

EXISTING STEEL LINTEL. 
PAINT W/COLOR TO 
MATCH WINDOW FRAME

EXISTING LINTEL 
CONFIGURATION AND 
SIZE TO BE VERIFIED IN 
FIELD.

A4.7
DOOR DETAILS

P.T. WOOD BLOCKING ROLLING DOOR HOOD BY MANUFACTURER.  
COLOR / FINISH SELECTED BY ARCHITECT

PAINTED 1/4" BENT STEEL PLATE BEYOND 

MOUNTING BRACKETS BY ROLLING DOOR 
MANUFACTURER

H13 HEAD DETAIL AT ROLLING DOOR
SCALE: 3" = 1'-0"

3 5/8" METAL STUD. 

1X PAINTED WOOD TRIM 
RADIUSED

5"

DOOR. SEE SCHEDULE

INSIDE
OUTSIDE

PAINTED WOOD FRAME

FILL STUD CAVITY WITH 
SPRAY FOAM INSUL.

1 4"

- PAINTED 1/4" MDO PANEL CURVED 
- BUILDING PAPER
- 1/4" PLYWOOD CURVED

1X4 PAINTED 
WOOD TRIM

SEALANT

5"

4"

P.T. 2X12 CUT BOTTOM TO MATCH 
EXISTING BRICK HEADER CURVE.  
FILL CAVITY W/ SPAY FOAM INSUL.
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1X4 PAINTED 
WOOD TRIM

1X4 PAINTED 
WOOD TRIM

1/2" PAINTED WOOD TRIM 
OVER BUILDING PAPER OVER 
1/2" EXT. GRADE PLYWOOD

WOOD HEADER PER 
STRUCTURAL

2  LAYERS GWB. 
PAINT OUTER LAYER

2" SPRAY FOAM INSUL. AGAINST BRICK 
UP TO UNDERSIDE OF FLOOR DECK ABOVE

3'
-4

"
+/

-

H11 HEAD DETAIL
SCALE: 3" = 1'-0"

BACKER ROD & SEALANT

- 5/8" GWB
- 1 1/2" METAL STUDS
- 1" AIR SPACE
- 2" SPRAY FOAM INSUL.

EXISTING BRICK WALL

INSIDE

OUTSIDE

J14 JAMB DETAIL
SCALE: 3" = 1'-0"

CORNER BEAD

3"

P.T. SHIM

BACKER ROD & SEALANT

- 5/8" GWB
- 2 1/2" METAL STUDS
- +/- 1 1/2" AIR SPACE
- 2" SPRAY FOAM INSUL.

ALIGN EDGE OF RUNNER 
W/ EDGE OF M.O.

AL. STOREFRONTINSIDEOUTSIDE

P.T. SHIM

AL. STOREFRONT
BACKER ROD & SEALANT

EXISTING BRICK WALL

INSIDE

OUTSIDE

WOOD SHELF

3"
P.T. SHIM

BACKER ROD & SEALANT

ALIGN EDGE OF RUNNER 
W/ EDGE OF M.O.

AL. STOREFRONT

1/4" Ø

1/4" Ø

1/4" Ø

FROM FLOOR TO 4'-0" A.F.F. FROM 4'-0" A.F.F. TO HEAD

LINE OF WOOD SHELF ABOVE

1X WOOD TRIM RADIUSED 
FINISH TO MATCH WOOD SHELF

1/4" Ø

LINE OF GWB BELOW

AR
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R

EXISTING BRICK WALL

CURVED ALUMINUM INFILL BY 
STOREFRONT MANUFACTURER

2X WOOD 
BLOCKING

H14 HEAD DETAIL
SCALE: 3" = 1'-0"

FRAME BEYOND1 34"

EXISTING GRANITE SILL

NEW PAINTED WOOD 
BRICK MOLD

DOOR PER SCHEDULE

EXISTING BRICK WALL

REMOVE TOP BRICK AND INSTALL 
PRECAST CONCRETE CAP SET ONTO 
EXISTING BRICK WALL

THERMAL BARRIER THRESHOLD 
SET IN SEALANT.

1/2" R

T3 THRESHOLD DETAIL
SCALE: 3" = 1'-0"

FRAME BEYOND1 34"

EXISTING GRANITE SILL

NEW PAINTED WOOD 
BRICK MOLD

DOOR PER SCHEDULE

EXISTING FOUNDATION 
WALL

SADDLE THRESHOLD W/ 
THERMAL BARRIER SET IN 
SEALANT.

T4 THRESHOLD DETAIL
SCALE: 3" = 1'-0"

NEW PAVERS PER 
SITE DRAWINGS

EXISTING BRICK WALL 
BEYOND

EXISTING CONCRETE 
SLAB ON GRADE

T5 THRESHOLD DETAIL
SCALE: 3" = 1'-0"

EXISTING GRANITE SILL

DOOR PER SCHEDULE

SADDLE THRESHOLD W/ 
THERMAL BARRIER SET IN 
SEALANT.

EXISTING BRICK WALL 
BEYOND

NEW DEPRESSED CONCRETE 
SLAB PER STRUCTURAL

EXISTING GRANITE 
STEPS

EXISTING FOUNDATION WALL

FRAME BEYOND

NEW 1 1/4" THICK RANITE 
SLAB OVER THICK SET

NEW CONCRETE SLAB PER 
STRUCTURAL

RIBBER FLOORING

BACKER ROD AND SEALANT

1/2" PAINTED WOOD TRIM 
OVER BUILDING PAPER OVER 
1/2" EXT. GRADE PLYWOOD

NEW OR SALVAGED 
GRANITE SILL

INSULATED ROLLING 
DOOR PER SCHEDULE

EXISTING BRICK WALL

T6 THRESHOLD DETAIL
SCALE: 3" = 1'-0"

PAINTED STEEL BENT 
PLATE BEYOND

NEW CONCRETE SLAB 
PER STRUCTURAL

SPRAY FOAM BETWEEN 
SLAB AND GRANITE

BACKER ROD & SEALANT

T7 THRESHOLD DETAIL
SCALE: 3" = 1'-0"

FRAME BEYOND

DOOR PER SCHEDULE

EXISTING FOUNDATION 
WALL

SADDLE THRESHOLD W/ THERMAL 
BARRIER SET IN SEALANT.

NEW PAVERS PER 
SITE DRAWINGS

EXISTING BRICK WALL 
BEYOND

NEW CONCRETE SLAB 
PER STRUCTURAL

PRECAST CONCRETE CAP DOWELED 
INTO EXISTING FOUNDATION WALL

RUBBER FLOORING1/2": 12"

BACKER ROD 
& SEALANT

BACKER ROD 
& SEALANT

FRAME BEYOND

EXISTING GRANITE SILL
RELOCATED 

DOOR PER SCHEDULE

EXISTING BRICK WALL

THERMAL BARRIER 
THRESHOLD SET IN 
SEALANT.

ADJACENT EXTENDED 
PLATFORM & LIFT BY TENANT

FLOOR FINISH AND 
BASE BY TENANT

- 5/8" GWB
- 1 1/2" METAL STUDS
- 1" AIR SPACE
- 2" SPRAY FOAM INSUL.

ROOF DECK BY TENANT
WOOD BLOCKING PLATFORM FINISH 

EXTENDING TO DOOR 
OPENING BY TENANT

3/4" PLYWOOD

T8 THRESHOLD DETAIL
SCALE: 3" = 1'-0"


