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SCHEMATIC OF BUILT-IN,

DEEP CABINET W/BYPASS-
DOORS. PROVIDE (2)

ADJUSTABLE SHELVES.


WALL ASSEMBLY FOR KNEE WALLS

-TILE (PAINT IN NON-SHOWER AREA)

-TILE BACKER BOARD (GWB IN NON-
SHOWER AREA)

-ROXUL BATT INSULATION (MIN. R-21)

IN 2x6 CAVITY


TILE WALL/CEILING TO 6'-8"


2x9 COLLAR TIES EACH RAFTER, EXPOSED

BUT WRAPPED IN TRIM (IN BATHROOM TO


PREVENT MOLD.


CLOSED-CELL SPRAY FOAM

INSUL. ON EXISTING ROOF

TO MEET R-30. PROVIDE

VENTALLATION BATTS TO

REDUCE FORMATION OF ICE

DAMS @ EVES. MIN. 2"

CLEARANCE ON VENT.

CHUTE EVERY THIRD BAY


SPRAY FOAM CONNECTION

BTW ROOF @ KNEE WALL

FOR AIR SEALING, TYP.


VENT. CHUTE LOCATION,

VENTING TO EVES


PROVIDE SOFFIT VENTS, TYP.


30-YEAR ASPHALT SHINGLES

ON PITCHED ROOF, TYP.
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REPLACE EXISTING ROOF SHEATHING

W/3/4" APA-RATED SHEATHING.
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OVER DECK - TAPERED 2x12 @ 16" O.C.

TAPERS TO 2x8. SOLID BLOCKING @


MIDSPAN. RAILING MIN. HEIGHT OF 42"


0.34


A | CASEMENT B | CASEMENT C | FIXED W/TRIM 

PROVIDE SAFETY GLAZING IN ALL NEW WINDOWS & DOORS. GLAZING ON SOUTH

FACADE SHALL HAVE MIN. U-FACTOR OF 0.35 AND SOLAR HEAT GAIN COEFFICIENT

(SHGC) OF NOT MORE THAN 0.20 AND A VISUAL TRANSMITTANCE (VT) OF 0.43


D | AWNING W/TRIM


EXISTING SIDING, SHEATHING, & TOP

PLATE TYP.


EXISTING FLOOR STRUCT.


EXISTING ROOF

W/DOUBLED-UP RAFTERS,


TYP.


NEW 1 3/4" x 9 1/4" LVL NAILING PLATE.

FASTEN THROUGH SHEATHING TO SOLID

BLOCKING W/5/16" DIAMETER x 3 1/8" LONG

GRK SCREWS, 8" O.C., TYP.


NEW, SOLID 2x10 BLOCKING


FASTEN EACH RAFTER TO NAILING PLATE

W/SIMPSON H2.5A RAFTER TIE, TYP.


Roof Deck

28' - 6"


DOUBLE UP EXISTING RAFTERS, TYP.


PARTIAL HEIGHT WALL TO SUPPORT RIDGE W/(2)

2x6 TOP PLATE. USE PT FRAMING


SOLID BLOCKING


5/8" APA-RATED PT SHEATHING


3/4" APA-RATED SHEATHING


NEW LVL DROP BEAM TO SUPPORT

RIDGE & ROOF DECK (SEE STRUCT).


TAPERED 2x12 JOISTS (SEE STRUCT.

FRAMING)


MECHANICALLY FASTEN JOSTS TO

RAFTERS W/(6) 10d NAILS, TYP.


BOX OUT BEAM W/TRIM OR 5/8" GWB


2x6 BEARING WALL. (2) 2x6 TOP PLATE,

TYP.


CANT STRIP, TYP. 

42" HIGH RAILING, SEE F/A-3.1 FOR TYP.

RAILING CONNECTION TO STRUCT.. 

H2.5A HURRICANE CLIP

CONNECTING LVL TO TAPERED


JOIST - EACH JOIST, TYP.


Roof Deck

28' - 6"


MANUFACTURED DUCK BOARDS OVER EPDM ROOFING


STRAPPING


5/8" GWB, TYP.


TAPERED 2x12 JOIST


3/4" APA-RATED SHEATHING, PREP FOR EPDM ROOFING

PER MANUFACT. INSTR.


ANCHOR RAILING POSTS TO SHEATHING/SOLID BLOCKING W/3/8" DIAMETER LAG

BOLTS, COUNTERSUNK 5" MIN. DEPTH. (2) LAG BOLTS EACH SIDE OF VERTICAL.

BOTTOM OF POST TO HAVE PRE-DRILLED 1/2" x 3" x 4" STEEL PLATE.


H2.5A HURRICANE CLIP


SOLID BLOCKING BTW  ROOF JOISTS, TYP.

AIR SEAL W/SPRAY FOAM INSUL., TYP.


EAVE TRIM TO MATCH EXISTING STRUCT., TYP.


BLOCKING


PROVIDE DRIP EGE, TYP. 

5/8" APA-RATED SHEATHING


PROVIDE HOUSE WRAP & 3/4" RAIN SCREEN

UNDER CLAPBOARDS, TYP.


(2) 2x6 TOP PLATE, TYP.


PLYWOOD PLATE


PACK CAVITY W/RIGID INSUL., TYP.


TRIM TO MATCH EXISTING WINDOWS, TYP.


METAL DRIP EDGE, TYP.


Third Floor

19' - 0"


EXISTING EAVE TO

REMAIN


NEW 2x PLATE FOR FASTENING EAVE TO

BLDG. @ LOCATION OF DORMER W/(2)

3/8" DIAMETER LAG SCREWS EVERY 8"


O.C.


EXISTING 'ATTIC' FLOOR


NEW 2x6 DORMER WALL


NEW WINDOW


5/8" GWB


EXTERIOR (FROM FACE OF STUD)

-5/8" APA-RATED SHEATHING

-HOUSE WRAP

-3/4" RAIN SCREEN

-FACTORY PRIMED WOOD CLAPBOARDS


PROVIDE METAL DRIP EDGE, TYP.
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EXISTING FLOOR STRUCTURE TO

REMAIN (2x9 @ 20" O.C. SISTERED TO

2x10 JOISTS. SECURED @ SILL

W/SIMPSON STRONG TIE) NEW 3/4"

APA-RATED PLYWOOD SHEATHING

FASTENED W/6d NAILS @ 6" O.C.  ON

PANEL EDGES, 12" O.C. ON PANEL

CENTER, TYP. STAGGERED PANEL

JOINTS.


NEW DORMER FRAMED W/2x12 JOISTS @

16" O.C. SOLID BLOCKING @ MIDSPAN,

TYP.


SIMPSON H2.5A HURRICANE CLIP EACH

JOIST, TYP.


PROVIDE SOLID

BLOCKING FOR

SHELVING, TYP.


36" AFF RAILING, TYP.


NEW 3/4" APA-RATED ROOF

SHEATHING FASTENED W/8d NAILS @

6" O.C. ON PANEL EDGES @ 12" O.C.

ON PANEL CENTER. STAGGERED

JOINTS. 60 MIL EPDM W/SRI OF 90 OR

BETTER ROOFING MEMBRANE

BONDED TO SANDED & CLEANED

SHEATHING, TYP. FOR ALL LOW-
SLOPE ROOF AREAS. PROVIDE METAL

DRIP EDGE ON ALL SIDES, TYP.


2

12


FASCIA TO MATCH EXISTING.


SEE D/A-3.1 FOR

REINFORCING DETAIL


2x6 STRAPPING @ 12" O.C. TO

SUPPORT 1/2" GWB CEILING.


PROVIDE BLOCKING @

MIDSPAN


NEW RIDGE BEAM.


DOUBLE UP EXISTING 3x5 (ACT)

W/NEW 2x6 RAFTERS, TYP.


NEW

OPENING

FOR

SKYLIGHT.


DOUBLE UP EXISTING RAFTERS, TYP.


KILN DRIED, 2x1
2s T

APERING TO 2x6
 @ EAVE. BLOCKING


@ MID-SPAN. SPACING 16" 
O.C., TYP. OVER DECK AREA


(2) 2x12


5.5x5.25 LVL POST


LVL HEADER


5.5x5.25 LVL POST 

5.5x5.25 LVL POST. CONNECT END POST TO LVL

W/LCE6Z POST CAP


5.5x5.25 LVL POST 

(2
) 
2
x1

2



(2
) 
2
x1

2



(2
) 
2
x1

2



(2
) 
2
x1

2



LVL

HEADER


5.5x5.25

LVL

POST


5.5x5.25

LVL

POST


(2) 2x6


(2) 2x6


(2
) 
2
x6




(2
) 
2
x6




5.5x5.25 LVL POST. CONNECT

END POST TO LVL W/LCE6Z POST

CAP


(2) 1 3/4" x 9 1/4" LVL HEADER OVER

ENTIRE WINDOW BANK. CONNECT

MECH. TO LVL POSTS W/SIMPSON

AC6 POST CAP, TYP.


DROP (3) 1  3/4" x 14"

LVL BEAM TO

SUPPORT DECK

ABOVE. FASTEN TO

5.5x5.25 POSTS

W/SIMPSON POST

CAPS


FRAME ROOF OF STAIR TOWER W/2x10

@ 16" O.C., TYP.


RUN 2x8 PLATE ALONG LENGTH OF BUILDING. FASTEN TO

SUBFLOOR W/LAG SCREWS EVER 8", TYP. TIE EACH RAFTER

TO NEW PLATE W/SIMPOSON ______ TIE, ON ALL AREAS OF

ROOF THAT ARE NOT DORMERED, TYP. SEE D/A-3.1 FOR

SECTION DETAIL.


5.5x5.25

LVL

POST
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 1 /4" = 1 '-0" 
A
Section 1


No. Description Date


 1 /4" = 1 '-0" 
B
Section 2


0' 2' 4' 8' 16' 

WINDOW SCHEDULE


Type 

Rough Opening


Type 
Head

Height Comments
Width Height


A 2' - 9" 6' - 0" Casement with Trim 7' - 0"


B 2' - 9" 6' - 0" Fixed with Trim


C 2' - 6" 5' - 0" Double Hung with Trim 7' - 0"


D 2' - 0" 2' - 0" Awning with Trim 7' - 0"
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WINDOW LEGEND
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D
REINFORCING DETAIL
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E
RIDGE DETAIL
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F
SOUTH WALL DETAIL
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H
DETAIL @ THIRD FLOOR
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G
WINDOW SILL DETAIL


 1/4" = 1 '-0"

C
Section 3
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1
Roof Framing 
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