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TAG
AIRFLOW

(CFM)
THROW(L) THROW(S) Nc

PATTERN MODEL

SP.LOSS

(IN.WG.)

NECKPANEL

SIZE(IN) SIZE(IN) DUCT CONN.(IN)

A

B

AA

FLOOR15014.0 200 DOM. HWET-2 ST-30V-C- 12.0

AIR SEPARATOR PERFORMANCE SCHEDULE

TAG
(GPM)

W.P.D Cv
FACTOR

STRAINER
(Y) OR (N) SERVICE MODEL

TEMPERATURE
(DEGREES F)

PRESSURE
(PSI)

N

RATE
MAX. WORK’G. MAX. WORK’G.

PIPE SIZE(IN)

FLOW

270 125 HWS/R

BASIS OF DESIGN = TACO

AS-1 -

(PSI)

BFP PERFORMANCE SCHEDULE

TAG
(Y) OR (N) BODY STYLE* SERVICE MODEL

SIZE
(PSI)

Y

(GPM)
RATE

W.P.D
TEMPERATURE
(DEGREES F)

PRESSURE
(PSI)

MAX. WORK’G. MAX. WORK’G.
TESTABLE

FLOW

BFP-1 RPZ

YBFP-2 RPZ

YBFP-3 RPZ

BASIS OF DESIGN = ZURN-WILKINS

975XL

975XL

975XL

180 175

180 175

180 175

15.0

15.0

3/4" BOILER FILL

WATER ENTRANCE

WATER ENTRANCE2"

2"

20.0 12.0

100.0

100.0

TRAP PRIMER CONNECTION DETAIL

TRAP PRIMER ALTERNATE

LOCATION, IN WALL WITH

ACCESS PANEL.

TRAP PRIMER ABOVE

SUSPENDED CEILING.

PLUMBING FIXTURE,

TYPE MAY VARY.

NTS

CW & HW SUPPLIES.

ISOLATION VALVES.

CW

HW
PIPING ABOVE CEILING.

PIPING IN WALL.

CW TO TRAP.

\" CW

NOTE - ALL FLOOR DRAINS SHALL HAVE TRAP PRIMERS,

CONNECT TO NEAREST FIXTURE.

AIR DEVICE PERFORMANCE SCHEDULE

FLOOR240 12520.022.644.4 AX-80VET-3 SOLAR300

100

140.0 4" 4904AD0.6

EXPANSION TANK PERFORMANCE SCHEDULE

TANK
VOLUME

ACCEPTANCE
VOLUME

MIN. REQ’D.
ACCEPT.VOL.TEMPERATURE PRESSURE

(PSI)

WEIGHT
(LBS)

TAG
(GAL) (GAL) (GAL)

MAX. WORK’G. MAX. WORK’G.

(DEG F) SERVICE MODELMOUNTING

FLOOR240 125 HWS/RET-1

BASIS OF DESIGN = AMTROL

AX-144V77.0 34.0 32.0 600

RATE
(GPM)

FLOW
TAG Cv

(IN)
TYPE

V-1

CONTROL VALVE SCHEDULE

1.3 2-WAY, 2-POSITION

VALVE
SIZE

\"

SERVICE

6.8 3-WAY, MIXING["

1.0-2.0

4.0 ERVs

OUTPUT MOUNT’G. ENCLOSURE ENCLOSURE
LENGTH(FT)

ELEMENT
LENGTH(FT) TUBE SIZE(IN) FINS/FOOT MODEL

WATER TEMP. & 60^F ENTERING AIR TEMPERATURE

TAG
(GPM)

FLOW
RATE

2.0

HEIGHT(IN)HEIGHT(IN)

** 3/4" 55

FINTUBE PERFORMANCE SCHEDULE

FTR-1

BASIS OF DESIGN = STERLING

0 SENIOR*

* - ELEMENT LENGTH SHALL BE AS REQUIRED TO MEET LOAD INDICATED ON DRAWINGS.

** - ENCLOSURE LENGTH SHALL BE ELEMENT LENGTH PLUS 12" OR WALL TO WALL.

VALVE TAG

9-13/16"

(MBH/FT)

V-1

RELIEF DOWN TO

6" A.F.F., TYP.

|" RELIEF DN

TO 6" A.F.F.

SPRING

ISOLATOR.

AAV

V

T

12" MAX.
T

T

AS-1

ET-1

NTS

MOUNT ON WALL

AT 6’-0" AFF.

1" CW

BFP-3

SPRING TYPE

VIBRATION ISOLATION

HANGER, TYPICAL.

1-|" INDIRECT

WASTE TO 6"AFF.

1-\"

1" CW

PP
T

CP-1B

CP-1A

PP

P P
T

CP-2B

B-2

CP-2A

PP

BOILER PIPING SCHEMATIC

12 GAL. CHEMICAL

BATCH FEED TANK.

1-\" PURGE

POINT, TYP.

RELIEF DOWN TO

6" A.F.F., TYP.

4" HWS/R

3" HWR

LWCO

PRV

LWCO

PRV

4" HIGH REINFORCED

CHAMFERED EDGES, TYP.

B-1

CONCRETE PAD W/ 1"

NTS

FINISHED

FLOOR.

VB

T

T

1-\" CW

1-\" HW

DOMESTIC HOT WATER PIPING SCHEMATIC W/ SOLAR PREHEAT

VB

T1-\" HW

1-\" CW

VB

T1-\" HW

1-\" CW

VB

T1-\" HW

1-\" CW

RELIEF PIPE FULL

SIZE DOWN TO 

6" AFF, TYPICAL.

ET-2

1"

T

N.C.
1-\" BYPASS

TT

1-\" CW

CP-6

T

SPHT-1 SPHT-2 SPHT-3

VB

T

T

(140^F) (140^F) (140^F) (140^F)

T

 

 

 

4" HIGH REINFORCED

CHAMFERED EDGES, TYP.

T&P RV, TYP."TEMP OUT"

"TEMP IN"

A.T.C.

A.T.C.

A.T.C.

ETMV-1

1-\" CW

1-\"

1-\"

1-\" HW

(120^F)

 

A.T.C.

"FLOW-T"

"FLOW-S" T

CP-7

VB

T1-\" HW

1-\" CW

(140^F)

SPHT-5SPHT-4

CONCRETE PAD W/ 1"

SV-1

T

T

T

CWST

T

HWST

(140^F)

T

T

T

CP-8

1-\" HW

1-\"

VB

HEX-1

HEX-1

P

P

P

P

VFD VFD

CP-4 CP-3

3"3"

DIFFERENTIAL

PRESSURE SENSOR.

DIFFERENTIAL

PRESSURE GAUGE.

DOUBLE SPHERE

FLEXIBLE PUMP

CONNECTORS,

TYPICAL.

CONCRETE SHIM AS REQUIRED

FOR CLOSE-COUPLED PUMPS, TYP.

SUCTION

DIFFUSER,

TYP.

V

T
T3" HWS

4" HIGH REINFORCED CONCRETE PAD

WITH 1" CHAMFERED EDGES, TYPICAL.

T

(CP-8)

(A.T.C.)

(A.T.C.)

(CP-2B)

(CP-1B)

(CP-1B)

(CP-2B)

HEATING PERFORMANCE BASED ON 160^F AVERAGE

0.56

PRESSURE REDUCING

VALVE, SET TO 26 PSIG.

FTR

V-2

SP LOSS

(IN.WG)

AIR VEL.

(FPM)

SIZE

(INCHES)
FREE AREA

(SQ.FT)

DRAINABLE

(Y) OR (N)

BLADE ANGLE &

FRAME DEPTH
TAG

(CFM)
FLOW
AIR

SERVICE MODEL

Y

(W x H)

BASIS OF DESIGN = RUSKIN

LOUVER PERFORMANCE SCHEDULE

36x18L-1 - - - 2.26

37.5^, 6" LC6375D

L-2 IS A COMBINATION LOUVER/CONTROL DAMPER THAT SHALL BE INTERLOCKED TO OPEN WITH

THE ACTIVATION OF THE ELEVATOR LOBBY SMOKE DETECTORS ON EACH FLOOR.

Y36x36 ELEVATOR VENTL-2 - - - 4.05

ELF6375DX35^, 6" EMR VENT

C

D

BB

CC

2"

2"

3"2-\" HWS/R

TYPICAL.

- 20- 0.05 4000D

- -- 0.05

- 20- 0.05

-

-

-

1/2", 0^-

- 1/2", 0^ 4000D

20

75

1008x8

- 20- 0.05 -- 1/2", 0^ 4000D17512x12

- 200.05 --275 4-WAY8x824x24

- -- RHD1/2", 35^0.05 -20

- -- RHD1/2", 35^0.05 -20

6x6

6x6

8x8

75

75

-

BASIS OF DESIGN = (M)METALAIRE, (A)ALDES

(A) *

12x12 150

* COMBINATION GRILLE/ALUMINUM FILTER, REMOVABLE, WASHABLE.

5000D

4"

4"

1-\"

1" RHW

1"

1-|" 3"

WALL MOUNT.

WALL MOUNT.HOT WATER

STORAGE TANK.

AO SMITH TJV-200-M

COLD WATER STORAGE TANK.


