LANDSCAPE SPECIFICATIONS

1.0 DESCRIPTION
\\\| REMOVE ALL LABELS, TAGS
,, _wwn_wzoﬂ_mm __..._m\_w_w_oz MATERIAL A. All applicable portions of General Requirements are to be considered as included with this section.
B&B TREE B.  Work under this Section shall include all labor, materials, services, equipment and accessories necessary to furnish and mstall plant material in complete
N[ £ accordance with the specifications and applicable Drawings.
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— : = 2 1.2 QUALITY ASSURANCE o |a|&
o / — SET ALL PLANTS PLUMB o . . . . . . =25
A\ DO NOT MULCH DIRECTLY AGAINST I w I A. Installer's Personnel Qualifications: Reputable landscape contractor with a min. 5 years experience in landscape construction and licensed to perform work ol IR~ IR B¢
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PLANT SO ._._.~_~>._. TOP OF ROOT _— TREE TRUNK. START FEATHERING 1 /|\HU as described in this section. ala _M =
BALL IS 2—-3" ABOVE THE FINISHED _ DEPTH OF MULCH 8" FROM TRUNK —qE= b)Yl olo
GRADE. ] » L|lOo|z|@¥
mwwAlv TO A DEPTH OF LESS THAN 3" AT 3" MULCH — DO NOT MULCH B. Comply with applicable federal, state, county and local regulations governing landscape materials and work. | 53|
5 STRAND TWISTED GALV. WIRE L\Iw THE TRUNK. DIRECTLY AGAINST TRUNK cj|jojo | &

SECURED TO STAKE & ENCASED IN 4

BACKFILL WITH EX SOIL. RRA
WATER AND TAMP TO REMOVE 13 WA NTY

AIR POCKETS.

1" DIA. RUBBER HOSE, OR APPROVED OTHER 3" THICK MULCH RING — 6’ DIA. MIN. OR AS SHOWN ON PLAN

LAY

HARDWOOD STAKES 2"X 2" L
DRIVEN (MIN. 18”) FIRMLY INTO
SUBGRADE PRIOR TO BACKFILLING

BURLAP & TYING MATERIAL
SHALL BE CAREFULLY REMOVED
OR CUT BACK TO THE BOTTOM
OF THE PLANTING HOLE.

BACKFILL WITH 3 PARTS LOAM
TO ONE PART PEAT. MUST BE
FREE OF UNDESIRABLE
MATERIALS. WATER TO REMOVE
AIR POCKETS.

SLOW RELEASE FERTILIZER PACKET
6—8" DEPTH, 3 PACKETS REQUIRED

FORM EARTH SAUCER (27)

A. Warranty that all plants: (Trees, Shrubs, Perennials, Ornamental Grasses, Groundcovers, etc.) planted under this Contract shall be healthy and in flourishing
B&B OR CONTAINER SHRUB condition of active growth for one (1) year and all lawns shall be guaranteed for thirty (30) from date of Final Aceptance by Owner.
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B. If areplacement plant dies, the contractor shall assist in determining the specific plant issue and advise accordingly. Any damage due to replacement
operations shall be repaired by the Contractor. At the end of the warranty period, inspections shall be made by Owner and Project Landscape Architect. All
plants not in a healthy growing condition shall be removed and replaced with plants of a like kind and size before the close of the next planting season.

PLANT SO THAT TOP OF ROOT

BALL IS 2—3" ABOVE THE 1.4 MATERIALS
FINISHED GRADE.

1. REFER TO DETAIL 1—4 FOR GENERAL PLANTING AND
UNDISTURBED STAKING NOTES.

. - BACKFILL BELOW ROOTBALL . .
UNDISTURBED EXISTING SOIL TO BE 1/2 DEPTH OF ROOTBALL 2. SLOPES 3:1 AND GREATER SHALL RECEIVE AN [] mw%jm_m%ﬂmomn_&z A. All plant stock shall be nursery grown and comply with ANSI Z60.1 (American Standard for Nursery Stock).
NO SCARIFICATION BELOW ROOTBALL 36" + BALL DIA (12" MIN). APPROVED EMBANKMENT STABILIZATION SYSTEM TO ( )
- CREATE A LEVEL TREE PIT.

NOTES: | 11 MAX B.

REMOVE STAKES AND GUYS AFTER ONE YEAR.

1 DECIDUOUS TREE PLANTING & STAKING 5 TREE & SHRUB PLANTING ON SLOPE

NOT TO SCALE NOT TO SCALE

All stock shall be balled and burlapped (B&B), container grown stock, or sod.

C. Damaged plants and plants that do not meet requirements will be rejected.

D. All groundcover sod shall be strongly rooted, free of weeds and undesirable native grasses. Provide only sod capable of vigorous growth and development
when planted (viable, not dormant) .

7/ E.  Mulch: Shredded, dark brown/black bark mulch (no pieces larger than 3" in any direction) at least 6 months old, shall consist of soft wood bark fragments of
* PLANT SO THAT TOP OF ROOT such size and texture as to successfully resist washing or blowing under normal conditions, but capable of being easily and uniformly spread around the
BALL IS 2—3" ABOVE THE FINISHED \ plants. The mulch shall contain no foreign material.
GRADE. ’ REMOVE ALL LABELS, TAGS
/ / AND OTHER FOREIGN MATERIAL e . . .
« BURLAP & TYING MATERIAL \ \ FROM TREE LIMBS F. Tree Stabilization: Stakes for tree support shall be hardwood free from knots, rot, cross grain or other defects that would impair strength. Chafing guards
SHALL BE CAREFULLY REMOVED 8 NOTES shall be all the same color on the project
OR CUT BACK TO THE BOTTOM AN SNG DO NOT STOCKPILE MATERIALS OR PLACE
OF THE PLANTING HOLE. A ;.V« CONSTRUCTION EQUIPMENT INSIDE FENCED S ER— o : tian- Ni 0 : -4 R0 0 idi
ENCLOSURE. G. Fertilizer: Slow release packets containing the following composition: Nitrogen 16%, Phosphoric Acid 8%, and Potash 16 % (3 packets, spaced equidistant
* FLAG GUYING WIRES WITH "
SURVEYOR TAPE ALL WORK INSIDE DRIPLINE SHALL BE DONE BY per tree and 1 per shrub at 6-8" depth).
DO NOT MULCH DIRECTLY AGAINST — — HAND.
» TREE TRUNK. START FEATHERING
RUBBER HOSE 17 DIA. \Q\\ DEPTH OF MULCH 8" FROM TRUNK = LOCATE FENCE AT DRIPLINE, TYP. 1.6 INSTALLATION O %
4 ” g s
w >m./ﬁ\m >ozco<_ _./__./m<_ m<w\_.__wﬁ_w S BHV(«‘ ﬁm_mb,._._wm__/u:.mI OF LESS THAN 3" AT %‘ AT DRIPLINE \V A. Site Preparation: Prior to beginning the work of this section, verify that site grading and planting bed preparation have been properly completed. .m M
OR APPROVED OTHER T STEEL FENCE POST OR WOODEN STAKES A n w n o
\‘ \ SLOW RELEASE FERTILIZER Z PLACED ON 6’ TO 8 CENTERS AROUND B. Seasons for planting, unless otherwise directed by Project Landscape Architect, shall be within the following dates: 0 &
A \%4»‘ PACKET, 6—8" DEPTH, " TREES TO BE PROTECTED < I
A\ N> 3 PACKETS REQUIRED o B 0
\ ) .. m 2 ~—————SNOW FENCE, ORANGE CONSTRUCTION __ 1. Potted and Container Grown Plants: Spring 4/1 to 7/15, and Fall 8/15 to 11/15 & - O
FORM EARTH SAUCER (2") ] 3, THICK MULCH RING — = =z POSTS TO COMPLETE TREE ENCLOSURE c Q3
A O DIA- MIN. OR AS SHOWN ON PLAN 2 ¥ 2. Balled and Burlapped: Spring 4/1 to 7/15, and Fall 8/15 to 10/15 =<
3 STAKES (TOP OF N < . Balled and Burlapped: Spring 0 , and Fa 0 d 05
» 8< FOR WORK WITHIN DRIPLINE, BRIDGE THE QL
STAKE 67 ABOVE GROUND) y1 i / oA MR va L e C. Inspection: The landsca tractor shall notify Project Land Architect a mini f481 ior to installation to coordinate inspection and . <
SN T — — ) o PLYWOOD MATS AND WHERE NEGESSARY WITH . pe : cape contractor shall notify Project Landscape Architect a minimum o hours prior to installation to coordinate inspection an o -
spcre i s eats - —Ilew | P S CE  Berik lcation ofplant matcral =g
_— 0 RN R U O N R ) RS o N VR O Y Q
. — O = == = = = = =] . . . e . . . t o 0
MUST BE FREE OF _| : A L N | 7H,EHEHEHﬁ7H7 = D. Plant Placement: Plant material locations and bed outlines shall be as indicated on the Landscape Plan or as coordinated in the field by Project Landscape 5
UNDESIRABLE MATERIALS. _] |_ _ _| B V Architect. Turf shall be cut from planting beds by sod cutter or hand cutting. Plant material locations may be adjusted slightly to meet field conditions 0 G
WATER TO REMOVE AIR _ _ _ _ _ _ : b g y g y ) ghtly . = 5
POCKETS.
_ _|_ _ _ UNDISTURBED @ |_|m m m %m m O O |_| _U m O |_|m O |_|_ O Z _U m |_|>_ _I E. Planting: All planting shall be done as shown on drawings and as specified herein and in strict accordance with standard horticultural practices. Dispose of
xwo_mmoﬂhw_wwqm_wfﬂm_wzmm om,\o_T BACKFILL BELOW ROOTBALL NOT TO SCALE subsoil removed from planting excavations off-site.
» TO BE 1/2 DEPTH OF ROOTBALL
ROOTBALL 36" + BALL DIA. (12" MIN) ) ) . . 1 s . . . -
‘ F.  Groundcover Sod: Do not install if sod is dormant or ground is frozen. Lay sod with tightly fitting joints, no overlaps with staggered strips to offset joints.

NOTES: ‘ Anchor sod on slopes to prevent slippage. Do not exceed 3:1 slope. Water thoroughly immediately after planting.
REMOVE STAKES AND GUYS AFTER ONE YEAR. .

> EVERGREEN TREE PLANTING & GUYING

NOT TO SCALE

G. Pruning: All dead or damaged branches shall be removed from trees and shrubs.

H. Staking & Guying: Plants shall be staked and guyed within 24 hours of planting according to drawings provided.

I.  Mulching:

REMOVE ALL LABELS, TAGS 2” X 10” PLANKS TIED

SCARIFY ROOTBALL USING A SHARP

BLADE EVERY SIX INCHES AROUND THE AND OTHER FOREIGN MATERIAL . . . . ..
CRCUMEERENGE AND 16 A DEPTH OF FROM LIMBS Mmmwﬁzcmm%émﬂ ROPE 1. Trees and shrubs: rings around trees and entire shrub or entire planting areas as indicated on Landscape Plan.
TWO INCHES. DO NOT MULCH DIRECTLY AGAINST TREE TRUNK. MIN. 8 Hicnle Rl

START FEATHERING DEPTH OF MULCH 4" FROM : 2. Planting Areas: 3 inches average thickness of mulch over entire planting area. The edges shall be cut so that the mulch maintains its depth and does not spill
PLANT SO THAT TOP OF ROOT TRUNK TO A DEPTH OF LESS THAN #° AT THE LIMB & g P & g P P

onto adjacent surfaces. Edge trimmings shall be removed from the site.

mmw_w m_m 2—-3" ABOVE FINISHED . : “ TRUNK.
. \ SLOW RELEASE FERTILIZER PACKET :

6-8" DEPTH, 1 PACKET REQUIRED H. Watering: Water shall be tanked to the site by contractor unless other arrangements have been made with the Owner.

S 3" BARK MULCH
FORM EARTH SAUCER (27)

BURLAP & TYING MATERIAL
SHALL BE CAREFULLY REMOVED

OR CUT BACK TO THE BOTTOM I.  Clean-up: The Contractor shall remove all debris, construction equipment, excess fill, rocks, and other excess material caused by this work, from the site

Portland, Maine
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OF THE PLANTING HOLE. ] m_,___H___ NOTE: upon completion of work. m R LL]
BACKFILL WITH 3 PARTS LOAM = USE TREE TRUNK PROTECTION DETAIL WHEN WORK OTHER THAN HAND WORK IS TO A M)
TO ONE PART PEAT. MUST BE —|F BE PERFORMED WITHIN THE DRIP LINE OF THE TREE. END OF SECTION @) a) O
FREE OF UNDESIRABLE MATERIALS. e KN S R
WATER TO REMOVE AIR POCKETS. 7Ll — Gyt
i [ pEeses BACKFILL BELOW
L T T = = ROOTBALL TO BE 1/2 DEPTH
._.__ﬂ_ | _ﬂEﬂEm_ | _ﬂ__. OF ROOTBALL (8" szv. w ._|_N C Z _A _U _N O._|_MO._|_ OZ R N ol
UNDISTURBED EXISTING —llI= NOT TO SCALE O
SOIL—NO SCARIFICATION _ 12" + BALL DIA. _ LLJ
BELOW ROOTBALL _ _ _| S G
2\ SHRUB PLANTING + souwoges s ereoes oy << &
PROJECT LANDSCAPE ARCHITECT, TYP. N =
NOT TO SCALE W N
WIDTH OF BED VARIES — K D L
SEE PLAN A > L
_ _
SCARIFY ROOTBALL USING A SHARP GROUNDCOVER 7 L A R
BLADE EVERY SIX INCHES AROUND THE SPACING R G
CIRCUMFERENCE AND TO A DEPTH OF SEE PLAN ! 11 B

TWO INCHES.

EDGE CONDITION VARIES 3" MULCH
SEE LANDSCAPE PLAN

Landscape Details

EXPOSED HEIGHT VARIES

PLANTING BED TO BE 12” ] D iy ‘
DEEP — BACKFILL WITH 3 Il T el — ,
PARTS LOAM TO ONE PART — == A

PEAT. MUST BE FREE OF J—

===

POCKETS.

— =
UNDESIRABLE MATERIALS. = E\i =W T —| [ [==He=H=—ExisTiNG soiL
St NEMOVE AR = = 2288 L M==1]

| 1/3 DIA. |

UNDISTURBED EXISTING T == T
SOIL—NO SCARIFICATION :,E 1] E,\:f\p \E\E,HE BOULDER PLACEMENT:

BELOW ROOTBALL PLACE SELECTED BOULDERS AS SHOWN ON PLAN OR AS DIRECTED BY PROJECT LANDSCAPE ARCHITECT SO THEY
LOOK AS IF THEY HAVE OCCURRED NATURALLY AND ARE IN A STABLE POSITION. SUBMERGE EACH BOULDER MIN.
1/3 OF THE DIAMETER INTO GROUND SO THAT NO UNDERCUTS ARE SHOWN. HANDLE WITH WOOD—LINED BUCKET

R_v _Hu mm mZ Z _ >_| O_N Om OC Z U Oo<mm _Hu _|>Z |_|_ Z O OR CLOTH STRAPS TO MINIMIZE SCRATCHING.
NOT TO SCALE m woc _I_Ummm SHEET \— m

NOT TO SCALE




