ADJACENT BUILDING

NEW VELLUX SKYLIGHT
NEW ROOF MEMBRANE

CLEAN AND REHABILITATE ARCHITECTURAL
METALWORK. REPLACE AS NECESSARY.

CLEAN DECORATIVE DORMER TYMPANUM, TYP.

CLEAN AND REHABILITATE SLATE. REPLACE
AS NECESSARY.

REPLACE ALL STANDARD DOUBLE HUNG
WINDOWS, SEE A-602

REPAIR AND REPLACE GUTTERS IN KIND AS
NECESSARY.

REPAIR AND REPLACE METAL CAP &
FLASHING

REHABILITATE AND REPAINT WOODEN
CORNICE & DENTIL

CLEAN DECORATIVE TERRACOTTA, TYP.

REMOVE AND REPLACE DOWNSPOUT
ON BLDG INTERIOR, SEE PLANS

REMOVE INSET SQUARE FRAME

REHABILITATE BAY WINDOW
WOODWORK, TYP.

REHABILITATE AND REPLACE PORTICO
ROOF AND FLASHING

REHABILITATE AND REPAINT WOODEN
ENTRANCE PORTICO

REHABILITATE STOREFRONT ROOF AND TRIM

REMOVE WINDOWS & MULLIONS, SEE
A-603 FOR STOREFRONTS

CLEAN MTL RAILINGS AT ENTRANCES

CLEAN STONE MASONRY AT ENTRANCES

N

\
\

REHABILITATE AND REPOINT CHIMNEY AS

NECESSARY.

REHABILITATE AND REPOINT CHIMNEY AS
/ NECESSARY.

/ NEW ROOF MEMBRANE
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E/ CLEAN DECORATIVE DORMER TYMPANUM, TYP.

CLEAN AND REHABILITATE SLATE. REPLACE

AS NECESSARY.
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) REPAR AND REPLACE GUTTERS IN KIND AS
L T NECESSARY.

REPAIR AND REPLACE METAL CAP &
T g\ / FLASHING
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\ CORNICE & DENTIL
CLEAN DECORATIVE TERRACOTTA, TYP.

FINISHED 2ND FLOOR
ELEV + 11'=2"
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—— CLEAN DECORATIVE TERRACOTTA, TYP.

| REHABILITATE STOREFRONT ROOF,
FLASHING AND TRIM

REMOVE AND REPLACE DOWNSPOUT
ON BLDG INTERIOR, SEE PLANS

| SEE A-603 FOR STOREFRONTS

<$F\N\SHED 1ST FLOOR
ELEV + 00'-00"
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/ CLEAN & LEVEL PERIMETER STONE MASONRY

/ZANNORTH ELEVATION AT CONGRESS STREET
w 1/4" = 1'-0"

NEW RETAIL ENTRANCE DOOR
SEE A-603 FOR STOREFRONTS

REHABILITATE GLASS BLOCK WINDOW, TYP.

REMOVE AND REPLACE DOWNSPOUT
ON BLDG INTERIOR, SEE PLANS

r SHARED ALLEY ACCESSWAY
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