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OTHER WISE, MATCH EXISTING MATERIALS.
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CONFIGURATION AT ALL LOCATIONS. LAY
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MATCH EXISTING IN COLOR, POINTING

PROFILE AND SAND SELECTION.   REMOVE

RESIDUAL MORTAR FROM ADJACENT

MATERIAL IMMEDIATELY. DO NOT LET

HARDEN ON MASONRY FACE. MORTAR MUST

CURE FOR AT LEAST 14 TO 30 DAYS PRIOR

TO FINAL WASH (CURING TIME MAY VARY

DEPENDING ON WEATHER CONDITIONS).

WASH MASONRY WITH SPECIFIED PRODUCT

LISTED IN THESE DOCUMENTS.  ADDITIONAL
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THE DESIRED APPEARANCE.
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6MM HELICAL WALL TIES AS PER THE
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NOTED. RE-POINT JOINTS IN
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PROPORTIONALLY MIXED BY

VOLUME POINTING MORTAR.  DO

NOT LET HARDEN ON THE

SURFACE OF MASONRY. MORTAR

MUST CURE A MINIMUM OF 7 TO

14 DAYS PRIOR TO FINAL

WASHING.  WASH MASONRY WITH

SPECIFIED PRODUCT LISTED IN

THESE DOCUMENTS.  ADDITIONAL

WASHES MAY BE NECESSARY TO

OBTAIN THE DESIRED

APPEARANCE.
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