
6"-8" 
VARIES


4
M

M
 S

.S
. 
H

E
L
IC

A
L
 A

N
C

H
O

R
 1

2
" 

O
.C

. 
H

O
R

IZ
O

N
T

A
L
L
Y



A

N
D

 E
Q

U
A

L
L
Y

 S
P

A
C

E
D


 
V

E
R

T
IC

A
L
L

Y



4MM S.S. HELICAL

ANCHOR 12" O.C.

HORIZONTALLY

AND EQUALLY

VERTICALLY


1" 1" 
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CONTRACTOR
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DETAIL IMAGE ELEVATION
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1"


TBD


CONTRACTOR

TO COORDINATE

PULL TEST FOR

ANCHOR DEPTH

SPECIFICATION


RUBBLE WALL
6"-8" CAPE  VENEER B/S 

EXISTING RUBLE OR

MASONRY BACKUP


1"


4MM S.S. HELICAL TIE RODS

IN BONDING ADHESIVE,

INSTALL AS PER

MANUFACTURERS

SPECIFICATIONS


MAINTAIN MIN 1" FROM

FACE


VERIFY ACTUAL DEPTH

REQUIREMENTS WITH

MANUFACTURER'S

SPECIFICATIONS
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PULL TEST FOR

ANCHOR DEPTH

SPECIFICATION
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HELICAL WALL TIE INSTALLATION


- SCALE: 6"=1" 4 - 

3 - SCALE: 1"=1'


HELICAL WALL TIE PATTERN


HELICAL CRACK STITCH @ BUTTRESS

SCALE: 1/2"=1"
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HELICAL WALL TIE INSTALLATION 
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