
3'-10"


F.O. EXISTING WALL TO

CENTERLINE OF COLUMN
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4


A2.01

4


REFERENCE DETAIL 7

THIS SHEET


A2.01

2


PTD 1X12 PVC TRIM BOARD


PT (2) 2X12 RIM JOIST

REFERENCE DETAIL 7 THIS


SHEET


PT (2) 2X6 FRAMING

@ 16" O.C.


PTD 2X2 WD BALUSTERS @ 4" O.C.


FRP COLUMN WRAP


PT 4X4 WD COLUMN


3" WIDE T&G COMPOSITE

DECKING - PICTURE FRAMED


3/4 PVC SCOTIA MOLDING


PTD HEAVY DUTY WD LATTICE (1 5/8" OPENING) 

JOIST HANGER


A2.01

5


BLACK ASPHALT SHINGLES

ON 30 LB ROOFING FELT ON


5/8" ROOF SHEATHING


ALUMINUM DRIP EDGE


PTD PVC MOLDING


 PTD 1X5 PVC FASCIA


PTD 1X4 PVC TRIM


PTD 1/2" T&G FIR

BEADBOARD CEILING


PTD PVC MOLDING


RAFTER - REFERENCE

DETAIL 7 THIS SHEET


PTD 1X PVC SOFFIT


FRP COLUMN WRAP


PTD 1X8 PVC FRIEZE

BOARD


LEDGER - REFERENCE DETAIL

7 THIS SHEET


REMOVE MORTAR FOR CONTINUOUS

COUNTER FLASHING  IN JOINT


CONTINUOUS SEALANT


BASE FLASHING


10 3/4"


DIMENSION FROM

CENTERLINE OF


COLUMN TO END OF

RAFTER GALVANIZED RAFTER HANGER


BEAM - REFERENCE DETAIL

7 THIS SHEET


8" FRP COLUMN


4X4 PT POST


EDGE OF DECK


BLOCKING AT TOP

AND BASE


GUARDRAIL


8" SONOTUBE BELOW


NEW DECK RAILING


7"


1ST FLOOR - NEW

0"


PTD 2X2

BALUSTER


PTD 2X4 -
BEVEL

EDGES


PTD 2X4


2
'-
8
 1

/2
"


3
 1

/2
"


TOP OF RAIL

@36" PER

IBC SEC.


3409.1


PTD 1X8 PVC TRIM BOARD


CONTINUOUS PT 2x8


PT WD COLUMN - REFERENCE DETAIL 7 THIS SHEET


PTD WD HEAVY DUTY LATTICE (1 5/8" OPENING)


POST BASE - REFERENCE

DETAIL 7 THIS SHEET


PT 2x4 AS REQ'D TO

SUPPORT BASE OF LATTICE


GRADE

(ELEVATION

VARIES)


6
"


(2) SIMPSON AC4

PAD POST WITH

1/2" PLYWOD AT


CONNECTORS


SIMPSON H2.5A


2x6@24"


5/8" CDX PLYWOOD 

EXISTING

BRICK WALL


2x6 LEDGER

FASTEN TO BRICK WALL WITH


3/8"

DYNABOLT SLEEVE BY ITW


RAMSET/REDHEAD ANCHORS

SPACED AT 16"


WITH 3" EMBEDMENT


SIMPSON

LSSU26


P.T. 4x4 POST 

PRECAST CONC. PIER

6" SQ. AT TOP


10" SQ. AT BASE

OVERALL LENGTH = 5'-0"


WITH 1/2"�  THREADED INSERT AT

TOP


SIMPSON ABE44

WITH 1/2"�  BOLT


INTO

THREADED INSERT


EXISTING

BRICK WALL 

SIMPSON LUS28

BOTH ENDS


2x8 LEDGER

FASTEN TO BRICK WALL WITH


3/8"

S.S. DYNABOLT SLEEVE BY ITW


RAMSET/REDHEAD ANCHORS

SPACED AT 16"


WITH 3" EMBEDMENT


(3)2x8 

P.T. (2)2x12

FASTEN TO POST WITH (3)


TLOK06 HEAVY DUTY

WOOD


SCREWS BY FASTEN

MASTER


P.T. 2x8@16"


ALL SIMPSON HARDWARE TO BE Z-MAX COATED


P.T. 4x4 POST
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 1/2" = 1'-0"


1 PORCH SECTION


 1" = 1'-0"


3 BASE DETAIL AT PORCH


 1" = 1'-0"


4 EVE DETAIL AT PORCH


 1" = 1'-0" 

6 COLUMN PLAN DETAIL 

 3" = 1'-0"


5 RAILING PROFILES


 1" = 1'-0" 

2 COLUMN BASE DETAIL


 1" = 1'-0"


7 STRUCTURAL SECTION


NOTE:

ALL PAINTED ELEMENTS TO BE MONOLITHIC CREAM COLOR

COMPOSITE DECKING TO BE GRAY


12/16/14


