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Important! Wiring connections
must have correct polarity,

Date:

MOUNTING HEIGHT

48 INCHES PS|  PULL STATION
@ SMOKE DETECTOR
HEAT DETECTOR
FIXED TEMP
REMOTE
RT| TEST/INDICATOR
S
@ DUCT SMOKE DETECTOR
W/ FSP-831R HEAD
80 INCHES V0|  VISUAL ONLY
_ [ | | il | L ]
80 INCHES AN/ AUDIO / VISUAL
523 522 521 519 517 | 515
— — - _ - ] oA ] ] DSM| DUAL SYNC MODULE
e ] Y —
_”4 J I 501 ISO  ISOLATION MODULE
S = N | BT X u 1L y 1|
s) U X | FMM|  MONITOR MODULE
WNK_. | @ : ) : @ © [: T ‘H_ :[ STAIR
L = L _“_ I 1 L ELEC RM — o] AS
) ém JANITOR 11 ‘”_ I sFs W L] FRM|  RELAY MODULE
. eS|z Tmi:x - - L — j E |
STS . _L 7“_ @ @ AV
sFs = ELEV. 1 ° M STS|  SPRINKLER TAMPER
L . _ _ _ mNO “_.m m”_.m LOUNGE LOBBY 1 :“_
2 ®
(s _ _“: :“_ | SFS|  SPRINKLER FLOW
N N 525 = [ . — ] == ==
] - #2 | | #1
FmNm : \: PS ELEVATOR ! L
&I . 4
This drawing is an accurate layout from provided floor
— :|_’ & mOm plans and information availoble at time of design.
O Circuiting has ken designed for maximum use of

resources available with supplied equipment. Deviations
— from this design must ke noted and approved prior to
: final acceptance. Note: Signal Circuit 1 has a 2.5 amp
load limitation, Circuits 2-3-4 hava a combined lood
limitation of 23 amps. REMOTE power supply has a 3.0
I T amps limitation per circuit and an 8.0 amp combined
limitation for oll 4 circuits. Changes in circuiting must
incorporate equipment speifications/limitations(see chaort
m@@ below for current vs, candela rating Distances and
ratings shown are for wall applications ONLY, call Norris,
Inc. for ceiling devices when applicable,) Twisted-Shielded
Cable is NOT recommended for use on SLC wiring for tThis
panel. Untwisted coabkle inside/outside conduit has o 1000’
mox distonce sizes 12-18AWG,
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OUTSIDE —

Room Size Candela Rating Load (amps>
20" x 20’ 15 cd 0.08 amps
28" x 28’ 30 cd 0.10 amps
43" x 43 /79 cd 015 amps
«Lﬁ 04" x 24’ 110 cd 0.20 amps
4.7k END OF LINE RESISTOR (Panel Circuits)
A 1 PR #le AWG TWISTED PAIR CABLEWp to 10,000 >
A 1 PR #14 AwWG TWISTED PAIR CABLEWp to 8,000 £t
A 1 PR #l6 AWG TWISTED PAIR CABLEWp to 4,500 ft
B 1 PR #le AWG FPL CABLE
D 1 PR #14 AwWG FPL CABLE
= 1 PR #l6 AWG FPL CABLE
F cc #12 AWG CABLE
G cc #14 AWG CABLE
H cc #16 AWG CABLE
K 1 CATS CABLE
m.ﬁ—\- L 1 PR #l6 AwWG TWISTED SHIELDED CABLE
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Important! Duplicate Addresses on devices : '
of different style is NOT an error in
design or printing. All electronic devices zcmm-m INC SAVED AS:

MUST be placed in a heated room with

temperoature above 32 degrees Prepared For Tomorrow; Delivered Today
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