%" Sheathing

2x6 Bottom P.
Attach w/(2) led
Nails @ 8" o.c.

%" Advantek T4G
Plywood Decking.

/— Joist, See Plon.

e

Where Regd.
/\,_
2x6 Studs @ 16" 0.c.
T.0. Floor ——— |
Elev.= (See Plan)
2x Rim Board /
Double 2x Top I /
2x6 Studs @ 16" 0.c— |
/\,_
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Attach Ea. Floor
Joist To Top B,
w/ (2) led Nails

Note: This Detail Is Provided For Conditions Where The
Existing Wall Must be Re-built Due to Fire Damage

%" Sheathing
As Regd

2x6 Studs @ 16" 0.C. 7N\

T.0. Floor
Elev.= (See Plan)

2x Rim Board /

Double 2x Top B
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2x6 Studs @ 16" o.c.

B 2xb Bottom P.
Attach w/(2) led
Nails @ 8" o.c.

%" Advantek Té¢G
Plywood Decking.

/— Joist, See Plan.
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\ Attach Ea. Floor

Joist To Top B,
w/ (2) led Nails
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Note: This Detail |s Provided For Conditions Where The
Existing Wall Must be Re-built Due to Fire Damage

T.0. Roof
Elev.= (See Plan)

2x Rim Board /

Double 2x Top B

2x6 Studs @ 16" o.c.
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Scale: 3/4” = 1'-0"
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5/8" Advantek
T¢G Plywood
Decking.

/— Joist, See Plon.

e

(1) Simpson H2.5
Hurricane Tie Per
Roof Truss, Attach
Per Manufacturers
Recommendations.,

Note: This Detail |s Provided For Conditions Where The
Existing Wall Must be Re-built Due to Fire Damage

%" Sheathing as
Reqgd

2x6 Studs @ 16" 0.C. 7\

T.0. Roof
Elev.= (See Plon)

2x Rim Board /

Double 2x Top I

.

\

2x6 Studs @ 16" o.c.

2xb Bottom P.
Attach w/(2) led
Nails @ 8" o.c.

B %" Advantek T&G
Plywood Decking.

e

\ Attach Ea. Floor

Joist To Top B,
w/ (2) led Nails
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/ Joist, See Plan.

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

Date: 04/21/16

Note: This Detail Is Provided For Conditions Where The

Existing Wall Must be Re-built Due to Fire Damage

(2) Cont. LVLs.

Attach

To Exist Beam With %"¢

Thru Bolts Staggered @

24" o.c.

T.0. Floor

%" Advantek T4G
Plywood Decking.
Where Regd

Elev.= (See Plan)
=

Install New LVLs
Provide New Joists as Regd

|
Cut Back Exist. Joists ‘
|

Provide New Joist Hangers
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Simpson Face Mount Joist
Honger. Attach Per
Manufacturer's
Recommendations.

T.0. Floor
Elev.= (See Plan)

)
Exist. Brick /

Masonry

%" Advantek T&G
Plywood Decking.
Where Regd

e

L Joist

Separation Wall
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Simpson Face Mount Joist
Hanger .

PT 2x Ledger Attach to Masonry
w/ 1/2"¢ Epoxy Anchors @ 32"oc
w/ 3" Embed

Alternate Connection: Use }"® x
3" Tapcon Screws, 2ea. @ 16"oc

T.0. Floor

%" Advantek TG
Plywood Decking.
Where Regd

Elev.= (See Plan)
e a

|

/

\

Joist, See Plon. J

(2) Cont. LVLs. Attach

To Exist Beam With }'¢
Thru Bolts Staggered @
24" o.c.

Solid Blkng

A
N/

SECTION

Scale: 3/4" = 1'-0"

L

Simpson Face Mount Joist
Hanger.

LVL Post:

3rd Flr Use 3.6x3.56 LVL Post
2nd Flr Use 5.2bx5.25 LVL Post
Ist Flr Use 5.25x5.26 LVL Post
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Simpson Face Mount Joist
Honger. Attach Per
Manufacturer's
Recommendations.

%" Advontek TiG
0SB Decking
Where Regd

$ First Floor

e

e

Joists, /

See Plans

Versa-Lam Or
LVL Beam, See
Framing Plon.
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i 3L"¢ Lally Column

Concrete Slab,
/(Existing)

$T.O. Conc. Slab

|2II
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Vapor Barrier
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(3) #5's Ea. Way =
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36" Square

Undisturbed Earth
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