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o

EXISTING ASPHALT SHINGLES TO REMAIN
EXISTING SHEATHING TO REMAIN

CONTRACTOR TO VERIFY DIMENSIONS
AND PROFILES OF EXISTING TRIM AND
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11/2"

NEW 5/4 WOOD TRIM ———

51/2"
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INSTALL NEW PLYWOOD
SHEATHING IF EXISTING

SHEATHING IS IN POOR
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NEW METAL DRIP CAP /
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WOOD WINDOW
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\EXISTING CEILING

NEW 2X BLOCKING TO
L FRAME NEW ROUGH
OPENING

/
S EXISTING INTERIOR

TRIM TO REMAIN

| NEW EXPANDING FOAM
—— INSULATION

3RD FLOOR WINDOW - HEAD

3" = 1'_0"

REPLACEMENT WINDOW WITH
SILL RAISED 2" ABOVE EXISTING
TO ALLOW SILL TO SHED ONTO
SLOPED ROOF

NEW COMPOSITE SUB-SILL

NEW METAL ROOFING OVER
CORNICE, TURN UP AT FACE OF
MANSARD ROOF AND UNDER
WINDOW SILLS

EXISTING SHEATHING, ASSESS

——— WRAP WINDOW ROUGH
OPENING WITH SELF
ADHERED FLASHING TAPE.
CREATE PAN FLASHING WITH

|_— BACK AND END DAMS

EXISTING SILL AND TRIM TO
REMAIN

CONDITION AFTER STRIPPING ‘ IEIIEXVMzEXNBé_V?/CR}gTJgIIO
EXISTING ROOFING AND } OPENING
REPLACE AS REQUIRED 5, 3RD FLOOR WINDOW - SILL |
3|| = 1!_0u |

EXISTING HIPPED SHINGLE

ROOF OVER DORMER TO
REMAIN

NEW WOOD TRIM

NEW PAINTED WOOD
/ TRIM

EXISTING GUTTER REINSTALLED

SILL HEIGHT ——_| |
RAISED 2" TO BE [
ABOVE ROOF - -

3

EXISTING WINDOW
i
\
o

3

5-51/2"
UNIT HEIGHT

3RD FLOOR WINDOW DETAILS

— INSTALL SELF-ADHERED WATERPROOF
ROOFING UNDERLAYMENT CONTINUOUS
FROM EDGE OF EAVE AT CORNICE, UP ENTIRE
FACE OF STEEP-SLOPED MANSARD ROOF TO
TRIM BAND AT ROOF SLOPE TRANSITION AND
OVER SIDES OF DORMER WALLS. INSTALL
METAL DRIP-EDGE AND METAL ROOFING OVER
LOW-SLOPE ROOF OVER CORNICE TURNED
UP FACE OF MANSARD ROOF AND FLASHED
OVER TOP EDGE.

INTERIOR TRIM TO REMAIN <

EXISTING WINDOW

T 2'-111/2" T

UNIT WIDTH
\

— ‘ T

1" = 1'_0"

NEW EXPANDING FOAM INSULATION
NEW PLYWOOD SHEATHING

NEW SELF-ADHERED WATER
RESISTIVE BARRIER
CONTINUOUSLY OVER ROOF
SHEATHING, SIDES AND FRONT
FACE OF DORMER AND INTO
WINDOW ROUGH OPENING

NEW 5/4 X 6 WOOD TRIM 7 ; ‘)—%I

NEW 5/4 WOOD TRIM, TAPERED TO ’/

MATCH SLOPE OF MANSARD ROOF

SLOPED FACE OF SHINGLED
MANSARD ROOF

31 -4" +/_
FINISHED INTERIOR OPENING

N \

NEW 2X BLOCKING TO FRAME
NEW ROUGH OPENING

NEW INTERIOR PAINTED
WOOD TRIM

EXISTING JAMB RETURN
FINISHES TO REMAIN

4

3RD FLOOR WINDOW - JAMB

3" - 1!_0"

——7/8" SDL WITH SPACER

BAR BETWEEN GLAZING
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