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UNIT WIDTH


2' - 10 1/2" +/-

EXISTING WINDOW
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FINISHED OPENING SIZE


3' - 3 3/4" +/-

INTERIOR TRIM TO REMAIN


V.I.F.


3' - 1 1/2" +/- M.O.


3
' -

 9
 1

/2
" 

+
/-

EXISTING BRICK

KEYSTONE


NEW CONTINUOUS

BULLNOSE BRICKMOLD


NEW WOOD TRIM, CUT

TO MATCH ARCH OF

WINDOW


EXISTING WOOD TRIM

TO REMAIN


NEW P.T. WOOD

BLOCKING


NEW ALUMINUM-CLAD

WOOD DOUBLE HUNG,

ARCH TOP WINDOW


NEW CONTINUOUS BACKER

ROD AND SEALANT


CUT BACK EXISTING WOOD SILL TO

ACCOMMODATE REPLACEMENT WINDOW

DEPTH


EXISTING WOOD APRON TRIM TO

REMAIN


NEW P.T. WOOD BLOCKING 
EXISTING LEVEL BRICK SILL.

REMOVE EXISTING SLOPED


CONCRETE SILL TOPPING AS

REQUIRED


NEW ALUMINUM SILL EXTENSION

BY WINDOW MANUF. TO EXTEND


TO EDGE OF BRICK SILL


1' - 0" +/-

NEW WINDOWS INSTALLED WITH NAILING

FLANGE TO P.T. BLOCKING IN EXISTING

M.O.


WRAP WINDOW ROUGH

OPENING WITH SELF

ADHERED FLASHING TAPE.

CREATE PAN FLASHING WITH

BACK AND END DAMS


7/8" SDL WITH "PUTTY GLAZED"

PROFILE TO EXTERIOR AND

SPACER BETWEEN GLASS


NEW 2X BLOCKING TO

FRAME NEW ROUGH

OPENING


NEW INTERIOR PAINTED

WOOD TRIM


EXISTING JAMB RETURN

FINISHES TO REMAIN


NEW BULLNOSE

BRICKMOLD BY WINDOW

MFG.


EXISTING WOOD TRIM TO REMAIN


EXISTING BRICK SILL BELOW


NEW CONTINUOUS BACKER ROD

AND SEALANT
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ARCH WINDOW

DETAILS


 1" = 1'-0"

3


ARCH WINDOW DETAILS


 3" = 1'-0"

1


ARCH WINDOW - HEAD


 3" = 1'-0"

2


ARCH WINDOW - SILL


 3" = 1'-0"

4


ARCH WINDOW - JAMB


GENERAL NOTES:


1.REMOVE EXISTING STORM WINDOWS AND ORIGINAL

WOOD WINDOWS INCLUDING FULL FRAME AND WEIGHT

POCKETS. REPLACE WITH CUSTOM ALUMINUM-CLAD

WOOD ARCH-TOP WINDOWS TO MATCH EXISTING

SIGHTLINES AS CLOSELY AS POSSIBLE, SIMULATED

DIVIDED LIGHTS AND BRICKMOLD.


2.GC TO VERIFY ALL DIMENSIONS IN THE FIELD AND

COORDINATE NEW WINDOW SIZES ACCORDINGLY.
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