EXISTING ELLIPTICAL BRICK ARCH —

REMOVE WINDOWS AND WALL —————+—— |
INFILL IN ARCHED OPENINGS,
INSTALL NEW WINDOWS AND
WOOD PANELING BELOW

8'-51/4" +/- VIF

6'- 11 1/4" +/-

NEW BULLNOSE BRICKMOLD —————|
CONTINUOUS AORUND WINDOW

NEW SOLID WOOD SUB-SILL ————|
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NEW ELLIPTICAL TOP TRANSOM
WINDOW

105

NEW ALUMINUM-

CLAD WOOD
WINDOW >

8l _ 3l|

8' _ 0"

| - CONTINUOUS (NEW) BULLNOSE
BRICKMOLD TRIM TO MATCH WINDOWS

< NEW ALUMINUM-CLAD

WOOD DOOR >

PATCH/REPAIR AND REPAINT FINISHES

NEW SOLID WOOD SUB-SILL \

RN
3 N
* = NEW PAINTED WOOD
S ™ PANELING OVER PLYWOOD
= = SHEATHING
= 31/2" 31/2" 31/2" 31/2"
: N . L NEW WOOD CAP OVER BRICK
) = 2'-3 2'-3 WITH SLOPED TOP
N~ 32} .
i — CUT DOWN EXISTING BRICK
EXISTING GRANITE BASE — |z INFILL TO 8" +/-ABOVE GRADE
/ - E
I
NEW PAINTED WOOD 6'-6"
PANLEING OVER PLYWOOD
SHEATHING
7'-0" +/- M.O. 5'-0" +/- M.O.
CUT DOWN EXISTING BRICK V.I.F. V.I.F.

INFILL TO 8" +/-ABOVE GRADE

NEW PAINTED WOOD WINDOR TRIM TO ——
MATCH EXISTING TRIM ON SECOND
FLOOR

REMOVE EXISTING WINDOWS/DOORS AND
ADJACENT FINISHES BACK TO ORIGINAL
MASONRY OPENING WIDTH AND HEIGHT

6'-9" UNIT WIDTH

DEMO AND RE-BUILD EXISTING
BRICK STEP WITH ALL NEW BRICK
TO MATCH SIZE AND PATTERN OF

EXISTING

—

—

REMOVE EXISTING INTERIOR FINISHES AS
REQUIRED TO FACILITATE DOOR
REPLACEMENT. PATCH & REPAIR FOR A
SMOOTH UNIFORM SURFACE/FINISH.

REMOVE EXISTING DOOR, FRAME AND
TRANSOM PANEL ABOVE, INCLUDING
BUILDING NUMBER. REPLACE WITH NEW
DOOR AND TRANSOM LIGHT ABOVE TO
MATCH ORIGINAL DESIGN.
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7'-0" +/- M.O.
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STOREFRONT

NOTE:

ALL DIMENSIONS SHALL BE VERIFIED IN THE FIELD BYT HE GENERAL CONTRACTOR

V.LF.

4| _ 6"

5'-0" +/- M.O.

DEMO AND RE-BUILD EXISTING
BRICK STEP WITH ALL NEW BRICK
TO MATCH SIZE AND PATTERN OF

EXISTING

V.LF.

—

1'- 0" MIN. T EXPOSED BY CEILING MODIFICATIONS
- - ASSUMED LOCATION OF ORIGINAL
IC]' T CEILING
i CUT BACK EXISTING DROPPED CEILING TO EXPOSE
ARCHED WINDOW OPENING. BUILD NEW SLOPED
- 1T — — — — — — GWB CEILING UP TO ORIGINAL CEILING LEVEL FOR
FULL WIDTH OF ROOM
2'- 0" MIN.
7
EXISTING ACT CEILING TO REMAIN, CUT BACK
TO NEAREST GRID 'T
NOTIFY ARCHITECT/OWNER'S REP IF
CONDITIONS ON SITE DIFFER FROM DRAWINGS
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/ NEW PAINTED WOOD INTERIOR SILL AND TRIM
NEW 2X6 STUD WALL BELOW WINDOW
=N / OPENING WITH FIBERGLASS BATT
INSULATION
4;i/=/ NEW GWB TO FINISH FLUSH WITH
o ADJACENT EXISTING WALL
[To)
w/ RE-USE EXISTING WOOD BASE

1A ) V) Y

10 0 A0 ) ) )

\ EXISTING FLOORING TO REMAIN
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