ALT8. REPOINT (4) BRICK CHIMNEYS \

REPLACE DAMAGED/ROTTED WOOD
TRIM AND REPAINT ALL TRIM AT \

MANSARD ROOF TRANSITION

REPLACE CORNER BOARDS ————|

REPLACE ASPHALT SHINGLE
ROOFING AT STEEP-SLOPE PORTION
OF MANSARD ROOF

REMOVE EXISTING GUTTERTO ——— =

ALLOW WORK TO ROOF, FASCIA AND
SOFFIT. RE-INSTALL GUTTER PITCHED

[
TO NEW DOWNSPOUTS. ”/\g‘z
REPAINT CORNICE, BRACKETS,

SOFFIT AND FASCIA

ALT2. REPLACE (4) ARCH TOP
WINDOWS THIS ELEVATION

ALT1. REMOVE WINDOWS AND WALL
INFILL IN (2) ARCHED OPENING, INSTALL
NEW WINDOWS AND WOOD PANELING
BELOW. REMOVE EXISTING LIGHT
FIXTURES AND WIRING AT EACH
ARCHED OPENING.

ALT1. SCRAPE PREVIOUSLY PAINTED |

BRICKWORK AT GROUND FLOOR
LEVEL TO REMOVE ALL LOOSE
PAINT. REPAINT ONLY PREVIOUSLY
PAINTED MASONRY WITH COLOR TO
BE SELECTED BY ARCHITECT.

ALT1. NEW PAINTED WOOD PANELS \

ALT1. REMOVE EXISTING SLOPED \J

STONE AT THRESHOLD, REBUILD
BRICK INFILL TO MATCH OPPOSITE
WINDOW

1

WEST ELEVATION - STREETFRONT

1/ n - 1!_0"

REPLACE DAMAGED/ROTTED WOOD
TRIM AND REPAINT ALL TRIM AT
MANSARD ROOF TRANSITION

REPLACE CORNER BOARDS

REPLACE ASPHALT SHINGLE ROOFING
AT STEEP-SLOPE PORTION OF
MANSARD ROOF

REMOVE EXISTING GUTTER TO
ALLOW WORK TO ROOF, FASCIA AND
SOFFIT. RE-INSTALL GUTTER
PITCHED TO NEW DOWNSPOUTS.

REPAINT CORNICE, BRACKETS, SOFFIT
AND FASCIA

ALT3. REPLACE (5) SECOND FLOOR
ARCH TOP WINDOWS THIS
ELEVATION

ALT1. PAINT ELECTRICAL CONDUIT

ALT1. SCRAPE PREVIOUSLY PAINTED
BRICKWORK AT GROUND FLOOR
LEVEL TO REMOVE ALL LOOSE
PAINT. REPAINT ONLY PREVIOUSLY
PAINTED MASONRY WITH COLOR TO
BE SELECTED BY ARCHITECT.

ALT1. REMOVE EXISTING DOUBLE DOORS
AND INSTALL NEW WOOD ENTRY DOOR
AND SIDELIGHTS

3 SOUTH ELEVATION

1/4" = 1'-0"

| ALT8 REPLACE ASPHALT NOTES:
— SHINGLE ROOFING TO HIP ROOF o
T T~ 1.EXISTING WINDOWS AND SURROUNDING FINISHES MAY HAVE
- LEAD-BASED PAINT APPLIED. REFER TO SPECIFICATIONS
—— _ AND LEAD SURVEY. CONTRACTOR SHALL BE EPA CERTIFIED
—— FOR LEAD-SAFE WORK PRACTICES AND COMPLY WITH OSHA
T— REGULATIONS.
_——— — — 2.ASBESTOS CAULK HAS BEEN IDENTIFIED IN SMALL AMOUNTS
Y 0 J 0 J i AT RANDOM LOCATIONS BETWEEN WINDOWS AND MASONRY
| | i | i | OPENINGS. REFER TO SPECIFICATIONS AND ASBESTOS
- - - | SURVEY. CONTRACTOR SHALL COMPLY WITH OSHA
\ \ REGULATIONS FOR REMOVAL OF THIS MATERIAL.
N
"~ REPLACE THIRD
* FLOOR WINDOWS
REPLACE LOW-SLOPE ROOFING
304 305 OVER CORNICE, REPLACE
| DAMAGED SHEATHING AS
REQUIRED
-
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BROOKS
REMOVE EXISTING WOOD CORNICE
AT EAVE AND REPLACE WITH NEW
PAINTED WOOD TRIM CORNICE TO ALT6. REPLACE EXISTING 6/6 WOOD
(209) (210) BAKERY (211) (212) MATCH ORIGINAL. WINDOWS WITH NEW 2/2 ALUMINUM CLAD
WOOD WINDOWS
\ [ L
ALT5. REPLACE SECOND FLOOR
[ ] [ ]
— = = — 0 = = 0 WINDOWS\'\ I T
N
} 218
—
| ol Il ALT6. REMOVE EXISTING DOUBLE DOORS
| S 114 AND (2) VINYL WINDOWS. REPLACE WITH
\ N NEW DOUBLE DOORS AND TRANSOM
| — WINDOW ABOVE. ALIGN BELOW SECOND
| | = ‘ =SS, | FLOOR WINDOWS
- ; ? _—— ALT1. REMOVE EXISTING DOOR AND ALT5. EXISTING DOOR TO ‘ 5
FRAME AND REPLACE WITH NEW .
— o1 - WOOD DOOR TO MATCH STYLE OF REMAIN, REPAINT TO MATCH | Rl
D1 (D ), NEW DOORS T
D1 D3 ) ORIGINAL N - D4
\ ol | 1|
105 106 <1 1 ALT6. REMOVE EXISTING SHEATHING AND
| | | ANY FRAMING DAMAGED BY WATER
\ INFILTRATION. REPLACE FRAMING AS
. 5 | D D D D REQUIRED FOR NEW DOOR OPENING AND
] [ ] [ K ‘ STRUCTURAL INTEGRITY OF WALL. INSTALL
] \ © NEW SHEATHING AND WRB. FINISH WITH
= | || | | | 0 NEW PAINTED WOOD CLAPBOARD SIDING
) ] S 3. Q" 3.0 TO MATCH EXISTING ADJACENT WOOD
= , ] , SIDING.
‘ ‘ ALT 1. DEMO EXISTING CONCRETE AND BRICK
| | ENTRY RAMP. EXCAVATE AND INSTALL NEW
ALT1. REBUILD EXISTING ALT1. RESET EXISTING ‘ ‘ POURED CONCRETE FROST WALLS AND FOOTINGS
BRICK STEP GRANITE STEP ! ! TO DEFINE EXTENT OF NEW RAMP TO MATCH SIZE
| | OF EXISTING. POUR NEW CONCRETE RAMP AT 1:12
ALT1. REMOVE EXISTING DOOR, FRAME | | PITCH WITH LEVEL LANDING AT TOP AND BOTTOM.
A';BI[S&%SSB/'MP%NRE'&%%?XEE'\"/‘vcl?TLllj?\l"E“V% poe L FACE CONCETE FROST WALLS AND RAMP SURFACE
: Lo J WITH BRICK PAVERS. INSTALL NEW PAINTED METAL
DOOR AND TRANSOM LIGHT ABOVE. PIPE RAIL. 5 WEST ELEVATION - BACK BUILDINGS
1/ n - 1'_0"
ALT8. REPOINT (4) BRICK
_t— Chimnevs
/ \//IALTS. REPLACE ASPHALT
—_ SHINGLE ROOFING TO HIP ROOF
\ ;
L | L | L | L | J ]
D] D] D) ( D] ( D) ( [¢ [¢
! | [ ! [ [ [
N
—— REPLACE THIRD
x FLOOR WINDOWS
REPLACE LOW-SLOPE ROOFING
306 307 308 OVER CORNICE, REPLACE
DAMAGED SHEATHING AS
REQUIRED
\\-_ _!
b | r
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I ] I ] I ] NEW DOWNSPOUT REPLACE ASPHALT SHINGLE WITHOUT NUMBERED TAGS ON
— ROOF ELEVATIONS
= [ m m m m / REBUILD DAMAGED WOOD SOFFIT AND \
] [ ] FASCIA, MATCH ORIGINAL EXTERIOR - =
TRIM WITH NEW PAINTED WOOD TRIM. 7
] [ ] INSTALL NEW GUTTER AND
= D DOWNSPOUTS
ALTS5. REPLACE (8) WINDOWS THIS
[ ] D ELEVATION REFER TO WINDOW REPOINT BRICKWORK AT TOP OF WALL.
- I:I SCHEDULE ’SHEET A202 REPLACE ANY DAMAGED BRICK
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SOLID
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NEW DOWNSPOUT K
ALT 1. DEMO EXISTING CONCRETE AND BRICK TOOTH IN NEW/SALVAGED BRICK FILL VOID SPACE BETWEEN DOOR
ENTRY RAMP. INSTALL NEW POURED CONCRETE ALT7. REMOVE WINDOWS AND WOOD FRAMED AT LOWER PORTION OF DOOR FRAME AND WALL WITH SPRAY FOAM
FROST WALLS AND FOOTINGS, NEW CONCRETE INFILL AT ORIGINAL DOOR OPENINGS. INSTALL JAMBS WHERE CUT/BROKEN INSULATION, INSTALL NEW SHEATHING
RAMP AT 1:12 PITCH WITH LEVEL LANDING AT TOP NEW WINDOWS WITH BRICK SILLS AND BRICK BRICKS ARE EXPOSED OVER FRAMING, WRB AND PAINTED 5 4
AND BOTTOM. FACE CONCETE FROST WALLS AND WALL INFILL BELOW - SET BACK NEW BRICK SOLID WOOD TRIM AROUND DOOR. e — _—

RAMP SURFACE WITH BRICK PAVERS. INSTALL NEW
PAINTED METAL PIPE RAIL.

1/2" FROM FACE OF ADJACENT BRICK

ALTS5. EXISTING DOOR TO
REMAIN, REPAINT TO MATCH
NEW DOORS

PROVIDE SEALANT BETWEEN TRIM AND
MASONRY.
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