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PATCH FLOOR AT STAIR WITH

CONTINUOUS LEDGER SCREWED TO

EXISTING FRAMING WITH (2) GRK


RSS 1
4" X 5" SCREWS 16" O.C. AND

JOISTS 16" O.C. ON SIMPSON LSU28


HANGERS, WITH 3
4" ADVANTECH

SUBFLOOR, 5
8" TYPE X DRYWALL AT

CEILING BELOW.


RELOCATED EXISTING TUB


LAUNDRY TURNED 90° FROM EXISTING

SHELF UNIT ON BACK OF DOOR


VENTILATION GRILL ABOVE DOOR


SHELVES IN OPENING


FULLY TILED SHOWER WITH SOAP NICHE,

HALF WALL AND FRAMELESS GLASS


3'-27
8"


N



RELOCATE EXISTING EXHAUST

VENT FROM THIS CORNER


LAUNDRY

OUTLET BOX


2 
TYPICAL NEW CEILING DETAIL

1 1
2" = 1'-0" 

EXISTING 3
4" FINISH FLOOR, V.I.F.


EXISTING 3
4" SUBFLOOR, V.I.F.


NEW 6" LAYER SOUNDPROOFING BATT INSULATION


METAL RESILIENT CHANNEL 16" O.C.


EXISTING 2x10 CEILING JOISTS, V.I.F.


(2) LAYERS 1

2" USG FIRECODE-C CORE G.W.B., ADHERE


TOGETHER W/ TITEBOND GREENCHOICE ADHESIVE OR

OTHER APPROVED ACOUSTICAL SEALANT.


(ALT: (1) LAYER OF 5
8" FIRECODE-C CORE GWB.)


DIMENSIONS MEASURED TO FINISHED


FACE. VERIFY EXISTING DIMENSIONS ON


SITE AND NOTIFY DESIGNER OF ANY


CONFLICTS.


EXISTING SINGLE ZONE HYDRONIC FIN-TUBE

BASEBOARD TO BE

SPLIT INTO TWO ZONES, ONE DEDICATED

TO BEDROOM WING,

WITH CAST-IRON BASEBOARD RADIATORS


FLOOR AT BATH 201, LDRY 208: SMALL


HEXAGON TILES, TBD, ALLOW $10/FT².

FLUSH WOOD THRESHOLD AT DOOR.


FLOOR TILE TBD, ALLOW $10/FT².

FLUSH WOOD THRESHOLD AT DOOR.


NEW FLOORING TBD, ALLOW


$4.50/SF FOR UNFINISHED MATERIAL


RECESSED MED. CAB.


NEW FLOORING TBD, ALLOW


$4.50/SF FOR UNFINISHED MATERIAL


EXISTING FLOORING

TO REMAIN @ BED 204


EXPOSE BRICK AT CHIMNEY IN

BATHROOM, IF FEASIBLE. MAINTAIN

1-HR FIRE RATED ASSEMBLY.


81

4"
2'-0" 81
4" 

REMOVE METAL CEILING PANELS/UNDERLAYMENT

@ BEDROOM 205, INSULATE JOISTS BAYS,

INSTALL NEW G.W.B. PER 2/A102 DETAIL
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EXISTING PARTY WALL TO MEET 3-HR FIRE RATING

WHERE EXPOSED DURING CONSTRUCTION (SOLID

BRICK ≥4.9" THICK OR APPROVED ALTERNATIVE).


PAINT BACK OF GLASS DOOR BLACK AND

FILL IN CAVITY FOR 30-MIN. FIRE RATING


(SEE COVER SHEET)


EXISTING WALLS PLASTER ON LATHE IN GOOD CONDITION, TYP.


SIMILAR TO USG INDEX B-54 1-HR FIRE-RATED ASSEMBLY


EXCEPT WITH ADDITIONAL LAYER OF DRYWALL FOR


SOUNDPROOFING


1 1
2 HR RATED DOOR, TYP. FOR ALL UNITS AT

COMMON CORRIDOR
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TYPICAL DETAIL AT NEW DROPPED CEILING 
1 1
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2" GAP


MAINTAIN INTEGRITY/CONTINUITY OF

EXISTING PLASTER CEILING


1 
2
" FIRECODE C-CORE G.W.B.

2X4 CEILING FRAMING 16" O.C.


4 
DETAIL AT NEW FLOOR FRAMING

1 1


2" = 1'-0"


2X10 OR MATCH EXISTING, MIN. 7"H, 16" O.C.,

WITH OPTIONAL SOUND INSULATION


TILE FLOOR OVER DITRA OR OTHER


APPROVED UNDERLAYMENT OVER 3
4"

ADVANTECH SUBFLOORING


5 
8
" TYPE X G.W.B.

METAL RESILIENT CHANNEL 16" O.C.


SIMILAR TO USG INDEX B-54 1-HR FIRE-RATED ASSEMBLY
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