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SECTION DETAIL AT HUNG MECHANICAL UNIT AT BRICK VENEER

1

CONCRETE DECK (SEE STRUCTURAL DRAWINGS)

(2) LAYERS OF 

5

8

" TYPE 'X' GWB

FIRE CALULKING

SET PANEL IN CONTINUOUS SEALANT

(2) LAYERS OF 

5

8

" TYPE 'X' GWB

STEEL BEAM WITH FIRE PROOFING (SEE

STRUCTURAL DRAWINGS)

DEFLECTION HEAD TRACK

KARRIER PANEL FASTENER INTO STUD

(NO FASTENERS INTO DEFLECTION HEAD TRACK)

METAL STUD SET ON SILL SEALER

TO ISOLATE FROM CONCRETE

12 GA. STAINLESS STEEL HIDDEN FASTENER

CLIP SET CLIP IN BUTYL SEALANT

CONTINUOUS BUTYL SEALANT AT EXTERIOR

PANEL JOINT

CONTINUOUS BUTYL SEALANT AT INTERIOR

PANEL JOINT

PROVIDE KARRIER PANEL COMPRESSION JOINT

SUFFICIENT TO ACCOMMODATE BUILDING

DEFLECTION

ROXUL FIRE MINERAL BATT STOPPING

3"

FIRE TREATED BLOCKING FOR TRIM FASTENING

DENSGLAS CEILING

PREFINISHED METAL TRIM WITH HEMMED EDGE

4" SPRAYFOAM FILL AT BOTTOM TRACK

6" LIGHT GAUGE MTL STUD  SOFFIT WALL

FRAMING AT 16" O.C.

KARRIER PANEL

MEMBRANE TERMINATION BAR,

FASTENERS, AND SEALANT

VERTICAL GALVANIZED

STEEL HAT CHANNEL

HORIZONTAL METAL SIDING

SELF ADHERED MEMBRANE

2" WIDE METAL Z-CLIP FOR

FASTENING OF SIDING AS

REQUIRED (SPACED 16" O.C.)

PREFINSIHED METAL HEAD

J-TRIM WITH HEMMED EDGE

AND WEEPS

WEEP HOLES IN J-TRIM AT 12" O.C. - WEEP

HOLES CUT IN FACTORY PRIOR TO PAINTING

2
"

CONCRETE DECK (SEE STRUCTURAL DRAWINGS)

(2) LAYERS OF 

5

8

" TYPE 'X' GWB

FIRE CALULKING

SET PANEL IN CONTINUOUS SEALANT

BRICK VENEER

STAINLESS STEEL BRICK TIE -

HB WING NUT W/ PINTLE

STAINLESS STEEL BRICK TIE -

HB WING NUT W/ PINTLE

METAL STUD SET ON SILL SEALER

TO ISOLATE FROM CONCRETE

12 GA. STAINLESS STEEL HIDDEN FASTENER

CLIP SET CLIP IN BUTYL SEALANT

CONTINUOUS BUTYL SEALANT AT EXTERIOR

PANEL JOINT

CONTINUOUS BUTYL SEALANT AT INTERIOR

PANEL JOINT

PROVIDE KARRIER PANEL COMPRESSION JOINT

SUFFICIENT TO ACCOMMODATE BUILDING

DEFLECTION

ROXUL FIRE MINERAL BATT STOPPING

3"

FIRE TREATED BLOCKING FOR TRIM FASTENING

DENSGLAS CEILING

PREFINISHED METAL TRIM WITH HEMMED EDGE

SEALANT AND BACKER ROD

4" SPRAYFOAM FILL AT BOTTOM TRACK

KARRIER PANEL

MEMBRANE TERMINATION BAR, FASTENERS, AND SEALANT

MORTAR NET

SELF ADHERING MEMBRANE

MASONRY WEEPS AT WINDOW HEAD

AT 16" O.C. (COLOR MATCH MORTAR)

STEEL ANGLE (SEE STRUCTURAL DRAWINGS)

PREFINISHED METAL FLASHING WITH

HEMMED DRIP EDGE - COLOR MATCH SIDING

SET IN SEALANT

(2) LAYERS OF 

5

8

" TYPE 'X' GWB

STEEL BEAM WITH FIRE PROOFING (SEE

STRUCTURAL DRAWINGS)

DEFLECTION HEAD TRACK

KARRIER PANEL FASTENER INTO STUD

(NO FASTENERS INTO DEFLECTION HEAD TRACK)

FIRE CAULKING

1" MIN. SPRAY FOAM FULL COVERAGE

OF STEEL PLATE

6" LIGHT GAUGE METAL STUD

SOFFIT WALL FRAMING AT 16" O.C.

PLATE FITTED TAB (SEE

STRUCTURAL DRAWINGS)
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SECTION DETAIL AT HUNG MECHANICAL UNIT AT BRICK VENEER

2

KARRIER PANEL

SELF ADHERED DRAINAGE PLANE

SELF ADHERED DRAINAGE PLANE

6" METAL FRAMING

MUD TYPE CORNER BEAD

MUD TYPE CORNER BEAD

BACKER ROD AND SEALANT -

COLOR MATCH ALUCOBOND PANEL

2X FIRE TREATED BLOCKING

5

8

" TYPE 'X' GWB

MUD TYPE EDGE BEAD WITH SEALANT

3" = 1'-0"

PLAN DETAIL AT ALUCOBOND EXTERIOR CORNER

3

3" = 1'-0"

PLAN DETAIL AT 7TH FLOOR DOOR JAMB

4

MUD TYPE CORNER BEAD

2X FIRE TREATED BLOCKING

SELF ADHERED DRAINAGE PLANE

2
"

SEALANT AND BACKER ROD -

COLOR MATCH DOOR

DOOR WITH NAILING FLANGE - INSTALL

PER MANUFACTURERS INSTRUCTIONS

METAL SIDING

GALVANIZED STEEL HAT CHANNEL

KARRIER CHANNEL

CONTINUOUS SEALANT BEAD

6" METAL SIDING

5

8

" TYPE 'X' GWB

MUD TYPE EDGE BEAD,

SEALANT AND BACKER ROD

SET KARRIER PANEL IN SEALANT

SPRAY FOAM JOINT PER

MANUFACTURED DETAILS

SEE A5-10 FOR TYPICAL

FLANGED WINDOW

FLASHING DETAIL

CONTINUOUS SEALANT BEAD

ALUCOBOND CORNER PANEL

HAT CHANNEL

ALUCOBOND CLIP SYSTEM

1" MIN. SPRAY FOAM FULL

COVERAGE OF STEEL PLATE

ADHERED JAMB FLASHING

OVER NAILING FLANGE

LOW EXPANSION SPRAY FOAM

PREFINISHED METAL J-TRIM

WITH HEMMED EDGE -

COLOR MATCH SIDING
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