
HSS 2X1X1/8 HANDRAIL,

POWDERCOATED


WELD RAIL TO HSS

POSTS, TYP.


1" X 2" HSS MTL. POST

BEYOND, PTD. AT 54"

MAX. O.C.


1"

1020 DOM 1/2"

STRUCTURAL ROUND

STEEL TUBE, HORIZ.

WELDED TO POSTS, PTD.
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COMPOSITE WOOD DECK ON

SLEEPERS


TYPICALLY PROVIDE GRAVEL

STOP MTL COPING EDGE PROFILE.

PROVIDE EXTENDED LIP SCUPPER


AT LOCATIONS SHOWN.


FULLY ADHERED PVC MEMBRANE


MTL. END CAPS AT TOP &

BOTTOM, TYP.


1" X 2" HSS MTL. POST, PTD.

AT 48" MAX. O.C.


PT 2X8 DECK FRAMING


PT BLOCKING AS NEEDED

TO ALIGN FACE OF DECK


WITH FACE OF

STRUCTURE BEYOND


PAINTED AZEK TRIM


1X3 STRAPPING


(2) LAG SCREWS W/

WASHERS AT EACH POST,


PTD. TO MATCH POSTS


T&G BEADBOARD
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3/4" MTL. SPACER, PTD.

(1/4" SPACER AT HANDRAIL RETURNS)
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.060 FULLY ADHERED EPDM


ZALMAG SLATE GREY

CLAPBOARD PATTERN METAL TILE


T&G BEADBOARD


5/8" O.S.B.


R-30 RIGID INSULATION.

MECHANICALLY

FASTENED TO DECK


10 MIL POLY VAPOR BARRIER

OVER ROOF DECK. TAPE ALL SEAMS.


5/8" O.S.B. ROOF DECK


1X3 WOOD STRAPPING @ 24" O.C.

PERP. TO TRUSSES


R-13 BATT INSULATION


ZALMAG FLASHING 

AIR/MOISTURE BARRIER AND

O.S.B. SHEATHING


1'-2"
4 1/2" 

1X5 PVC TRIM


ALUMINUM ROOF EDGE AND

COUNTER FLASHING 

(3) 2X4 BLOCKING


1X8 PVC FASCIA 

1X8 PVC SHADOW BOARD


2X10 RAKE LADDER 16" O.C.


1X5 PVC SOFFIT


PVC COVE
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1 1/2"


2"


10 1/2"


BRAKE METAL FLASHING


FULLY ADHERED EPDM ON 7/16" O.S.B.


PTD PVC TRIM


2 - 3/4" PVC CROWN, PTD


PTD PVC TRIM


FIBER CEMENT CLAPBOARD


COMPOSITE WOOD DECK


BUILT-UP WD CURB WITH GAPS AT

EACH JOISTS BAY FOR DRAINAGE.


3
'-
6
"


PT SLEEPERS ON STRIP OF SELF-
ADHESIVE FLASHING FOR FULL

LENGTH OF SLEEPER OVER EPDM
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3
"


HANDRAIL WELDED TO

PRIVACY SCREEN FRAME


GRANITE HEADER


PRECAST CONCRETE BAND


FIBER CEMENT CLAPBOARDS


FURRING


VAPOR / AIR BARRIER


SHEATHING


DRAINAGE PLANE


RIGID INSULATION


STAINLESS STEEL STONE

ANCHOR AT 1' - 6" O.C.


CONTINUOUS PTD. ALUM. FLASHING -
EXTEND OVER PRECAST AS SHOWN


ADJUSTABLE BRICK TIES AT TOP

COURSE OF BRICK BELOW PRECAST
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6" 

6
"


1"


FLASHING


T&G BEADBOARD


BRICK VENEER 

AIR/MOISTURE BARRIER


1x3 VERTICAL WOOD

FURRING


BRICK TIE


T&G WHITE OAK BOARDS

RUNNING PERPENDICULAR TO


FURRING


6"


4
"


LOAD BEARING

GRANITE TRIM


BRICK VENEER


FIBER CEMENT

CLAPBOARD SIDING


AIR/MOISTURE BARRIER


PLASTIC CORAVENT FURRING

STRIPS


BRICK TIE


3/8" SEALANT JOINT
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 6" = 1'-0"


3 METAL RAIL DETAIL


 3" = 1'-0"


2 DECK EDGE DETAIL


 1 1/2" = 1'-0" 

1 TYP SECTION AT DECK


 1 1/2" = 1'-0"


7 DETAIL AT ROOF OVERHANG


 1 1/2" = 1'-0" 

5 FOURTH FLOOR DECK DETAIL 

 3" = 1'-0" 

4 UNIT ENTRY HEADER DETAIL 
 3" = 1'-0" 

6 UNIT ENTRY TRIM DETAIL 

 1 1/2" = 1'-0" 

8 BRICK TO CLAPBOARD TRANSITION DETAIL
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