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GENERAL

NOTES

SPRINKLERS MAY BE OMITTED FROM THE FOLLOWING:

1> BATHROOMS WHERE THE AREA DOES NOT EXCEED 35 SQ FT. AND THE WALLS AND CEILINGS,
INCLUDING BEHIND FIXTURES, ARE OF NON COMBUSTIBLE OR LIMITED COMBUSTIBLE MATERIALS
PROVIDING A 15 MINUTE THERMAL BARRIER.

SYSTEM TO BE DESIGNED AND INSTALLED IN ACCORDANCE WITH NFPA-13R 2010.

PIPE AND FITTINGS TO BE COMBINATION OF BLACK STEEL SCH. 40 TYPE AND APPROVED
BLAZEMASTER PLASTIC CPVC DESIGNED AND APPROVED TO BE USED WITH THIS STANDARD.
ALL HANGERS TO BE SPACED IN ACCORDANCE WITH MANUFACTURER’S RECOMMENDATIONS.
MAX SPACING OF RESIDENTIAL PENDENT SPRINKLERS TO BE 16'x16,

MAX SPACING OF RESIDENTIAL SIDEWALL SPRINKLERS TO BE 14'x14,

ALL WIRING OF DEVICES BY OTHERS.
SPARE SPRINKLERS OF EACH TYPE SHALL BE PROVIDED PER NFPA 13,

2) CLOTHES CLOSETS, LINEN CLOSETS, AND PANTRIES WITHIN THE DWELLING UNITS WHERE THE
AREA OF THE SPACE DOES NOT EXCEED 24 SQ. FT. AND THE LEAST DIMENSION DOES NOT EXCEED
3 FT. AND THE WALLS AND CEILINGS ARE SURFACED WITH NON COMBUSTIBLE OR LIMITED COMBUSTIBLE
MATERIALS AS DEFINED BY NFPA.

3> ANY PORCHES, BALCONIES, CORRIDORS, AND STAIRS THAT ARE OPEN AND ATTACHED.

4> ATTICS, PENTHOUSE EQUIPMENT ROOMS, CRAWL SPACES, FLOOR/CEILING SPACES, ELEVATOR SHAFTS,
AND OTHER CONCEALED SPACES THAT ARE NOT USED OR INTENDED FOR LIVING PURPOSES OR STORAGE.

MAINTENANCE OF THE SPRINKLER SYSTEM IS THE RESPONSIBILITY OF THE OWNER.
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FIRE SPRINKLER RISER DETAIL
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TEST VALVES

NOTE: CHECK VALVE MAY BE OMITTED

WHEN THE SYSTEM PIPING IS
LOWER THAN THE UPPER
TEST VALVE.

ANTIFREEZE LOOP DETAIL

NOTE: 3/32" HOLE DRILLED IN
CHECK VALVE CLAPPER TO ALLOW

) DRAIN VALVE

FOR EXPANSION.

NOTE: SEE TRIM UNIT LITERTURE FOR MATERIAL REQUIRED.

(UNLESS BFP IS REQ'D. BY HEALTH DEPT.)
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xx ANTI-FREEZE TYPE 50/50 FACTORY PREMIX.
xx TOTAL CAPACITY OF ANTIFREEZE SYSTEM = 5 GALLONS

PROTECTION OF THE SPRINKLER SYSTEM AGAINST FREEZING IS THE RESPONSIBILITY OF THE OWNER.

TEST HYDRANT

ZERO ELEVATION CHANGE
BETWEEN HYDRANT & RISER

FLOW TEST DATA

STATIC PRESSURE: 71_PSI

RESIDUAL PRESSURE: 65 PSS

QUANTITY FLOWING: 871 GPM

TWO HYDRANT TEST.
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