COMPACT IN 4" LIFTS
COMP. OR UNDISTURBED SUBGRADE

A CRUSHED STONE, 3* MIN. (T.B.D.)
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DRS;;OE'BIEGE § ~ivqe (MIN. 10" - MDOT TYPE D);
Q
Ros P

200
1}

B 007

WOODMULCH; 3" MIN.
(TO UNIFORM DEPTH)

ISHNENENLS TOPSOIL W/ ADMIXTURE
BARK MULCH HITHNMETHEIEI SEE SPECIFICATIONS
HIEITET-EIIE
PREPARED SUBGRADE
C 6" PREPARED TOPSOIL
Lot T NO STONES OVER 3/4" DIA.
LOAM AND (SEE SPECIFICATIONS RE: SEED

AND TOPSOIL)
PREPARED SUBGRADE

SEED

NOTE: ALL COURSE MATERIALS REFLECT THICKNESS AFTER FINAL COMPACTION.

SCHEDULE OF SURFACES / DETAIL

NOT TO SCALE

L 15" TYP. |
'| ’| CRUSHED STONE (T.B.D. BY OWNER)
INSTALLED TO UNIFORM DEPTH (3")
SEE PLAN FOR l 6" STEEL EDGING (3/16" THICKNESS)
FINISH GRADE l STAKE ACCORDINGLY
SEED OR SHREDDED BARK MULCH
— -¢— ® (SEE PLAN)

TOPSOIL BACKFILL
LANDSCAPE FABRIC (WEED BARRIER)

PREPARED SUBGRADE

Q STONE DRIP EDGE DETAIL

NOT TO SCALE

STONE PAVERS (2" THICKNESS) w/ IRREGULAR

FINISH GRADE: SEE PLAN EDGES AND POLYMER SAND SWEPT JOINTS
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SEE PLAN FOR TOP OF STEP ELEV.

NATIVE OR RECYCLED STONE STEPS (36"x 18"X 6")
MAINTAIN 6" RISERS AND 15" TREADS;
STEPS TO HAVE CASUAL, NATURALIZED APPEARANCE
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SLOPE 1% (TYP)_ apl 1| SET STONE TREADS ON COMPACTED
A Ty — | |- AGGREGATE BASE (8" MIN)
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||: BUILD STEPS INTO SLOPE; STABILIZE TREADS

117~ SHIM STONES WHERE NECESSARY;

:|_ BACKFILL END OF STONE TREADS W/ TOPSOIL

|||: MEDIUM; TAMP IN PLACE FIRMLY TO MINIMIZE SHIFTING

Q STONE STEPS IN EARTH DETAIL

NOT TO SCALE

FINISH GRADE; SEE PLAN

07

STONE PAVERS (2" THICKNESS) w/ IRREGULAR
EDGES AND STONE DUST JOINTS (2"+/-)

P B UL i STONE DUST SETTING BED (2" TYP)
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. (e} y COMPACT IN 4" LIFTS (TYP
», 2O *0® 0 o, "
PREPARED OR UNDISTURBED SUBGRADE

O STEPPING STONES DETAIL

NOT TO SCALE

CONSTRUCT SWALE W/ COMBINATION OF
INTERUPTIONS IN STONE BED — SMALL NATIVE BOULDERS AND RUBBLE STONES
TO BE PLANTED WITH FERNS AND ORNAMENTAL GRASSES; SHAPE SWALE TO RESEMBLE DRY STREAM BED (NATURALIZE)
NOTE: WIDTH AND DEPTH OF SWALE VARIES; SEE PLAN

COMPACTED LOAM (6" MIN.)

PREPARED GRADE

BURY STONES 1’3 TO 1/2
F THEIR OVERALL HEIGHT (TYP)

I
| | | | |_ |<—| PREPARED OR UNDISTURBED SUBGRADE

Q STONE—LINED SWALE DETAIL

NOT TO SCALE

NOTE:

CONTRACTOR SHALL MOCK—-UP PANEL OF
STONE LAY-UP FOR APPROVAL OF L.A.
PRIOR TO CONSTRUCTION (TYP)

STONE WALL SHALL HAVE LOOK OF DRY-LAID

WALL AND CAPPED W/ LARGER STONES;
NO EXPOSED MORTAR; STONE TYPE T.B.D.

SET RECESSED WALL LIGHTS (2) SELECTED AND
INSTALLED UNDER DIRECTION OF LANDSCAPE ARCHITECT

20" TYP
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SEE PLAN
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BATTER FACE OF WALL; BOTH SIDES (TYP)

BURY 4" OF WALL BELOW GRADE

SET STONE ON COMPACTED AGG. BASE (10" MIN.)
EXTEND BASE BEYOND FACE OF WALL —6"(TYP)

COMPACT BASE IN 4" LIFTS (TYP)

WALL

O STONE SEATING

NOT TO SCALE

‘ TRANSITION FENCE

= POST CAP (TYP. ALL POSTS)

SLOPES AS SHOWN

I

— ] FENCE AND POSTS TO MATCH EXISTING
] T FENCE ALONG REAR PROPERTY LINE
I 7 CONFIRM MANUFACTURER AND STYLE
. PRIOR TO INSTALLATION
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FENCE DETAIL
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GRANITE CHEEK WALLS (2)
12" X 30" X &

STEP BUTT TO FACE OF WALL (TYP)
GRANITE TREAD (1) 6” X 12" X &
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NOTE: THERMAL FINISH ON ALL
EXPOSED GRANITE SURFACES WITH

EASED EDGES (TYP)

NOT TO SCALE

NOTE:
CONTRACTOR SHALL SUBMIT SHOP DRAWINGS
TO L.A. FOR APPROVAL PRIOR TO FABRICATION

_¢_ SEE DETAIL 4/L4 FOR STONE CONFIGURATION
STONE DUST SETTING BED (1" MIN.)
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—— O © O - PREPARED OR UNDISTURBED SUBGRADE
BLUESTONE PAVERS ON AGG. BASE
NOT TO SCALE
L SEE PAN FOR WIDTH OF WALKWAY OR TERRACE L
1 " 1
i
| = BLUESTONE PAVERS
WITH POLYMER SAND SWEPT JOINTS;
ARRANGE STONES IN RANDOM PATTERN
WITH STAGGERED SEAMS, AND UNIFORM JOINTS
STONES SHALL BE BE NO SMALLER THAN 2 S.F.
NOTE: OFFSET SEAMS NO LESS THAN EVERY TWO STONES
(SEE SLATE PATIO/WALKWAY DETAIL FOR INSTALLATION)
1— ALIGN STONES ALONG EDGE TO CREATE
UNIFORM, STRAIGHT LINE
—— INSTALL 'PAVE—EDGE’'RESTRAINT SYSTEM
OR EQUIVALENT PRODUCT; INSTALL PER
MANUFACTURERS SPECIFICATIONS
O BLUESTONE PAVER PATTERN
NOT TO SCALE

HUNZA TIER LIGHT (HUNZA TL/COPPER)
COORDINATE TRANSFORMER AND CONDUIT

LOCATION WITH ELECTRICIAN PRIOR TO INSTALLATION
SEE CUT—SHEET FOR LIGHT SPECIFICATIONS
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Q PATH LIGHTING DETAIL

NOT TO SCALE

TOP STEP; > )
OVERLAP TREADS TO CREATE 12 . SEE PLAN F.GSEE PLAN
STEP SURFACE (TYP) :\6” = —
X
GRANITE TREAD (1) 6" X 15" X &
, jBOTTOM STEP; SEE PLAN

SET BOTTOM TREAD 2" BELOW F.G. /
GRANITE TREAD (1) 8" X 15" X &

COMPACTED AGGREGATE BASE (TYP)/

(10” MIN) COMPACT IN 4"

LIFTS

O CHEEK WALL—STEPS DETAIL

NOT TO SCALE
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