
SECTION A-A

6'-0"

PLAN VIEW

A

FLOW

F

L

O

W

A

A

3
'
-
7
"
 
M

I
N

FRAME AND COVER

(DIAMETER VARIES)

N.T.S.

HATCH

(48" x 48" CAST INTO SLAB)

N.T.S.

www.ContechES.com

®

W
OO

DA
RD

CU
RR

AN
CO

MM
IT

ME
NT

 &
 IN

TE
GR

IT
Y 

DR
IV

E 
RE

SU
LT

S

41
 H

ut
ch

in
s D

riv
e

Po
rtl

an
d,

 M
ain

e 0
41

02
80

0.4
26

.42
62

  | 
 w

ww
.w

oo
da

rd
cu

rra
n.

co
m

S

 

T

 

A

 

T

 

E

 

 

 
O

 
F

 
 

 
M

 

 
A

 

I

 

N

 

E

P
 R

 
O

 

F

 

E

 

S

 

S

 

I

 
O

 
N

 
A

 
L

 

 

 
E

 

N

 

G

 

I

 

N

 

E

 
E

 R

L

I

C

E

N

S

E

D

D
A

V
I
D

A
.

S
E

N
U

S

1
0

7
9

1

C-205

CI
VI

L D
ET

AI
LS

 - 
6

LEVEL III SITE PLAN APPLICATION-NOT FOR CONSTRUCTION

42x30 SHEET
1:1

AutoCAD SHX Text
HELD

AutoCAD SHX Text
3'O/S

AutoCAD SHX Text
INTX

AutoCAD SHX Text
FLUSH GRANITE CURB

AutoCAD SHX Text
DETECTIBLE WARNING STRIP

AutoCAD SHX Text
7' GRANITE TIPDOWN

AutoCAD SHX Text
FLUSH GRANITE CURB

AutoCAD SHX Text
DETECTIBLE WARNING STRIP

AutoCAD SHX Text
7' GRANITE TIPDOWN

AutoCAD SHX Text
MATCH EXISTING GRADE

AutoCAD SHX Text
RAMP

AutoCAD SHX Text
RAMP

AutoCAD SHX Text
7' GRANITE TIPDOWN

AutoCAD SHX Text
7' GRANITE TIPDOWN

AutoCAD SHX Text
RAMP

AutoCAD SHX Text
RAMP

AutoCAD SHX Text
RAMP

AutoCAD SHX Text
RAMP

AutoCAD SHX Text
RAMP

AutoCAD SHX Text
7' GRANITE TIPDOWN

AutoCAD SHX Text
7' GRANITE TIPDOWN

AutoCAD SHX Text
7' GRANITE TIPDOWN

AutoCAD SHX Text
DETECTIBLE WARNING STRIP

AutoCAD SHX Text
DETECTIBLE WARNING STRIP

AutoCAD SHX Text
FLUSH GRANITE CURB

AutoCAD SHX Text
FLUSH GRANITE CURB

AutoCAD SHX Text
EXISTING 4' TIPDOWN

AutoCAD SHX Text
MATCH EXISTING GRADE

AutoCAD SHX Text
MATCH EXISTING GRADE

AutoCAD SHX Text
DRAINDOWN CARTRIDGE

AutoCAD SHX Text
CARTRIDGE DECK

AutoCAD SHX Text
MAINTENANCE ACCESS WALL

AutoCAD SHX Text
HI-FLO CARTRIDGE

AutoCAD SHX Text
MAINTENANCE ACCESS WALL (M.A.W.)

AutoCAD SHX Text
CONTRACTOR TO GROUT TO FINISHED GRADE

AutoCAD SHX Text
GRADE  RINGS/RISERS

AutoCAD SHX Text
15" OUTLET PIPE INV. 19.25

AutoCAD SHX Text
CARTRIDGE DECK

AutoCAD SHX Text
SEPARATOR SKIRT

AutoCAD SHX Text
15" INLET PIPE INV. 19.50

AutoCAD SHX Text
FRAME AND COVER SHOWN (HATCH OPTION FLUSH  WITH TOP OF STRUCTURE)

AutoCAD SHX Text
STEPS (LOCATION  MAY VARY)

AutoCAD SHX Text
INLET INV. 19.50 

AutoCAD SHX Text
OUTLET INV. 19.25

AutoCAD SHX Text
JOB NO.:

AutoCAD SHX Text
SCALE:

AutoCAD SHX Text
DATE:

AutoCAD SHX Text
SHEET:

AutoCAD SHX Text
OF

AutoCAD SHX Text
REPRODUCTION OR MODIFICATION WITHOUT WRITTEN PERMISSION IS PROHIBITED.

AutoCAD SHX Text
THIS DOCUMENT IS THE PROPERTY OF WOODARD & CURRAN INC. AND ITS CLIENT. 

AutoCAD SHX Text
B

AutoCAD SHX Text
A

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
CHECKED BY:

AutoCAD SHX Text
DESIGNED BY:

AutoCAD SHX Text
DATE

AutoCAD SHX Text
DESCRIPTION

AutoCAD SHX Text
REV

AutoCAD SHX Text
DRAWN BY:

AutoCAD SHX Text
DATE

AutoCAD SHX Text
DESCRIPTION

AutoCAD SHX Text
REV

AutoCAD SHX Text
E

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
1

AutoCAD SHX Text
7

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
1

AutoCAD SHX Text
7

AutoCAD SHX Text
B

AutoCAD SHX Text
A

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
E

AutoCAD SHX Text
MAINE MEDICAL CENTER 22 BRAMHALL STREET PORTLAND, ME 04102

AutoCAD SHX Text
MMC ST. JOHN STREET EMPLOYEE PARKING GARAGE

AutoCAD SHX Text
6/22/2018

AutoCAD SHX Text
C:\Users\bmcdevitt\appdata\local\temp\AcPublish_2600\0231158 C20X.dwg, Jun 22, 2018 - 8:14am

AutoCAD SHX Text
0231158 C20X.dwg

AutoCAD SHX Text
17

AutoCAD SHX Text
17

AutoCAD SHX Text
0231158.00

AutoCAD SHX Text
JUNE 22, 2018

AutoCAD SHX Text
AS NOTED

AutoCAD SHX Text
CMS

AutoCAD SHX Text
BCM

AutoCAD SHX Text
DAS

AutoCAD SHX Text
ST. JOHN STREET & "D" STREET INTERSECTION

AutoCAD SHX Text
SCALE: 1"=10'

AutoCAD SHX Text
GENERAL NOTES: 1. CONTECH TO PROVIDE ALL MATERIALS UNLESS NOTED OTHERWISE. CONTECH TO PROVIDE ALL MATERIALS UNLESS NOTED OTHERWISE. 2. FOR SITE SPECIFIC DRAWINGS WITH DETAILED STRUCTURE DIMENSIONS AND WEIGHT, PLEASE CONTACT YOUR FOR SITE SPECIFIC DRAWINGS WITH DETAILED STRUCTURE DIMENSIONS AND WEIGHT, PLEASE CONTACT YOUR CONTECH ENGINEERED SOLUTIONS REPRESENTATIVE.  www.ContechES.com 3. JELLYFISH WATER QUALITY STRUCTURE SHALL BE IN ACCORDANCE WITH ALL DESIGN DATA AND INFORMATION JELLYFISH WATER QUALITY STRUCTURE SHALL BE IN ACCORDANCE WITH ALL DESIGN DATA AND INFORMATION CONTAINED IN THIS DRAWING.  CONTRACTOR TO CONFIRM STRUCTURE MEETS REQUIREMENTS OF PROJECT. 4. STRUCTURE SHALL MEET AASHTO HS-20 OR PER APPROVING JURISDICTION REQUIREMENTS, WHICHEVER IS STRUCTURE SHALL MEET AASHTO HS-20 OR PER APPROVING JURISDICTION REQUIREMENTS, WHICHEVER IS MORE STRINGENT, ASSUMING EARTH COVER OF 0' - 3', AND GROUNDWATER ELEVATION AT, OR BELOW, THE OUTLET PIPE INVERT ELEVATION.  ENGINEER OF RECORD TO CONFIRM ACTUAL GROUNDWATER ELEVATION.  CASTINGS SHALL MEET AASHTO M306 LOAD RATING AND BE CAST WITH THE CONTECH LOGO. 5. STRUCTURE SHALL BE PRECAST CONCRETE CONFORMING TO ASTM C-478 AND AASHTO LOAD FACTOR DESIGN STRUCTURE SHALL BE PRECAST CONCRETE CONFORMING TO ASTM C-478 AND AASHTO LOAD FACTOR DESIGN METHOD. 6. NO PRODUCT SUBSTITUTIONS SHALL BE ACCEPTED UNLESS SUBMITTED 10 DAYS PRIOR TO PROJECT BID DATE, NO PRODUCT SUBSTITUTIONS SHALL BE ACCEPTED UNLESS SUBMITTED 10 DAYS PRIOR TO PROJECT BID DATE, OR AS DIRECTED BY THE ENGINEER OF RECORD. INSTALLATION NOTES A. ANY SUB-BASE, BACKFILL DEPTH, AND/OR ANTI-FLOTATION PROVISIONS ARE SITE-SPECIFIC DESIGN ANY SUB-BASE, BACKFILL DEPTH, AND/OR ANTI-FLOTATION PROVISIONS ARE SITE-SPECIFIC DESIGN CONSIDERATIONS AND SHALL BE SPECIFIED BY ENGINEER OF RECORD. B. CONTRACTOR TO PROVIDE EQUIPMENT WITH SUFFICIENT LIFTING AND REACH CAPACITY TO LIFT AND SET THE CONTRACTOR TO PROVIDE EQUIPMENT WITH SUFFICIENT LIFTING AND REACH CAPACITY TO LIFT AND SET THE STRUCTURE (LIFTING CLUTCHES PROVIDED) C. CONTRACTOR WILL INSTALL AND LEVEL THE STRUCTURE, SEALING THE JOINTS, LINE ENTRY AND EXIT POINTS CONTRACTOR WILL INSTALL AND LEVEL THE STRUCTURE, SEALING THE JOINTS, LINE ENTRY AND EXIT POINTS (NON-SHRINK GROUT WITH APPROVED WATERSTOP OR FLEXIBLE BOOT) D. CONTRACTOR TO TAKE APPROPRIATE MEASURES TO PROTECT CARTRIDGES FROM CONSTRUCTION-RELATED CONTRACTOR TO TAKE APPROPRIATE MEASURES TO PROTECT CARTRIDGES FROM CONSTRUCTION-RELATED EROSION RUNOFF. E. CARTRIDGE INSTALLATION, BY CONTECH, SHALL OCCUR ONLY AFTER SITE HAS BEEN STABILIZED AND THE CARTRIDGE INSTALLATION, BY CONTECH, SHALL OCCUR ONLY AFTER SITE HAS BEEN STABILIZED AND THE JELLYFISH UNIT IS CLEAN AND FREE OF DEBRIS.  CONTACT CONTECH TO COORDINATE CARTRIDGE INSTALLATION WITH SITE STABILIZATION AT (866) 740-3318.

AutoCAD SHX Text
CONTECH JELLYFISH FILTER DETAIL

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
FABCO STORMBASIN, TYPE C FLANGE

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
CHECKER BLOCK CONCRETE GRID DETAIL

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
6-FOOT SOLID BOARD W/THINK CAP STRIP- CEDAR PRIVACY FENCE

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
GENERAL NOTES: 1. ALL MATERIALS ARE PREMIUM, #1 GRADE CEDAR ALL MATERIALS ARE PREMIUM, #1 GRADE CEDAR 2. ALL POSTS ARE "DIRECT BURIAL" SET AT AN APPROXIMATE DEPTH OF 4'- CONCRETE IS NOTE RECOMMENDED ALL POSTS ARE "DIRECT BURIAL" SET AT AN APPROXIMATE DEPTH OF 4'- CONCRETE IS NOTE RECOMMENDED FOR BACKFILL

AutoCAD SHX Text
ORNAMENTAL STEEL FENCE DETAIL

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
8" MIN

AutoCAD SHX Text
NONWOVEN GEOTEXTILE MIRAFI 160N 

AutoCAD SHX Text
12" OF COMPACTED TYPE B GRAVEL

AutoCAD SHX Text
1- 1 1/2" BEDDING SAND

AutoCAD SHX Text
CHECKER BLOCK CONCRETE GRID 4" THICKNESS


	Sheets and Views
	0231158 C20X-C-205


